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Contractor to supply and install

a 40mm dia. extruded

aluminum wall mounted

handrail at 900mm O.C. A.F.F.

with a clearance of 40mm

between the handrail and wall.

Handrail to extend 300mm Min.

beyond both ends of ramp on

each side and return back to

the partition c/w clear anodized

finish.

Contractor to supply and install new extruded aluminum

guardrail c/w clear anodized finish.
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Countertop material

joint/seam

Countertop

material

joint/seam

Countertop

material

joint/seam
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Countertop material

joint/seam

300

300

Plastic Laminate

Pattern: Wood grain

Colour: Brown Oak

Plastic Laminate

Pattern: Small textured circle pattern

Colour: Green/Beige

Plastic Laminate

Colour: Satin Brushed Aluminum

Plastic Laminate

Colour: Sculpted White

Plastic Laminate

Colour: Beige Granite

Window Film (Maple Leaf pattern)

Departmental Representative to provide EPS file

for film design. Refer to 24/10/10 for design.

Window Film (Safety)

Note:

Security film to be bonded to window frame.

Indicates direction of "wood grain"

Millwork Legend:

1.  Cabinet hinges to be concealed and slef-closing.

2.  Drawers to be installed on full extension heavy duty gliders c/w built in stoppers.

3. Adjustable shelves to be installed on stainless steel pilaster c/w support clips recessed within

gable and cut to suit interior cabinet height.

4.  Supply and install ladder door pulls:

Length: 208mm

Finish: Stainless steel

Millwork Hardware General Notes:

1. Contractor to ensure all surfaces under countertop/worksurface are sanded smooth to prevent

harm to clothing.

2. Refer to Partition Plan on ID04 for plywood blocking location within partition cavity.

3. Countertops to be 19mm plywood, finished with plastic laminate, unless otherwise noted.

4. Cabinets to be 16mm high density particle board, finished with plastic laminate, unless otherwise

noted.

5. Shelves to be 16mm high density particle board.

6. Interior surfaces of closed cabinets, drawers and adjustable shelves to be finished with standard

white melamine.

7. It is the Contractor's responsibility  to provide hardwire connection to all equipment

supplied/installed by Others, including any electrical and/or plumbing.

8. Refer to Mechanical Drawings for connection of plumbing fixtures and equipment.

9. Refer to Plan Details and Elevations for countertop material joint/seam locations.

10. Contractor to finish edge of tiles with brushed stainless steel square edge trim.

Notes:

- Thickness of trim to suit application

11. Open shelving to be finished with plastic laminate all exposed faces.

12. Additional blocking to be provided in partition cavity as required to support millwork.

13. Supply of equipment including: Refrigerators, Microwave Ovens, Coffee Machines,

Photocopiers, Facsimile Machines and Printers, is by Departmental Representative.

Millwork General Notes:
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Note: Refer to Millwork General

Notes for all hardware specifications.
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Note: Refer to Millwork General

Notes for all hardware specifications.
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Indicates square steel hollow post

H3 to be  51mm wide x 102mm

deep x 1829mm high c/w

approximately 51mm x 200mm

base plate anchored to concrete

floor slab. Location as shown.

Line of millwork

partition below

Line of millwork

partition below

5
1

89

Indicates square steel hollow post H3 to be

51mm wide x 102mm deep x 1829mm high c/w

approximately 51mm x 200mm base plate

anchored to concrete floor slab. Location as

shown.

Indicates square steel

hollow post H2 to be

51mm wide x 102mm

deep x 1829mm high c/w

approximately 152mm x

200mm base plate

anchored to concrete floor

slab. Location as shown.

indicates square steel hollow post H2 to be  51mm

wide x 102mm deep x 1829mm high c/w

approximately 152mm x 200mm base plate

anchored to concrete floor slab. Location as shown.
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6mm saw cut. Finish exposed

edges with matt black paint.

6mm saw cut. Finish exposed

edges with matt black paint.
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with Max. gripping dia. of
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Ramp slope to have a ratio of 1:12 (8.33%)
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Paint - General (White)

Colour: White

Finish: Gloss level 3

Paint - Accent (Light Gray)

Colour: Gray

Finish: Gloss level 3

Paint - Accent (Blue)

Colour: Blue

Finish: Gloss level 3

Paint - Doors (Dark Gray)

Colour: Dark Gray

Finish: Gloss level 6

Paint - Ceiling (White)

Colour: White

Finish: Gloss level 1

Paint - Corridor (Gray)

Colour: Purple/Grey

Finish: Gloss level 3

Back Painted Glass (Corridor)

Finish: 12mm, low iron, tempered glass

Colour: Back painted white.

Ceramic Tile

Colour: Light Green

Size: 254mm x 762mm

Installation: Soldier Stacked

Ceramic Tile with Metal Finish

Colour: Stainless steel

Size: 13mm x 102mm

Installation: Staggered

Porcelain Tile (Corridor)

Colour: Beige

Size: 610mm x 610mm

Installation: Staggered

Wall Finish Legend:
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