PARTITION TYPES DOOR SCHEDULE (VACANT AREA ONLY) CLOSER: TRACK—AND-ROLLER-TYPE, SINGLE ARM MOUNTED ON HINGES: 1§ PAR 114 x 102 STANDARD WEIGHT FULL MORTISE ~  HARDWARE: (REFER TO SPECIFICATIONS FOR GRADE/DETALS) LOCKSET: LEVER_TYPE CYLINDRICAL LOCK: EXIT LOCK R—04 INTERVIEW ROOM oubiie Worke and Travats bubics ef
PUSH SIDE; CAST IRON; NON—HANDED; POWDER COATED ALUMINIUM FUNCTION: OUTSIDE LEVER LOCKED AND UNLOCKED BY KEY; INSDE  cneTion ’ - oo ¢
PS5 - 10 150mm ABOVE SUSPENDED CEILING ELECTRIC STRIKE: FOR CYLINDRICAL LOCK ON SINGLE DOOR: BALL BEARING FIVE KNUCKLE STAINLESS STEEL SATIN FINISH : ; FUNCTION; SATIN CHROMIUM PLATED SOUND RATING: SPEECH PRIVACY CLASS 65 TO 70 Government Services Services gouvernementaux
ELECTRIC STRIKE: ; . . _ 2 BN Canad Canad
P1 - 70 UNDERSIDE OF FLOOR DECK ABOVE PARTIALLY BULLET—PROOF D1 (ENTRANCE LOBBY TO WATING AREA) STAINLESS STEEL: NON—HANDED: FAIL—.SECURE: 12VDC EXIT DEVICE: RIM EXIT DEVICE; NON—HANDED SMOOTH MECHANISM LEVER (MEETING ROOM SIDE) ALWAYS UNLOCKED CLOSER: TRACK—AND—-ROLLER-TYPE SINGLE ARM MOUNTED | FLOOR AND BASE: CARPET TILE AND 150 RUBBER BASE anada anada
: : : CASE; 32D STAINLESS STEEL SATIN FINISH; LEVER STYLE STANDARD HINGES: 1 § PAR 114 x 102 STANDARD WEIGHT FULL MORTISE
ONE LAYER OF 16mm GYPSUM WALLBOARD EACH SIDE OF ONE LAYER OF 16mm GYPSUM WALLBOARD EACH SIDE OF SIZE: 914 x 2150 x 45 MATERAL: SOLID CORE WOOD PROTECTION PLATE: SOLID STAINLESS STEEL; 300 HIGH; 157 ' ' ey X ON PUSH SIDE; CAST IRON; NON-HANDED; POWDER COATED | WALL NORTH: NEW GYPSUM WALLBOARD PAINTED REAL PROPERTY SERVICES
92mm STEEL STUDS @ 400 o.c. 92mm STEEL STUDS @ 400 o.c. MN PANEL: 152 x 914 TEMPERED GLASS (DE[A”_ AT 1/A—2) THICK: RADIUS CORNERS: PUSH SIDE ONLY’ ! (TO MATCH OTHER LEVER SEFS); NIGHT LATCH (KEY RETRACTS BALL BEARING FIVE KNUCKLE STAINLESS STEEL SATIN FINISH ALUMINIUM WALL EAST: NEW GYPSUM WALLBOARD PAINTED Western Region
ONE LAYER BULLET RESISTANT FIBRE FROM FLOOR TO FRAME. WELDED PRESSED STEEL FLOOR STOP: SOLID ONE—PIECE CASTING HEAVY DUTY DOME STOP LATCHBOLT); ANSI FUNCTION 09; RIM CYLINDER: 6—PIN SECURITY LOCKSET: LEVER-TYPE CYLINDRICAL LOCK; ANSI F82 PROTECTION PLATE: SOLID STAINLESS STEEL; 300 HIGH; 1.57 | WALL SOUTH: NEW GYPSUM WALLBOARD PAINTED SERVICES IMMOBILIERS
P2 - 70 150mm ABOVE SUSPENDED CEILING UNDERSIDE OF COUNTER AT PASS-THROUGH WINDOW (APPLY | gioei i1 SINGLE GLAZED TEMPERED GLASS (SEE DETAL 1/A-2) C/W 12.7 HIGH MATCHING RISER: STANLESS STEEL CYLINDER (CONSTRUCTION CORE); NO DOGGING; ESCUTCHEON ENTRANCE/OFFICE LOCK FUNCTION; 6-PIN SECURITY CYLINDER THICK; RADIUS CORNERS; PUSH SIDE ONLY WALL WEST: NEW GYPSUM WALLBOARD PAINTED - .
ONE LAYER OF 16mm GYPSUM WALLBOARD EACH SIDE OF ON PUBLIC SIDE OF PARTITION) FINSH. PAINT SOUND. SEAL: (PARTITION WITH STC—50 RATING) PLATE SIZE 70x273x21mm; (CONSTRUCTION CORE); SATIN CHROMIUM PLATED FLOOR STOP: SOLID ONE—PIECE CASTING HEAVY DUTY DOME | CEILING MATERIAL AND HEIGHT: ACOUSTIC TILE IN Région de l'ouest
92mm STEEL STUDS @ 400 o.c. e E—— CLOSER: TRACK—AND—ROLLER-TYPE SINGLE ARM MOUNTED ON PROTECTION PLATE: SOLID STAINLESS STEEL; 300 HIGH; 1.57 STOP C/W 12.7 HIGH MATCHING RISER; STAINLESS STEEL | SEMI—RECESSED T—BAR GRID SYSTEM @2680
HARDWARE: (REFER TO SPECIFICATIONS FOR GRADE/DETAILS) AUTOMATIC DOOR BOTTOM, HEAD, JAMB, STOP: REFER TO
P6 — INFILL AT EXISTING PARTITION FUNCTION: OUTSIDE LEVER IS ONLY. USED FOR PULLING OPEN ACCESSORES FOR W0OD FLUSH DOORS = AGOUSTIC RATED PUSH SIDE; CAST IRON; NON—-HANDED; POWDER COATED ALUMINIUM THICK; RADIUS CORNERS; PUSH SIDE ONLY ROOM FINISH SCHEDULE
PJ3 - 70 UNDERSIDE OF FLOOR DECK ABOVE ONE LAYER OF 16mm GYPSUM WALLBOARD EACH SIDE OF DOGGED DOOR: BARRIERFREE ENTRANGE AND EXIT BY. AUTOMATIC ELECTRIC STRIKE: FOR RIM EXIT DEVICES ON SINGLE DOOR; FLOOR STOP: SOLID ONE—PIECE CASTING HEAVY DUTY DOME STOP R-05 SECURE CORRIDOR
SOUND RATED TO STC 50 (NRCC 817-NV, 2-3-81 MODIFIED) (WIDTH TO SUIT) STEEL STUDS @ 400 o.c. OPERATOR WHIZZN DOOR IS DOGGED OPEN; ACTION ON INSDE PANIC | D3 (TO: INTERVIEW ROOM STAINLESS STEEL; NON—HANDED; FAIL-SECURE; 12VDC C/W 12.7 HIGH MATCHING RISER; STAINLESS STEEL FLOOR AND BASE: CARPET TILE AND 150 RUBBER BASE
ONE LAYER OF 16mm MOISTURE RESISTANT GYPSUM CORE ENSURE PARTITION THICKNESS MATCHES EXISTING ADJACENT ' (To: ) PROTECTION PLATE: SOLID STAINLESS STEEL; 300 HIGH; 1.57 R—01 WAITING AREA WALL NORTH: N/A
WALLBOARD WITH COATED FIBREGLASS MATT EACH SIDE OF 3?&8;??12@% 1';‘ AL1L0§A§TE:NDARD WEIGHT. FULL MORTISE SIZE: 914 x 2150 x 45 MATERIAL: ACOUSTIC CORE SOLID WOOD THICK; RADIUS CORNERS; PUSH SIDE ONLY D6 (MEETING ROOM TO REAR CORRIDOR) FLOOR AND BASE: CARPET TILE AND 150 RUBBER BASE WALL EAST: PATCH AND PAINT EXISTING GYPSUM WALLBOARD
92mm STEEL STUDS @ 400 o.c. P7 - INFILL AT EXISTING PARTITION o " i ’ ERAME: WELDED PRESSED STEEL FLOOR STOP: SOLID ONE-PIECE CASTING HEAVY DUTY DOME STOP , _ WALL NORTH: EXISTING GYPSUM WALLBOARD AND PAINTED WALL SOUTH: N/A
BALL BEARING, FIVE KNUCKLE; STAINLESS STEEL, SATIN FINISH SIDELIGHT: HERMETICALLY SEALED DOUBLE GLAZED UNIT (TEMPERED SIZE: 914 x 2150 x 45 MATERIAL: SOLID CORE WOOD WALL SOUTH:
89mm THICK MINERAL WOOL BATT INSULATION IN CAVITY SOUND RATED TO STC 50 (NRCC 817-NV, 2—3-81 MOD|F|ED) | ELECTRIC HINGE 114 x 102 CONCEALED WIRES (FOR EXIT : C/W 12.7 HIGH MATCHING RISER; STAINLESS STEEL FRAME: EXISTING TO REMAIN PRESSED STEEL DECORATIVE MURAL (FROM 560 AFF UP TO CElLlNG) TO REMAIN | WALL WEST: NEW GYPSUM WALLBOARD PAINTED
P4 ONE LAYER OF 16mm MOISTURE RESISTANT GYPSUM CORE DEVICE. MONTOR SHTCH): FULL NORTISE, FVE KNUCKLE EXPOSED GLASS) TO SOUND RATING STC 40 (ONE LAYER 9mm, 19mm AR FINSH: PAINT AS IS (PROTECT FROM DAMAGE DURING CONSTRUCTION) - CEILING MATERIAL AND HEIGHT: ACOUSTIC TILE IN
— TO UNDERSIDE OF FLOOR DECK ABOVE WALLBOARD WITH COATED FIBREGLASS MATT EACH SIDE OF BALL BEARING. STANLESS. STEEL SATIN FINISH SPACE AND ONE LAYER 6mm TEMPERED GLASS ON ROOM SIDE (SEE | DO (RECEPTION TO MEETING ROOM) HARDWARE: (REFER TO SPECIFICATIONS FOR GRADE,/DETALLS) PROVIDE PATCH AND PAINTING WHERE EXISTING RECEPTACLES | SEMI-RECESSED T-BAR GRID SYSTEM @2680
PARTITION UPCRADE TO OBTAIN SOUND RATED TO STC 48 92mm (OR TO SUT: ENSURE PARTITION THICKNESS MATCHES ' ’ DETAL AT 1/A-2) SIZE: 914 x 2130 x 45 MATERIAL: SOLID CORE WOOD FUNCTION: BLANK PLATE OUTSIDE; INSIDE LEVER ALWAYS UNLOCKED | FOR POWER AND VOICE/DATA ARE BEING REMOVED — PAINT
- AUTOMATIC DOOR OPERATOR No. 2: LOCATE ON TENANT SPACE , . EUNCTION: - _
ONE LAYER OF 16mm GYPSUM WALLBOARD ONE SIDE ONLY OF | e aocenm) STEEL STUDS @ 400 o, SDE. CONTROLLED B BAXRIER. TREE PUSH BUTTONS INSDE ANp | FMSEH: PANT FRAME: WELDED PRESSED STEEL HINGES: 13 PAR 114 x 102 STANDARD WEIGHT FULL MORTISE WALL BELOW MURAL R-06 RECEPTION
92mm STEEL STUDS @ 400 o.c. B8mm THICK MINERAL WOOL BATT INGULATION I CAVITY SUTSIDE. (INTERCONNECTED WITH LATGHING. OF EXTT DEVICE SOUND RATING: STC 46 — SPEECH PRIVACY CLASS 65 TO 70 SIDELIGHT: TEMPERED SAFETY GLASS (DETAIL AT 1/A-2) BALL BEARING FIVE KNUCKLE STAINLESS STEEL SATIN FINISH WALL EAST: NEW GYPSUM WALLBOARD PAINTED SOUND_RATING: WHITE NOISE ONLY
75mm THICK MINERAL WOOL BATT INSULATION IN CAVITY BT DEVléE' 21 EXIT DEVICE: NON-HANDED SHOOTH MEC)HAMSM HARDWARE: (REFER TO SPECIFICATIONS FOR GRADE/DETAILS) FINISH: PAINT WALL SOUTH: NEW GYPSUM WALLBOARD PAINTED FLOOR AND BASE: CARPET TILE AND 150 RUBBER BASE
CASE: 320 STANLESS STEEL SATIN FINISH: DUMMY TRIM LEVER FUNCTION: OUTSIDE LEVER FIXED; ENTRANCE BY KEY ONLY OR BY EXISTING GYPSUM WALLBOARD PATCHED AND PAINTED WALL NORTH: NEW GYPSUM WALLBOARD PAINTED
(STYL:E STANDARD 10, MATGH OTHER LEVER; SETS): ANSI FUNGTION CARD ACCESS/ELECTRIC STRIKE; INSIDE LEVER ALWAYS UNLOCKED WALL WEST: NEW GYPSUM WALLBOARD PAINTED WALL EAST: NEW GYPSUM WALLBOARD PAINTED
1 O 1 /I 02 (PULL WHEN DOGGED); CYLINDER DOGGING: 6-PIN SECURITY BALL BEARING. FIVE KNUCKLE. STAINLESS STEEL SATIN FINISH EXISTING DOORS AND FRAMES: PAINT/REFINISH ARE REQUIRED | WALL WEST: NEW GYPSUM WALLBOARD PAINTED
EXISTING SECURITY CYLINDER (CONSTRUCTION CORE); LATCHBOLT MONITOR SWITCH LOCKSET: LEVER-TYPE CYLINDRICAL LOCK: ANS| 86 STOREROOM EXISTING SECURITY CEILING MATERIAL AND HEIGHT: ACOUSTIC TILE IN CEILING MATERIAL AND HEIGHT: ACOUSTIC TILE IN
WIRE WESH ABOVE 4724 178 DE-ACTIVATING AUTOMATIC OPERATOR; ESCUTCHEON PLATE SIZE FUNCTION; 6-PIN SECURITY CYLINDER (CONSTRUCTION CORE); 95 WIRE WESH ABOVE 4724 178 SEMI-RECESSED T-BAR GRID SYSTEM ©2680 SEMI-RECESSED T-BAR GRID SYSTEM ©2680
CEILING TO REMAN 70x273x21mm; ’ : ’ CEILING TO_REMAIN
REAR CORRIDOR (PART|A|_ WORK) | PROTECTION PLATE: SOLID STAINLESS STEEL; 300 HIGH; 1.57 E‘L\ffs[)g TO ACCOMMODATE. PERIMETER SEAL; SATIN CHROMIUM | REAR CORRIDOR (PARTlAl— WORK) | R—-02 ACCESS TO EXAM ROOM R—-07 NON-SECURE CORRIDOR
| A . A AN THICK; RADIUS CORNERS; PUSH SIDE ONLY CLOSER: TRACK—AND—-ROLLER—TYPE SINGLE. ARM MOUNTED ON L S A A AT FLOOR AND BASE: RESILIENT SHEET VINYL AND 150 RUBBER FLOOR AND BASE: CARPET TILE AND 150 RUBBER BASE
AN ! FLOOR STOP: SOLD ONE-PIECE CASTING HEAVY DUTY DOME STOP PUSH SIDE; CAST IRON; NON—HANDED; POWDER COATED ALUMINIUM BASE i L L T
II . i b H
\ N C/W 12.7 HIGH MATCHING RISER; STANLESS STEEL ELECTRIC STRIKE: FOR CYLINDRICAL LOCK ON SINGLE DOOR; WALL NORTH: NEW GYPSUM WALLBOARD PAINTED DECORATIVE MURAL (FROM 560 AFF UP TO CEILING) TO REMAN
\ N i STAINLESS STEEL; NON—HANDED; FAIL-SECURE; 12VDC WALL EAST: NEW GYPSUM WALLBOARD PAINTED AS IS (PROTECT FROM DAMAGE DURING CONSTRUCTION) —
\ \\H D2 (70: ACCESS O EXAM) PROTECTION PLATE: SOLID STAINLESS STEEL; 300 HIGH; 1.57 WALL SOUTH: PATCH AND PAINT EXISTING GYPSUM WALLBOARD | PROVIDE PATCH AND PAINTING WHERE EXISTING RECEPTACLES
TENANT \ v SIZE: 914 x 2150 x 45 - MATERIAL: ACOUSTIC CORE SOLID WOOD THICK; RADIUS CORNERS; PUSH SIDE ONLY TENANT WALL WEST: PATCH AND PAINT EXISTING GYPSUM WALLBOARD | FOR POWER AND VOICE/DATA ARE BEING REMOVED — PAINT
(NO WORK) \ ERAME: WELDED PRESSED STEEL FLOOR STOP: SOLID ONE-PIECE CASTING HEAWY DuTY DoME SToP | (NO WORK) CEILING MATERIAL AND HEIGHT: ACOUSTIC TILE N WALL BELOW MURAL
m \ SIDELIGHT: HERMETICALLY SEALED DOUBLE GLAZED UNIT (TEMPERED C/W 12.7 HIGH MATCHING RISER; STANLESS STEEL o SEMI-RECESSED T-BAR GRID SYSTEM @2680 WALL EAST: PATCH AND PAINT EXISTING GYPSUM WALLBOARD
S VACANT ROOM GLASS) TO SOUND RATING STC 40 (ONE LAYER 9mm, 19mm AR SOUND SEAL: (PARTITION WITH STC—50 RATING) S R_03 EXAM ROOM WALL SOUTH: NEW GYPSUM WALLBOARD PAINTED
\ DETALL AT 1/A-2) ACCESSORIES FOR WOOD FLUSH DOORS — ACOUSTIC RATED SUUND RATRL: CEILING MATERIAL AND HEIGHT: ACOUSTIC TILE IN
MEETING
\ i FINISH: PAINT ROOM E';égR AND BASE: RESILIENT SHEET VINYL AND 150 RUBBER | SE\-RECESSED T-BAR GRID SYSTEM ©2680
\ N SOUND RATING: STC 46 — SPEECH PRIVACY CLASS 65 TO 70
1 20UND RATING: WAITING AREA TO RECEPTION ,
\ S HARDWARE: (REFER TO SPECIFICATIONS FOR GRADE/DETAILS) S;E ; 14 2150 x 45 MATER! AL')SOLID CORE WOOD R_08 WALL NORTH: PATCH AND PAINT EXISTING GYPSUM WALLBOARD | R—(08 MEETING ROOM
\ e f FUNCTION: OUTSIDE LEVER FIXED; ENTRANCE BY KEY ONLY OR BY | coic o't ™onle 2 ¥ e = = %HPAJ:T'EHA“L%DPAF']ZTNTEXE')SJS%GGESP%%MWCVLALEL%‘:)F;[;D FLOOR AND BASE: CARPET TILE AND 150 RUBBER BASE
______________________ - / CARD ACCESS/ELECTRIC STRIKE; INSIDE LEVER ALWAYS UNLOCKED | mien @ . AL SUL WALL NORTH: PATCH AND PAINT EXISTING GYPSUM WALLBOARD
I.: _________ \‘_; _____________ i S 44 ' / FINISH: PAINT 0 : WALL WEST: PATCH AND PAINT EXISTING GYPSUM WALLBOARD WALL EAST: PATCH AND PAINT EXISTING GYPSUM WALLBOARD
i TN - - HINGES: 1 3 PAR 114 x 102 STANDARD WEIGHT, FULL MORTISE, | WARDWARE: (REFER TO SPECIICATIONS FOR GRADE/DETALS) i - - - PROVIDE BLOCKING CEILING MATERIAL AND HEIGHT: EXISTING ACOUSTIC TILE IN WALL SOUTH: PATCH AND PAINT EXISTNG GYPSUM WALLBOARD
BALL BEARING, FIVE KNUCKLE, STAINLESS STEEL, SATIN FINISH FUNCTION: OUTSIDE LEVER IS FIXED; ENTRANCE BY KEY ONLY OR IN WALL FOR TV 243 SEMI-RECESSED T-BAR GRID SYSTEM @2750 (PROTECT FROM | wAll WEST: !
\ LOCKSET: LEVER-TYPE CYLINDRICAL LOCK; ANSI F86 STOREROOM ( WALL WEST. NEW GYPSUM WALLBOARD PAINTED
| ‘ ' BY CARD ACCESS/ELECTRIC STRIKE; ACTION ON INSIDE PANIC BAR MONITOR: 915 x | DAMAGE DURING CONSTRUCTION) CEILING MATERIAL AND HEIGHT: ACOUSTIC TILE IN
\\ | 95mm BACKSET FOR PERIMETER SEAL; SATIN CHROMIUM PLATED i%Y\:Ig;)g AS;JFE)NTRE | SEMI-RECESSED T-BAR GRID SYSTEM 02680
\ ]
\ ADJACENT SPACE ADJACENT SPACE N |
\ FULLY OCCUPIED AREA 1 2 FULLY OCCUPIED AREA /I 2
\ PROVIDE BLOCKING IN WALL FOR
\ (SOME PARTIAL WORK) N VONTOR. 315 ¢ o1e = o (SOME PARTIAL WORK)
\ 4572 | 4572 465 PLYWOOD (CENTRE AT 1676 AFF) 4572 4572 465
\
| |
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\ p al % (SOME PARTIAL WORK) WOOD ERAME MITH MITRED. CORUERS S g (SOME PARTIAL WORK)
= A — % H CARD READER ﬁg%ﬂ?EFG&L (BLACK BACKGROUND) — PAINT[FINISH 'O | 2848 FRANCOIS
- N
| FLOORNG AND RUBBER | T e O 7 1 FOR DOOR D4 WIDTH BLOCKING — | CLAUZADE
BASE IN THESE ROOMS / ~ ] IN WALL FOR 116
| NOTE: EXISTING | STRUCTURE ABOVE: 3505 s | IIREMOVE EXISTING WALL STOP 1 RACKS AND INTERVIEW ROOM I NEW EXAMINATON | i
| SUBSTRATE IS CONCRETE | e ILAND PATCH WALL ACCORDINGLY, "X~ CBINETS. 1mm R—04 I TABLE
| SLAB WITH APPLIED | Y e AN — 2586 1622 /” 4856 | (SEE SPECIFICATIONS) ‘
|LEVELLING COMPOUND_ _ | , I iﬁEMOVE EXISTING 150mm_i . NON u o
Y 1 HIGH RESILIENT SHEET N < SECURE 1 ' 8|z .
\ Y ~ ! |FLOORING AND RUBBER | I S RECEPTION ! | —|a FRANCOIS | CINDY t t
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\ // i~ 7 TV MONITOR: 915 x 915 x 19mm 2 9 Wi B B3N 2
_ _ _ _ N _ _ _ _ _ _ > _ _ ) _ 3 _ Wl_PLWOOD (CENTRE AT 1676 AFF) 3 OF GLAZING) | 3 CEILING MOUNTED TRACK ) innipeg
EXISTING PAINTED ' / (NN EXISTING PAINTED e / FASTENED THROUGH TUBE t. 204.474.2574 £.204.453.5042
MURAL TO REMAIN \ . H _EREMOVE EXISTING~ MURAL TO REMAIN NEW 1200 x 1200 L SPACERS TO NEW
(FROM 560 AFF UP \ / L ~ " BPRNVACY CURTAIN, ™ <_ (FROM 560 AFF UP MANUFACTURED — INDEPENDENTLY WIRE—HANGER
TO CEILING COMPLETE \ ! s l ~ " YUSUDING RAIL AND ~ | — TO CEILING COMPLETE BULLET-RESISTANT I[P | SUPPORTED STEEL CHANNEL —
WITH PROJECTING 3D / Il - H RELATED HANGERS ~ i~ WITH PROJECTING 3D INTERIOR WINDOW HORIZONTAL LOUWRE BUND  © PLACED ABOVE THE EXISTING -
N H 4 s ~ - b 5 T-BAR SYSTEM -
ELEMENTS): \ I % 41 (WHERE DAMAGED, ~ ELEMENTS): FRAMING SYSTEM (TO (FULL HEIGHT OF| GLAZING) o
— PROVIDE SOLID : : s ﬁREPLACE ACOUSTIC TILE \\ — PROVIDE SOLID OF WINDOW TO LINE ACCESS =
oo o 2 o e 2 {570 6 - i ot o 1/ 0 X
I | I |
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/ \ ' ] TOP OF NEW MANUFACTURED BULLET-RE$ISTANT ' ) ' '
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) \ EXISTING BUILDING COLUMN TO REMAIN o FLOOR MONITOR: 915 EXISTING BUILDING COLUMN TO REMAIN
7 CHANNEL (IN CEILING AT +-2750) (NO WORK) — (NO WORK) i PROVIDE NEW FINISH AS PER SCHEDULE
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/ \ ©
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REMOVE DOOR, | ” N | SURFACE—MOUNT CABINET Project title Projet
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Z I N BARRIER—FREE ,
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