
GI FLASHING C/W DRIP EDGE

WALL PANEL BASE TRIM

LAP A/V BARRIER
OVER FLASHING

60
0

20
0

250
CONCRETE CURB - REFER TO
STRUCTURAL

STL GUARD RAIL MOUNTED TO
COLUMNS - REFER TO STRUCTURAL

15
0

70
0COLUMN BEYOND - REFER TO

STRUCTURAL

TINTED GLAZING IN THERMALLY BROKEN
ALUMINUM FRAMES

PREFIN MTL SILL FLASHING C/W
DRIP EDGE
STRUCTURAL GIRT. AS PER
STRUCTURAL

PREFIN MTL FLASHING
C/W DRIP EDGE

LAP A/V BARRIER OVER FLASHING

ROD AND CAULK

STRUCT COLUMN BEYOND.
REFER TO STRUCTURAL

STRUCTURAL GIRT AS PER
STRUCTURAL

WALL PANEL DRIP

MASTIC SEAL A/V MEMBRANE
TO MULLION TYPICAL

PRESSURE TREATED WD
BLOCKING TO SUIT

ROD AND CAULK AT MULLION TYPICAL

MASTIC SEAL A/V MEMBRANE TO
MULLION TYPICAL

SPRAY APPLIED INSULATION

SPRAY APPLIED INSULATION

GB RETURN ON STL STUD FRAMING TO SUIT,
CAULK AND SEAL AT FRAME. FILL STUD CAVITY
WITH BATT INSULATION

GB RETURN ON STL STUD FRAMING TO SUIT,
CAULK AND SEAL AT FRAME. FILL STUD CAVITY
WITH BATT INSULATION

GB RETURN BEYOND

LAP ROOFING MEMBRANE
OVER PARAPET

PREFIN MTL FLASHING
C/W DRIP EDGE

PRESSURE TREATED
BLOCKING TO SUIT

SLOPE

MTL DEFLECTION TRACK. TYPICAL

15
2

SLOPE

PARAPET BEYOND

150 DIA STEEL BOLLARD.
REFER TO CIVIL.

INSUL STL OVHD DOOR

REFER TO STRUCT FOR
CONCRETE DESIGN

24
0E

SLOPE

SIM.

PICK PROOF SEALANT

PREFIN FLASHING C/W DRIP EDGE

BENT STL 10 THICK PLATE GALV.
AND PAINTED

INSUL STL OVHD DOOR

PRESSURE TREATED WOOD
BLOCKING TO SUIT

STEEL GIRT. AS PER STRUCTURAL

75

CLOSED CELL SPRAY APPLIED
INSULATION

75

LAP A/V BARRIER OVER FLASHING
MIN 200

GB 'J' MOLDING

OVHD DOOR TRACK

WRAP A/V BARRIER AROUND
OPENING AS SHOWN

SLOPE

SLOPED INSULATION CRICKET -
MINIMUM 2%

SLOPE

REFER TO TYPICAL PARAPET
DETAIL 16/A3.4

SLOPE

75 HIGH BY 150 WIDE GALV. SCUPPER
C/W 50 BACK FLANGE

REFER TO TYPICAL PARAPET
DETAIL 16/A3.4

WRAP A/V BARRIER - MASTIC SEAL,
WRAP ROOF MEMBRANE MINIMUM 150
AROUND PENETRATION

SLOPE MIN 5%

PREFIN MTL FLASHING
STEEL GIRT. - REFER TO STRUCT

DOCK SEAL MOUNTED TO STL PLATE

BENT STL 10MM PLATE GALV. AND PTD

INSUL STL OVHD DOOR

PREFIN MTL FLASHING C/W DRIP EDGE

OVERLAP A/V MEMBRANE MINIMUM 300

CLOSED CELL SPRAY APPLIED INSULATION

DOCK SEAL MOUNTED TO STL PLATE

PREFIN MTL FLASHING C/W DRIP EDGE

DOCK BUMPER BEYOND

STL ANGLE - REFER
TO STRUCTURAL

PREFIN MTL FLASHING
C/W DRIP EDGE

INSUL STL OVHD DOOR DOCK LEVELER

DOCK SEAL
BEYOND

PRESSURE TREATED WOOD
BLOCKING TO SUIT

ROOF MEMBRANE FLASHING STRIPS

NEOPRENE BELLOWS
EXPANSION JOINT FLASHING

CONT A/V BARRIER
LAP OVER EXISTING

REMOVE EXIST ALUMINUM
PARAPET FRIEZE AND
INSULATION

REMOVE EXISTING PARAPET
FLASHING

EXISTING VAPOUR
BARRIER

SEAL NEW VAPOUR
BARRIER TO EXIST

JOINT TREATMENT -
REFER TO STRUCT.

EXISTING WALL

REFER TO STRUCT
FOR CONC DESIGN

EXISTING FOUNDATION

PREFIN MTL FLASHING C/W DRIP EDGE

30
0

ROOF DRAIN - REFER TO MECH
PRESSURE TREATED WD BLOCKING TO SUIT

SLOPE

SLOPED RIGID INSULATION

SLOPE

PREFIN MTL SOFFIT
PREFIN MTL FLASHING

STL CHANNEL - REFER
TO STRUCTURAL

WAREHOUSE
240

CLOSURE TRIM

LAP A/V BARRIER OVER
FLASHING

SEAL A/V BARRIER TO
GIRT AT PENETRATIONS

STRUCTURAL GIRT -
REFER TO STRUCTURAL

REFER TO TYPICAL DOOR
HEAD DETAIL 14/A3.5

SEAL AVB @
PENETRATION

ROOF DRAIN LINE TO
EXTERIOR RWL DOWN
TO SPLASHPAD
(SEE FLOOR PLAN)

PRE-FIN. METAL OVERFLOW
SCUPPER
*LAP & SEAL ROOF MEMBRANE
ON BOTTOM & SIDES OF
SCUPPER (TYP.)

APPLY MIN. 75mm SPRAY
FOAM INSULATION
AROUND STEEL FRAMING
IN STUD CAVITY SPACE
*TYP. FOR ALL STRUCT.
STEEL PENETRATIONS
OF EXTERIOR WALL.

51
5

50
0

STL PIPE GATE HINGED ON
STL POSTS.

CONC WALL - REFER TO
STRUCT. DOCK SCISSOR LIFT. C/W

GUARDS.

FLOOR DRAIN - REFER TO
MECH.

CONC PIT - REFER TO
STRUCT.

LINE OF CONC WALL
BEYOND

STL COLUMN BEYOND -
REFER TO STRUCT.
REMOVABLE STL GUARD
BEYOND.
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SEE STRUCTURAL
FOR JOINT SEAL

10
70

150mm H. STEEL
KICKPLATE BETWEEN
POSTS (TYP.)
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