
PREFIN MTL FLASHING C/W DRIP EDGE

LAP A/V BARRIER OVER FLASHING

WALL PANEL DRIP

MASTIC SEAL A/V MEMBRANE TO
FRAME TYPICAL

PRESSURE TREATED WD BLOCKING TO SUIT

ROD AND CAULK AT FRAME TYPICAL

SPRAY APPLIED INSULATION

GB RETURN , CAULK AND SEAL AT FRAME.

STL COLUMN BEYOND

PREFIN MTL CLOSURE BEYOND
HOLLOW METAL INSUL DOOR

PREFIN MTL FLASHING C/W DRIP EDGE
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ROOF DRAIN - REFER TO MECH

PRESSURE TREATED
WD BLOCKING TO SUIT

SLOPE
SLOPED RIGID INSULATION

SLOPE

PREFIN MTL SOFFIT
PREFIN MTL FLASHING

STL CHANNEL - REFER
TO STRUCTURAL

CLOSURE TRIM

LAP A/V BARRIER OVER
FLASHING

SEAL A/V BARRIER TO
GIRT AT PENETRATIONS

STRUCTURAL GIRT -
REFER TO
STRUCTURAL

SEAL AVB @
PENETRATION

OVERFLOW ROOF SCUPPER -
SEE ROOF PLAN

REFER TO TYPICAL DOOR
HEAD DETAIL 14/A3.5

CLOSURE TRIM

PREFIN MTL FLASHING C/W DRIP EDGE

PREFIN STL STAIR LANDING
ALUMINUM THRESHOLD
HOLLOW METAL INSUL DOOR
PREFIN MTL CLOSURE BEYOND
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PREFIN MTL FLASHING

PERFORATED PREFIN MTL
SCREEN C/W INSECT SCREEN

PREFIN MTL
PARAPET
FLASHING
C/W DRIPS

PRESSURE TREATED WD BLOCKING TO SUIT
SLOPE

PREFIN MTL SOFFIT
SUSPENDED ON HAT
CHANNELS

250

ELECTRONIC SIGNAGE.
SECURELY MOUNTED TO
CANOPY STRUCTURE VIA
BRACKET SYSTEM

PREFIN ACOUSTICAL
MTL SOFFIT
SUSPENDED ON HAT
CHANNELS. TYP.

TYPICAL ASSEMBLY:
- PREFIN ALUM

COMPOSITE PANEL
- AIR BARRIER
- 16 EXT PLYWD
- 92 STL STUDS
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38

820

SLOPE 2%

 250 +/-

GALV AND PAINTED STL
MOUNTING BRACKET.  DEPTH
AS REQUIRED TO ROTATE
DISPLAY PERPENDICULAR TO
TRAFFIC

EXTEND STL STUD
TO U/S ROOF DECK

410 410

LINE OF COLUMN
CLADDING BEYOND

LINE OF COLUMN
HIDDEN BEYOND
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99
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SLOPE 15
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PREFIN MTL FLASHING

PERFORATED PREFIN MTL
SCREEN C/W INSECT SCREEN

PREFIN MTL
PARAPET FLASHING
C/W DRIP FLASHING

PRESSURE TREATED
WD BLOCKING TO SUIT

TAPERED RIGID
INSULATION
CRICKET - BACK
SLOPE TO DRAIN.

SLOPE 3%

STL CHANNEL - REFER
TO STRUCT

250

PREFIN MTL FLASHING

PERFORATED PREFIN MTL
SCREEN C/W INSECT SCREEN

PREFIN MTL PARAPET
FLASHING C/W DRIP
FLASHING

PRESSURE TREATED
WOOD BLOCKING FOR
PARAPET FRAMING
(TYPICAL)

PREFIN ACOUSTICAL
MTL SOFFIT SUSPENDED
ON HAT CHANNELS -
FLUTES FILLED WITH
ACOUSTICAL BATT
INSULATION

SLOPE

STEEL BEAM
SEE STRUCTURAL
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250 100 250

WATERPROOF SEALANT
TO OVERLAP A/V
MEMBRANE

ELASTOMERIC SEALANT

GALV. STL FLASHING TOP
SECURED TO DUCT &
COUNTER FLASHING
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SELF ADHERED MEMBRANE
38x140 TREATED WD.
BLOCKING
(CUT TO SLOPE)

-PREFIN. MTL. COUNTER
 FLASHING
-ROOF UNDERLAY MEMBRANE
-13mm TREATED PLYWD
- 92mm STEEL STUDS @ 400 O.C.

FILL VOID SPACE WITH
INSUL.

O.W.S.J.
SEE STRUCT.

STL. FRAMING
@ OPENING SEE
STRUCT.

SEE MECHANICAL

MECH. DUCT

GALVANIZED H.S.S. TUBING

19mmØ STAINLESS STEEL
"U" BAR WELD TO
CAP PLATE

20
0 M

IN
.

WATER TIGHT CAP
FLASHING FLANGE (MIN.
100mm) SET IN
COMPATIBLE SEALANT

REFER TO STRUCT. DWGS.
FOR CONNECTION

ROOF MEMBRANE UP, TYP.

38 50
20

0 M
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.

PIPE OR DUCT
STAINLESS STEEL BAND
FLASHING (1.5mm 304 S.S.)

WRAP-UP ROOFING
MEMBRANE

ANCHOR FLANGE
(O.D.=2xDIA. SLEEVE
x 8mm THICK)

PIPE SLEEVE (2-PIPE DIA.'S
3.4mm S.S. GREATER THAN
PIPE) WITH FLANGE
SILICONE RTV FOAM

NOTE:  ALL WOOD TO BE
PRESSURE TREATED

PREFIN ACOUSTICAL
MTL SOFFIT
SUSPENDED ON HAT
CHANNELS

ASSEMBLY:
- PREFIN ALUM COMPOSITE

PANEL
- 16 EXT PLYWD
- 92 STL STUDS

820
410 410

LINE OF COLUMN CLADDING
BEYOND

LINE OF COLUMN HIDDEN
BEYOND

SLOPE 3%

ROOF DRAIN - REFER
TO MECH

RAIN WATER
LEADER. GALV. AND
PAINTED PIPE
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