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15.0 TRAFFIC SIGNAL ARM (COMPONENT E-016S)

6.0 TRAFFIC SIGNAL ARM (COMPONENT E-16S)
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INSTALL WHITE DELINEATOR HOST WITH
BLACK TOP AND 25X20Q DIAMOND

REFLECTOR STRIP (S0¢ X 2.4)

CONCRETE PILE (MIT FOUNDATION TYPE F5)
C/W 4x50mm RPVC AND 1-13mm RPVC
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COMBINED TRAFFIC SIGNAL POLE (POLE 1)
SCALE: 1:50

TRAFFIC SIGNAL POLE (POLE 2)
SCALE: 1:50

3.0
TRAFFIC SIGNAL
STRUCTURE (POLE 2)

SAND FILLED BARRELS IN ACCORDANCE
WITH MIT TSFB50 FOR TL—1 RATING

REQUIRED SAND BARREL WEIGHT IN KG
PAINT LOCATIONS & REQUIRED WEIGHT
BEFORE INSTALLING BARRELS

EDGE OF GRAVEL PAD:
ADJUST WIDTH TO MATCH
MANUFACTURER REQUIREMENTS

INSTALL OBJECT
MARKER SIGN ON
FRONT FACE OF BARREL

(MIT WA=36 R)

INSTALL WHITE DELINEATOR POST WITH
BLACK TOP AND 25X200 DIAMOND

REFLECTOR STRIP (908 X 2.4)

EDGE OF ASPHALT
SHOULDER

SHAPEA

0 1.0 2.0 3.0 4.0m Certificate of Authorization

CRASH ATTENUATORS: SAND FILLED BARRELS e —— a—
KGS Group

SCALE: 1:50 SCALE: 1:50m (A1)
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NOTES:

1. FABRICATIONS STANDARDS AND DELIVERY
OF STRUCTURAL SUPPORTS TO FOLLOW
MIT SPEC E-050.

2. INSTALLATION OF CONCRETE
FOUNDATIONS TO FOLLOW MIT SPEC
E-0478B.

3. ALL PRIMARY SIGNAL HEADS SHALL BE
MOUNTED WITH ASTRO BRACKETS.

4. PRIMARY SIGNAL HEADS SHALL HAVE

300mm TUNNEL VISORS C/W DULL
BLACK INTERIOR.

5. ALL SIGNAL BACK BOARDS SHALL HAVE
A CONTINUOUS 75mm WIDE YELLOW 3M
VIP DIAMOND GRADE BORDER.

6. ALL SIGNAL DISPLAYS TO BE L.E.D.

7. INSTALL SIGNAL HEADS FACING BOTH
UPSTREAM AND DOWNSTREAM.

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
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