M e

COUNTER REFER TO
21 DRAWING €— — -
EC2.8

WAITING
214

W.C.
216

JAN.
218

W.C.
217

ANTE
219

MECH
230

SEARCH
224

PWGSC OFF.

229 SHOP

228

DRIVER WAITING
238

OFFICE
INTERVIEW 239

I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
|
|
I
I
I
|
I
I
I
|
!
|
|
I
I
I
I
I
I
I
I
|
I
I
I
I
I
I
I
I
I
I
I
I
237 TO |

227

N

ISTING EXAM AREA
231

REFER TO
DRAWING €—
EC2.8

|
|
I
I
I
I
I
I
I
|
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
|
|
S

COMM ROOM =—— . — — . —

I

I

I

I

I

I

I

I

I

I WAREHOUSE
I 240
I
I
I
|
I
I
I
I
|
I
I

ELEC ROOM
243 WAREHOUSE

240

/2> WAREHOUSE AREA ADDITION — IT LAYOUT

EC2.7 / SCALE: 1:100

Certificate of Authorization
MCW/AGE Consulting
Professional Engineers

No. 589  Expiry: April 30, 2017

Public Works and Travaux publics et
Government Services Services gouvernementaux

Canada Canada

REAL PROPERTY SERVICES
Western Region

SERVICES IMMOBILIERS
Région de l'ouest

210-1821 Wellington Avernue

VERNE REIMER
ARCHITECTURE

MCVW / AGE
MCW
Phone - (204) 779-7900  Fax - (204) 779-1119

Consulfing Professional Engineers
1 0605 E-Mail: mew_wpg@mcw.com

NOTES:

1. PROVIDE 53mm CONDUIT C/W PULL STRING FOR OWNERS
IT REQUIREMENTS. CONDUITS SHALL BE INSTALLED AS
DIRECT AS POSSIBLE FOR DISTANCE RESTRICTIONS.

2. PROVIDE 609mm x 609mm x 304mm HINGED LOCKING
JUNCTION BOX MOUNTED ON WALL AT 3 METERS AFF TO
TERMINATE BURIED CONDUIT.

3. PROVIDE 609mm x 609mm x 203mm HINGED LOCKING
JUNCTION BOX MOUNTED ON WALL UNDER COUNTER FOR
TERMINATION OF CONDUIT.

4. PROVIDE OQUTLET & 21mm CONDUIT C/W PULL STRING
TO JUNCTION BOX FOR OWNER'S USE.

5. PROVIDE 53mm CONDUIT C/W PULL STRING FROM
JUNCTION BOX TO JUNCTION BOX.

6. PROVIDE (2x) 53mm CONDUITS C/W PULL STRING FROM
JUNCTION BOX TO CCTV ROOM 242.

7. PROVIDE (2x) 53mm CONDUITS C/W PULL STRING FROM
CCTV ROOM 242 TO COMM 227.

8. PROVIDE FIRE RATED G1S 21mm x 1219mm x 2438mm
PLYWOOD FOR OWNERS DATA RACK. COORDINATE WITH
OWNER.

9. CONDUIT SHALL BE 1.5 METERS BELOW ROAD SURFACE.
COORDINATION OF ALL BURIED CONDUIT AROUND PIL
BOOTHS IS CRITICAL. COORDINATE WITH ALL OTHER
DRAWINGS FOR BURIED DEPTHS & LOCATIONS.

10. PROVIDE GROUNDING BUSS BAR C/W #3/0 BARE
CONDUCTOR BACK TO EXISTING GROUNDING BUSS BAR IN
COMM. ROOM 227 & TERMINATE.

11. LOCATE RECEPTACLE ON PLYWOOD BACKBOARD TO ONE
SIDE AT 1 METER AFF.

12. PROVIDE 457mm x 457mm x 152mm SURFACE MOUNTED
WEATHERPROOF JUNCTION BOX.
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