PRE-DRILL COUNTERSUNK HOLES THROUGH ALUMINUM THRESHOLD.
ATTACH THRESHOLD WITH #10 FLAT HEAD, SELF-DRILLING, SCREWS @ 8" [203mm.] OC.

ALUMINUM EDGING ATTACHED WITH SUPPLIED SCREW NAILS TO PLYWOOD SUBSTRATE
FINISHED FLOORING AS PER BUILDING TYPE ROOM SCHEDULE
3/8" [9.5mm.] PLYWOOD (S1S) UNDERLAYMENT

5/8" [15.8mm.] PLYWOOD FILLER PLATE FOR WIDTH OF DOORWAY. BORE HOLES THROUGH
PLYWOOD TO INSTALL TEKS SCREWS THROUGH STEEL PLATE AND DECKING

PREPAINTED 1/8" X 40" [1016mm.] LONG STEEL THRESHOLD SUPPORT PLATE CENTRED IN
DOORWAY. PAINT STEEL PLATE COMPLETELY WITH ZINC RICH PRIMER.

2-ROWS OF 3- HWH 12-24 x 1-1/4" [32mm.] TEKS/3 SCREWS @ APPROX. 12" [305mm.] OC.

3/4" [19mm.] PLYWOOD OVERLAY

PRESSED STEEL DOOR JAMB
(WELDED CORNERS)
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SEALALL BOTTOM EDGES OF DOOR FRAME
WITH BEAD OF 'SPECTREM 2' SEALANT

STEEL DOOR OUTLINE

PAN HEAD 10-16 X 3/4" [19mm.] TEKS/3 SCREWS
@8"[203mm] OC.

DOOR BOTTOM
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4" [102mm ] THICK EPS 44
FLOOR PANELS ‘
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— 2-1/¢" [3.2mm.] x 40" [1016mm.] ALUMINUM SHIM PLATES.
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GALVANIZED STEEL SILL PLATI
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PAN HEAD 10-16 X 1" [25mm.] TEKS/3
SCREWS @ 8" [203mm.] OC.
38x89, SECURE ENDS TO ADJACENT STRAPPING
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FILL GAP WITH POLYURETHANE FOAM SEALANT-

PEEL & STICK ISOLATION MEMBRANE-

GALV. 3" [76mm.] HIGH STEEL DECKING /

'LELAND' 12-24 X 1-1/4" TEKS/4 AT 24" [610mm.] OC.
ALONG EDGE OF PERIMETER BEAM

'FAB-LOK' BOLT & SLEEVE FASTENER (FAC-10-8) BOLTED
THROUGH PRE-DRILLED SUPPORT BEAM HOLES AND
INSULATED PANEL STEEL SKIN @ 12" [305mm.] OC. __/|

CONTINUOUS BUTYL e \
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CONTINUOUS "Z" TRIM SET
IN MANUS-BOND 50A-HV
[ NON-SKINNING BUTYL
SEALANT

/4™ EXTERIOR DOOR THRESHOLD DETAIL

6.03 SCALE: 1:2

SIDING AND STRAPPING DELETED WHERE CONCEALED BY
NEW CONC. WARF

PAN HEAD 10-16 x 1" [25mm.] TEKS/3 SCREWS @ 12"
[305mm.] OC. COLOUR: WHITE, T)YP. TYPICAL

SET WALL PANEL IN CONTINUOUS|HEAVY BEAD
MANUS-BOND 50A-HV NON-SKIN
SEALANT WITH MARRIAGE BEAD TO EXTERIOR
PANEL JOINT

CONTINUOUS 2" [51mm.] X 6 1/16" [154mm.] X 2"
[51mm.] X 24 GA. GALV. STEEL "Z

NG BUTYL
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BUG SCREEN

CONTINUOUS 24 GA. [0.701mm.] PREFINISHED GALVANIZED
STEEL BASE FLASHING ALL AROUND BUILDING



