/ ™~
/".{ \
P \
._-"/I.‘ \.\‘\
i L
\ \
5,
\\
\ l
!
"~. )
i
| |
' .4
| !
i /
| /
| i
] i
j
j ,-*i
4; ."!!II
fl'r .l'!
/ f
({ H
,,-’f .-’:I
./.-" |I.I
A /
2 /
~ i £ I
;
/
/
.'HIII
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NOTE:

PHASED PROJECT APPROACH IS BASED ON THE
ASSUMED LONG DELIVERY TIME FOR THE NEW
JET A FUEL—DISPENSING CABINET. ALL WORK
TO BE COMPLETED AS MAJOR COMPONENTS
(STORAGE TANL%FUEL-NSPENSING CABINET)
BECOME AVAILABLE.

AREA AROUND NEW TANK PAD TO BE FILLED AND
LEVELED AS REQUIRED. REMOVE SURFACE
VEGETATION AND ANY UNSUITABLE SO0ILS
ENCOUNTERED PRIOR TO PLACING 31.5mm
CRUSHED STONE BACKFILL. TOP OF FILLED AREA
SLOPE TO BE min. 1.0m FROM EDGE OF
CONCRETE. APPROXIMATE EXTENTS SHOWN
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400 A 400

m NEW 200mm REINFORCED CONCRETE TANK PAD

¢/w 100x100mm CONCRETE CURB ALL AROUND

NEW 1.8m HIGH STANDARD DUTY COMMERCIAL
GRADE GALVANIZED CHAIN LINK FENCE

200

NEW ABOVEGROUND DOUBLE WALL STAINLESS STEEL TANK.
22,595 UTRE JET A PRODUCT AND
CAPACITY LABELED min. 3 SIDES.

VACUUM MONITORED CAN/ULC S601

NEW GRAVEL FILLED DRAINAGE PIT (DRYWELL) c/w
HYDROCARBON FLOW FILTER AND DRAIN VALVE

NEW 21mm CONDUIT:
— POWER TO CABINET
— POWER FROM CABINET TO SOLENOCID VALVE

m NEW PIPE SUPPORT ON GROUND
o/

NOTE: THE DISPENSER CABINET IS
REQUIRED TO BE A MINIMUM OF
15m FROM THE BUILDING

NEW PUMP RUNNING LIGHT AND EMERGENCY

SHUT—OFF DEVICE m . : > T——NEW 40B:C FIRE EXTINGUISHER MOUNTING ON NEW POST

min

m NEW 150mm REINFORCED CONCRETE
@ FUEL—DISPENSING CABINET SLAB

m NEW FUEL-DISPENSING

300 A 300 ™

(PUSH TO STOP PULL TO RESET SWITCH)
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NEW_SITE_PLAN

SCALE : 1:100
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(2 REQUIRED AT FUEL—DISPENSING AREA)

o LR CONSTRUCTION PHASE 2
A (REFER TO DRAWING 300)
EXISTING SYSTEM IS
REQUIRED TO REMAIN IN
SERVICE UNTIL INSTALLATION
IS COMPLETE
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