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NOTES:

1. CLAY SEAL TO EXTEND FROM BOTTOM OF TRENCH EXCAVATION TO UNDERSIDE OF ROAD STRUCTURE.
2,.CLAY SEAL TO EXTEND FULL TRENCH WIDTH TO EXISTING NATIVE SOLS WITH A MNMUM THICKNESS OF 1.0m ALONG PPES.
3.CLAY SEAL TO BE LOCATED SO THAT NO PIPE JOINTS ARE WITHN THE CLAY SEAL MATERIAL,

DATE: MWAY 2001

AY SEAL FOR PIPE TRENCHES [B. weor zos
((Oh‘awa CLAY SEAL FOR PIPE TRENCHES s
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VARIES— SEE PLAN
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REMOVE & REINSTALL
EXIST. FRAME & COVER
(OPSD 401.010)

AS REQUIRED

& L L EXISTING GRADE / GRASS

NEW CONT. £600mm® STORM

SEWER LINER, CONTRACTOR |

TO VERIFY EXACT DIMENSIONS
ON SITE.

EXISTING STORM
SEWER LINER

EXISTING 600mmo
CONCRETE STORM SEWER
WITH LINER

o EXCAVATE TO ALLOW FOR

REMOVAL OF EXIST.
RISER SECTION

AS REQUIRED. REINSTALL
AND BACKFILL WITH TYPE
1 FILL UPON
COMPLETION OF WORK

4 EXISTING STORM
MANHOLE

4

EXIST. SAFETY PLATFORM
FOR MANHOLE WITH A
DEPTH GREATER THAN
5.0m TO BE REMOVED &
REINSTALLED AS

4 REQUIRED

NN

NEW 600mme PVC STORM PIPE
TO ACCOMMODATE CONTINUOUS RELINING
OPERATIONS THROUGH MANHOLE. MATCH

4 TO EXISTING INVERTS.
4 PROVIDE 2-22.5" BENDS TO ACCOMMODATE CHANGE
IN STORM SEWER ALIGNMENT AT DMH—137 ONLY.

~—— VARIES ———— =4

T0 BE VERIFIED ON SITE

A

CONTRACTOR TO SHORE & BRACE NEW

PVC SPOOL PIECE TO ACCOUNT FOR LOADING
DUE TO RELINING ACTIVITIES. SUBMIT STAMPED
SHORING DRAWINGS BY A LICENSED
PROFESSIONAL ENGINEER PRIOR

7 TO COMMENCING WORK.

44

TYPICAL DETAIL A - IN-LINE MANHOLE

VARIES— SEE PLAN
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SCALE 1:25

REMOVE & REINSTALL
EXIST. FRAME & COVER
(OPSD 401.010)

AS REQUIRED

& L - EXISTING GRADE / GRASS

NEW £600mme STORM

SEWER LINER, CONTRACTOR |

TO VERIFY EXACT DIMENSIONS
ON SITE & MATCH TO
EXIST. INVERT

EXISTING STORM
SEWER LINER

EXISTING 600mmo
CONCRETE STORM SEWER
WITH LINER

[0) EXCAVATE TO ALLOW FOR

REMOVAL OF EXIST.
RISER SECTION

AS REQUIRED. REINSTALL
AND BACKFILL WITH TYPE
1 FILL UPON
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COMPLETION OF WORK

EXISTING STORM
MANHOLE

EXIST. SAFETY PLATFORM
FOR MANHOLE WITH A
DEPTH GREATER THAN 5.0m
TO BE REMOVED &
REINSTALLED AS REQUIRED

TO BE VERIFIED ON SITE

————— VARIES ——————

NEW WATER TIGHT LINER END
~—— SEAL TO BE INSTALLED AT
OUTLET PIPE IN INSERTION
MANHOLE AND INLET PIPE AT
TERMINATION MANHOLE

[ay
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TYPICAL DETAIL B - INSERTION AND TERMINATION MANHOLE
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