12.

PARTIAL FLOOR PLAN

THE SENERAL CONTRACTOR AND/OR TRADE CONTRACTORS SHALL SITE
VERIFY. AND REVIEW ALL EXISTING CONDITIONS PRIOR TO THE
COMMENCEMENT OF ANY FABRICATION OR CONSTRUCTION RELATED TO THE
PROJECT.

ALL DIMENSIONS ARE TO BE SITE MEASURED AND VERIFIED BY THE
SENERAL CONTRACTOR AND OR TRADE CONTRACTORS PRIOR TO ANY
CONSTRUCTION. THE GENERAL CONTRACTOR AND/OR TRADE CONTRACTORS
TO ADVISE THE CONSULTANT (IN ADVANCE) IN WRITING OF DEVIATIONS.

THE GENERAL CONTRACTOR AND/OR TRADE CONTRACTOR 15 RESFONSIBLE
TO COORDINATE ALL LOCATIONS OF FIRE RATINGS, ENSURE ALL FIRE
RATINGS ARE CONTINUOUS AND MAINTAINED FOR ENTIRE LENSTH/EXTENT OF
WALL, FLOOR AND CEILING. '

COORDINATE WORK. AFFECTING FIRE SAFETY AND DETECTION SYSTEMS.

PAINT ALL EXPOSED MISCELLANEOUS METALS AND SERVICES (EG., DUCTS,
CONDUITS, FIPING, ETC.) WHERE CEILING OR WALL 1S SCHEDULED TO BE
PAINTED.

PROVIDE &7PSUM BOARD BULKHEADS ON STEEL STUD FRAMING WHERE
SHOWN ON DRAWINGS, AND AT ALL CHANGES IN CEILING HEIGHT.,

PROVIDE ADEQUATE REINFORCING FOR STUD FRAMING TO RECEIVE AND
PROVIDE SUPPORT AND ANCHORAGE FOR WALL MOUNTED MILLWORK,
FIXTURE, FITTINGS AND ACCESSORIES.

ALLOW FOR DEFLECTION WHERE INSTALLING MATERIALS ON DISSIMILAR
SUBSTRUCTURE. :

WHERE CONDUIT, PIPING, DUCTHORK ETC. PENETRATE THROUSH ACOUSTICAL
WALL ASSEMBLIES. |E BOARDROOMS. ENSURE THAT THESE COMPONENTS DO
NOT DIRECLTY COME IN CONTACT WiTH WALL ASSEMBLY. INSTALL PURPOSE
MADE 2 PART SLEEVE N WALL PRIOR TO INSTALLATION. INFILL VOIDS WITH
BATT INSULATION AND SEAL FPERIMETER WITH ACOUSTICAL SEALANT.

. THE EXISTING CEILING SLAB CONTAINS EMBEDDED HEATING/COOLING PIPES

AND ELECTRICAL CONDUITS. POWER ACTUATELD FASTENERS ARE NOT

PERMITTED.

OQUTLINE OF FLOOR FINISHES TO DIRECTLY REFLECT DIMENSION OF CEILING
FINISH ABOVE.

MASONRY NOTES:

PROVIDE CONCRETE MASONRY UNITS IN SIZES INDICATED ON DRAWINGS.
USE PURPOSE MADE JAME TYPE BLOCKS AT ALL NEW OFENINGS.

PROVIDE 1OM DOWELS AT 1200mm C/C AT THE BOTTOM OF EACH NEW
WALL.

PROVIDE |[OM VERTICAL REINFORCEMENT AT 1200mm C/C.

. PROVIDE IOM REBAR AT EACH SIDE OF OPENINGS AND AT ENDS OF WALLS.
. GROUT BOTTOM AND TOP COURSE OF BLOCK WALL,

PROVIDE HEAVTYT DUTY TRUSS TTYPFE REINFORCEMENT EVERY SECOND
COURSE AND [N LAST JOINT NEAR TOP,

. LEAVE DEFLECTION &GAP UNDER STRUCTURAL ELEMENTS.

TOP OF BLOCK WALLS TO BE LATERALLY BRACED.
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~ SCALE/ECHELLE: 1:100

3m
WALL DEMOLITION.

WALL TYPE | - TO U/S STRUCTURE

(UNLESS NOTED OTHERWISE)

l&mm TYPE X &GYPSUM BOARD

22mm METAL FURRING CHANNELS @ 16" O.C.
I52mm STEEL STUD @ 600mm OC.

I5Omm SOUND BATT. INSULATION

2 LATERS OF l6mm TYPE X GTPSUM BOARD.
STC RATING: 45,

l[&ormm TYPE X &YPSUM BOARD
22mm FURRING CHANNEL @ 400mm ©.C.

= WALL TYPE 3 - TO U/S STRUCTURE (UNLESS NOTED OTHERWISE)
200mm CMU

WALL TYFPE 4 - |6mm SYPSUM BOARD TO U/S OF CEILING

WALL TTYPE 5 - TO U/S STRUCTURE

(UNLESS NOTED OTHERWISE)

I6mm TYPE X &TPSUM BOARD

I52mm STEEL STUD @ 6#00mm O.C.

150mm ROCKINOOL INSULATION

2 LATERS OF 16mm TYFPE X &TPSUM BOARD,
_STC RATING: 45,

WALL TYPE &

I, T |6mm TYPE X GYPSUM BOARD
q2mm STEEL S5TUDS @ 400mm O.C.
16mm TTPE X &6YPSUM BOARD

: ALL TYPE 7

[Bmm TYPE X GYPSUM BOARD
d42mm STEEL STUDS @ 400mm O.C.
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NOTES:

ALLOW FOR INSTALLATION OF THWO (2) NEW FLOOR
MOUNTED ACCESS HMATCHES TO REPLACE EXISTING
DAMASED UNITS, SPECIFICATIONS OF NEW UNITS

ShF

WALL TYPE 2 - TO U/5 STRUCTURE (UNLESS NOTED OTHERWISE)

AS FOLLOWS:
SIZE: TO MATCH EXISTING

MATERIAL: ALUMINUM - MILL FiNISH
DOOCR: &mm THICK ALUMINUM DIAMOND PLATE

REINFORCED FOR LIVE LOAD OF ISOLBS/SQFT.
ATTACHED TO FRAME W/ FLAT HEADED

SCREWS

FRAME: 25mm X 25mm ANGLE
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