FILE NAME: 1000-0104-R2.dwg

CONES 15m MAX.
CENTRE TO CENTRE '\

<——— A
_———
i 150m 1
CONES 130 TAPER
MAXMUM
TC.23
. SD-1000-01-04 Approved
TYPIGAL SIGNING —
m TEMPORARY CONDITION L M&q) _______ APR _Z_LZE@
Northwast WORK ON SHOULDER IN RIGHT LANE Dir Date
Territories Tansportation Date: MARCH 2003 Revised: APRIL 2005 Highways Division




FILE NAME: 1000-0105-Ridwg

TC-2

Cx

Northwest X
Territories Transporfation

SD-1000-01-05

TYPICAL SIGNING
TEMPORARY CONDITION
WORK OFF ROAD IN RIGHT LANE

Date:

MARCH 2003 Revised: span. 2004

pproved
%_ ~~~~~ APR 2 1 2005




FILE NAME: 1000-G103-R2.dwg

CONES 15m MAX.
CENTRE TO CENTRE

x

Northwest )
Territorles Tronsportation

S$D-1000-01-03

TYPICAL SIGNING
TEMPORARY CONDITION
ENCROACHMENT IN RIGHT LANE

Date:

MARCH 2003 Revised: ApRIL 2008

Highways Division




FRLE NAME: 1000-0102-R2.dwg

CONES 1Bm MAX.
CENTHE TO CENTRE

1 il .
/100“1 100m / 00 | 100m K 1©0m 100m  30m CONES 130 TAPER
’ 6 WAXIMUM

T2 wa.2 TC.23

aad e cerstion et ba given to tratfic vohume,
e e v
Tors Gavicss are Sdequate i sech Ingtance.
_ » SD-1000-01-02 de
TYPICAL SIGNING 2
G TEMPORARY ONE LANE CLOSURE | A /Wflioal—" APR £ 1 2005
Northwest {ONE LANE ALTERNATING TRAFFIC) Date
Territories Tonsportation Date: . sRCH 2003 Revised: ., bRiL 2005 ways Division




FILE NAME: 200-020%-R3.0WG

WD-A4S

THIS BIGN (WD.A4S) SHALL BE
UBED ON ALL CONSTRUGTION
AND MAINTENANCE WORKS
WHERE FLAGMEN ARE

PROJECT SIGN

BUPPLIED BY ENGMNEER

REXT___km.
UNDER CONSTRUCTION

OBEY ALL
SIGNS AND SIGNALS
DERANTMENT OF TRABPORTATION

QAZETTED
liPLOYED, HIGHWAY SPEED
MAXIMUM END OF *
CONSTRUCTION é.gOﬂE CONTRUCTION
OTR: THANK YOU FOR YOUR GOOPRRATION AVEL AHEAD
1. SPEED LIMIT BIGNS SHALL BF nl::ﬂw”t: :::;mrmw 50
POSTED EVERY 1000 METRES
THROUGHOUT THE WORK AREA SUPPLIED BY ENGIMEER
WHERE THERE I8 A RESTRICTED \ WD 10t
8PEED ZONE. \
) 500m .. 300m j,
W
—— ——
! 1200m 4
|. 406m 1. | 500m - \ meom ' 200m
MAXIMUM END OF MAXIMUM
CONSTRICTION LOOSE CONSTRUCTION
AHEAD GRAVEL THANK Wgﬁnuaﬁ:ﬂ;ﬁnmﬁm
km/h BIPARTMECT OF TRANBRORTATION
NEXT_—_km. [ K] Wi-A22 WO-180 RB-1A SUPOLIED BY ENGINESR
UNDER CONSTRUCTION| wo-101 mﬁﬁfﬁ L WO-hdoR
OBEY ALL
SIGNS AND SIGNALS POSTED 200 METHES BACK
DEPARTMENT OF TRANRPORTATION FROM THE ENTRANCE FOR
BUPPLIED BY ENGINEER APPROACHING TRAFFIC
. FROM ETHER DIRECTION,
ENTRANCE DECTION 18
— 1] PROJECT SIGN BHOWN (ETTHER LEFT OR
RIGHT, BEE DRAWING NO.
80-200-02-06.}
SD-200-02-01

Cx

Notlhwest
Territories Fansportation

TYPICAL SIGNING WHERE
TRAFFIC 1S MAINTAINED

Revised:

Pate: beG 1995

APRIL 2005 ways Division




FILE HAME: 200-0202-R2.DWG

2, WZE lLﬁlKEﬂ LIGHTS
DURING HOURS OF DARKNESS,

SD-200-02-02

ROADSIDE DIVERSION

WORK AREA
— Y~
{ sian
. DELINEATOR
——{  BARRICADE
%)f_ BUINKER LIGHT e
{8EE NOTE 2
MAXIMUM
GAZETTED *
HIGHWAY SPEED CONSTRICTION
LG
AB.1 118
t  200m  Tvoom
1 3 5 I
BPEED LAY SPEED LIMIT
#0 Km/n — 20 Xm/h
| |
MRMM N N m\\
MAXIMUM N MAXIMUM
o~ CONSTRICTION
CORSTRICTION ' 608
L]
RB-1 04 AB-1
TCA GAZETTED
HIGHWAY SPEED
TC-30R fo-28
NOTE:
1 CONSTRUCTION DELIEATORS
SHALL BE U
re2

Northwest ,
Tenitories Tonsportation

APPROACH SPEED > 90 Km/h

Date:

Revised:

DEC 1995 APRIL. 2005

ghways Divigion




FILE NAME: 200-0203-R2.0WG

WORK AREA
SIGN .
DELINEATOR
BARRICADE
RE-31 L
BLINKER LIGHT
{SEE NOTE M)
_ o= -
MAXIMUM
GAZETTED CONSTHUCTION ' +
HIGHWAY SPEED i 30 CONSTRUCTION
i ®m)
Ra-1 TC4 RB-25 30— . A8 TC-13R 1614
' . TC-388

&0m \__TAPEHR 30 200m 20m
13m CENTER TO CENTER \\
MAXIMUM e . o MAXIMUM
30 o
' B
RB-1 T4 A1
GAZETTED
HIGHWAY SPEED
TC-30R HE-28
MOTE:
1 GCONSTRUCTION DELINEATORS SHALL BE UTIIZED.
2. F THE HOADBIDE DIVERSION I8 PART OF THE CONBTRUCTION ZONE SHOWN IN THE DRAWING
*TYPICAL SIGNING WHERE TRAFFIC I8 MAINTANED" IT WAL 8E HIGNED A% SHOWN
3. UTILIZE BUINKER LIGHTS DURING HOUNS OF DARKNESS,
4. APEROACH SIGNING IE REGIRRED {EACH SPEED REDUCTION FROM 90 TG 6C AND 5O TO 301,
SD-200-02-03
ﬁ ROADSIDE DIVERSION
Noﬁhw‘est APPROACH SPEED < 50 Km/h -
Territories Tansportation P2t pEC 1995 Revised: APRIL 2005 ghways Division

it




FILE NAME: 200-0204-R1DWG

S ——— .
WORK AREA 3 MAXIMUM
MEPARED
T
1 iGN sTop ASING
WORKERS
. DELINEATOR Wo-t RB-31 — RO.188
LN
b—i  BARRICADE +
CONSTRUCTION CONSTRUCTION
q&._ BLINKER LIGHT
{9EE NOTE 2t B3 [T
TC-4 TC-2 —\ TC-Bl. 7 Te 1081 TC-1A
MIN. 800m
PASSIYe / WA Kn \\
! p00m wom 1 1amm T _1oom 1 100m 1 100m ? y00m 1 100m 1 100m 1
——
; ) . e
' L 128w | ®0m @ 30m 200m
¥m CENTER TO CENTER TAPER 130
18m CENTER TO GENTER
{_J— @ CONSTRUCTION
DS
B
RB-3t PREPARED RB-31
10 TC4
sToP 162 16.2¢
NOTES:
woorm 1. THIS LAYOUT APPLIES WHEN THE UISTANCE BETWEEN BUCCESSIVE AREAS IS OVER 500m, BUT UNDER
t km. WHEN THE DISTANCE [ LESS THAN BOOm, THE ENTIRE OPERATION WILL BE CONSIDERED AS A
SINGLE WORK AREA. WHEN THE DISTAKCE IS OVER 1 Km, EACH AREA WILL BE CONSIDERED AS A
SEPARATE WORK SITE,
2. USE OF 700mm THAFFIC CONE® DURING DAYLIGHT OPEHATIONS FOR DELINEATIGN DEVICES FOR
TEMPORARY WORK AREAS IS ACCEPTABLE. IF OFERATIONS WILL EXTEND INTO HOURS OF
DARKNESS, CONSTRUCTION DELINEATORB SHALL BE USED,
3. UTILIZE BLINKER LIGHTY DURING HOURS OF DARKNESS,
SD-200-02-04
. TYPICAL SIGNING FOR APR 2 1 2005
A SUCCESSIVE WORK AREAS S e S ) e e ==
Northwest _ . Date
Territories Torsportation Date: o 1g95 Revised: i aARCH 2003 ways Division




FILE NAME: 200-0205.R2.DWG

WORK AREA

SIGH

DELINEATOR

BARRICADE

BLINKER LIGHT
{SEE NOTE)

GAZETTED
HIGHWAY 8PEED

MAXIMUM

RB-t

g ®

AB-3 -2 -
TC.388

wi.o TC-1A
1 78m wom T 100m 100m
1 T
— <
—— * . ——

TC.tA

' 4

§
§
¥
§

18m CENTER TO CENTER

MAXIMUM

km/h

AB-1A (J—

my i l\
MAXIMUM
GAZETTED
CONSTRUCTION HIGHWAY SPEED
ENDS
RB-1

TC-4

%€ TC.2
PREPARED
™
STOF
RE-31 WD- 111
o xore
TC-288 UTILIZE BLINKER LIGHTS DURING HOURS OF DANKNESS,
8D-200-02-05 pproved
ﬁ ONE LANE CLOSED
AN -
Northwest
Territories Tansportation Date: neo 1995 Revieed: ApRIL 2005




FILE NAME: 200-02G8-R10WG

ROTE:

IF THE TRUCK ENTRANCE I8 ON THE RIGHT THETC.S4R
SHALL BE USED. THE REVERSE SYMBOGL SIGN TO.84L SHALL
BE UBED WHERE THE TRUCK ENTRANCE I8 ON THE LEFT. FOR
522&&8 CROSBING THE HIGHWAY, ONLY THE TC.BAR SHMALL BE

(1 Km]
TC-48L
TC.378 \

200m ; 200m i
—— E < ——
——— i —
200m !
2
g
4.%1.
STOCKPILE
OR BORROW
BiTE
HA-t
' 8SD-200-02-06
n TYPICAL SIGNING FOR STOCKPILE
Nor!hw;s.i AND BORROW SITE ACCESS ROADS
Territories Tansoortation Date: hec. 1995 Revised: o ARCH 2003




FILE NAME: 200-0218-R1DWG

(SEE NOTE 21 (8EE NOTE 1

ab

LOOSE
GRAVEL
TC-4

CONSTRUCTION
K]
TC-1A
~—
——
/L_ 128m : 100m ; 128m \
' LOOSE CONSTRUCTION
W&:]W ! 50 GRAVEL 0
TC 1A RD.148 WO 180 TC-4
*_ GEE NoTE 2 l:glﬁiﬂ APPROPRIATE DISTANCE TAS FOR WORK AREA
W 2. RD.1BE8 BIGNS BHALL BE PLACED NO MORE
1C-388 THAN 10 km APART THROUGHOUT THE WORK ANEA
{SEE NOTE 9 3. ALL BIGNS BHALL BE INSTALLED IN
ACCORDANCE TU DRAWING No, 30-200-02-%2
SD-200-02-16
. TYPICAL SIGNING ON HIGHWAY
Nor%hwtst REGRAVELING PROJECTS -——
Territories Tonsporiation Date: rn 1906 Revieed: W ARCH 2003




FILE NAME: 200-0252-R1.DWG

2438mm

(807

mm

[75| 150 |75 150 |75| 150 (75| 150 | 150
T

NEXT XX KMS
UNDER CONSTRUCTION

g 3 | LETTERING - BLACK
§le o B E Y A L L BACKGROUND - ORANGE
HIGH INTENSITY
REFLECTIVE
SHEETING
| SIGNS AND SIGNALS
i
2§ ﬁ_ DEPARTMENT OF TRANSPORTATION
-
o
ﬁ L BACK OF SIGN - OFF WHITE
NOTES:
1. SIGNBOARD: 4. TEXT INFORMATION: 6. COLOURS:
19mm THICK 1219mm x 2438mm DOUGLAS - BILKSCREEN OR ADHESIVE TYPE LETTERING OFF-WHITE: GENERAL PAINT 4898W OR

FIR PLYWOOD TO CSA-0121 STANDARD
CONSTRUCTION MEDIUM DENSITY OVERLAY
ONE SIDE.

2. SIGN FACE COATING TO BE HIGH INTENSITY
GRADE REFLECTIVE SHEETING,

3. WEATHERTIGHT SEAL ON SIGNBOARD EDGES
WOOD FILLER AND PAINT.

MATERIALS WITH APPROVAL.

5. PANT:
THREE COAT ALKYD TYPE WITHOUT
SILICONE ADDITIVES, 1st COAT: ALKYD
PRIMER, 2nd & 3rd COATS: ALKYD GLOSS,

BENJAMIN MOORE 18-11.
BLACK: ANY BLACK STANDARD.

7. TYPOGRAPHY:
ALL TEXT - HELVETICA BOLD, UPPER CASE.
"DEPAATMENT OF TRANSPORTATION" -
HELVETICA LIGHT.

§D-200-02-52

e

Northwest

WARNING SIGN
CONSTRUCTION

Territories Tronsportation Pate: oo

1895

Revised: WARCH 2002

ways Division




FILE NAME: 200-02B3-R1DWG |

LETTERING - BLACK

i END OF

% CONSTRUCTION

h :E THANK YOU FOR YOUR COOPERATION | =™
:?_ DRIVE WITH CARE
R - DEPARTMENT OF TRANSPORTATION

¥mm THICK 1219mm x 2438mm DOUGLAS
FIR PLYWOOD TO CSA-0121 STANDARD
CONSTRUCTION MEDIUM DENSITY OVEALAY
ONE SIDE.

4. PAINT:
THREE COAT ALKYD TYPE WITHOUT
SILICONE ADDITIVES, 1st COAT: ALKYD
PHINER, 2nd & 3rd COATS: ALKYD GLOSS.

ALL TEXT . HELVETICA, UPPER CASE

"END OF CONSTAUCTION" - BOLD

"THANK YOU..WITH CARE" - BOLD, CONDENSED
"DEPARTMENT OF TRANSPORTATION* - LIGHT

2. WEATHERTIGHT SEAL ON SIGNBOARD EDGES 5. COLOURS:
WOQD FILLER AND PAINT. OFF-WHITE: GENERAL PAINT 4508W OR
BENJAMIN MOORE 18-14,
3. TEXT INFORMATION; " )
SILKSCREEN OR ADHESIVE TYPE LETTERING BLAGK: ANY BLACK STANDARD,
MATERIALS WITH APPROVAL.
SD-200-02-53 Approved
ﬁ END OF
& CONSTRUCTION | -—-—-—
Northwest _ - e
Territories Tronsportation Date: hee 1998 Vised L RCH 2002




FRLE NAME: 300-0801-R2.DWGQ

NEW ROAD

EXISTING ROAD

| _DISTANCE x

S8UBGRADE — ——\

WIDTH OF BENCHES (m)
EXISTING FILLS OF 3.5m FILLS LESS
SLOPES OR GREATER THAN 3.5m

2:1 125 0.80

Flatt
than 211 2.50 1.25

WL PP

EXISTING
QUTSIDE EDGE

S %U%g?"t:é.nen EXISTING SLOPE SHALL BE STRIPPED 4
S WHEN SPECIFIED BEFORE BENCHING z
A =
So ]
'\\ g
f S COMPACTED FILL SHALL BE b
BENCH WIDTH—~ 77 nuN BROUGHT UP IN STAGES 4
% - WITH BENCHING 2
I, %\\\ %
7 N x
7 ~ 8
NOTES: ) P
T g
A) THIS STANDARD APPLIES TO WIDENING OF FILLS
WHERE THE DISTANCE X IS 1.0m OR MORE AT VARIABLE HEIGHT
TOP OF NEW SUBGRADE LEVEL. .
B} BENCHES SHALL BE EXCAVATED ONE LEVEL AT LSS
A TIME AND THE COMPACTED FILL BROUGHT UP
BEFORE THE NEXT BENCHING LEVEL IS EXCAVATED.
C} ALL DIMENSIONS ARE SHOWN IN METRES
UNLESS OTHERWISE SHOWN.
SD-300-06-01

e

Northwest ,
Territories Transportation

BENCHING FOR

EMBANKMENT WIDENING

Pate: pec 1995

Revised: JpRIL 2005

ways Division




FILE NAME: 400-0151-R2.DWG

STANDARD SLOPED END SECTION LENGTH - 8.0 METHES

SEE DETAIL "A"

ANNUL AR
RECORRUGATION
{SEE NOTES)

SLOPE RATIO

EXPOSED EDGES TO BE MACHINE GROUND
AND ZINC COATED IN ACCORDANCE WITH
CSA CAN3-G401 SPECIFICATIONS

NOTES:

THE SUPPLY AND FABRICATION OF ALL GALVANIZED
CORRUGATED STEEL PIPE (C.8.P.) SHALL BE IN

ACCORDANCE WITH THE LATEST EDITION OF CANADIAN
INSIDE | SLOPE A g o | WALL STANDARDS ASSOCIATION CAN3-G401 SPECIFICATIONS.
DIAMETER| RATIO A THICKNESS
Dam | Xy | Metre | Mstre | mm mm END SECTION 2} ON PIPE DIAMETERS OF 1000mm OR GREATER, LOCK SEAMS
TERMINATING AT THE CUT EDGES OF SLOPES OR
800 31 5.10 0.90 160 2.8 SOUARE ENDED SECTIONS SHALL HAVE A 50mm LENGTH
200 a1 4.80 120 150 P :g.ég‘r WELD RUN ALONG THE LOCK SEAM AT EACH CUT
800 &1 480 | 120 200 28 3} THE HELICALLY CORRUGATED PIPE SHALL HAVE THE PIPE
900 31 4.50 1.50 200 2.8 88mm PITCH ENDS RECORRUGATED TO PROVIDE ANNULAR CORRUGATIONS
DEPT FOR COUPLING PURPOSES (AS SHOWN). THE MINIMUM
1000 31 4.35 1.85 225 2.8 [ LENGTH WITH ANNULAR CORRUGATIONS SHALL BE 300mm
1100 31 4.05 1.95 295 2.8 Emm FOR PIPE DIAMETERS OF $00mm OR LESS AND 8GOmm
: . : : /\/\ FOR PIPE DIAMETERS GREATER THAN 900mm.
1200 31 . 2.25 225 2.8
3.78 4} THE COUPLER SHALL BE AN ANNULAR CORRUGATED BAND
311500 8:1 3.00 3.00 250 a8 DETAIL A" TYPE WITH A MINIMUM OF 3 BOLTS PER COUPLER FOR PIPE
CORRUGATION PROFILE DIAMETERS OF 800mm OR GREATER.
SD-400-01-51
m STANDARD SLOPED END SECTIONS
A (C.S.P. ROUND CULVERTS]
Northwest

Territories Transportation

Date:

DEC. 1996

Revised: LpRIL 2005






