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GENERAL NOTES

1. CONTRACTOR TO NOTIFY DEPARTMENTAL
REPRESENTATIVE IMMEDIATELY OF ANY DISCREPANCIES
BETWEEN DRAWING AND SITE CONDITIONS AS NOTED
DURING ABATEMENT AND/OR DEMOLITION.

2. THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH
ARCHITECTURAL, CIVIL, ELECTRICAL, MECHANICAL AND
STRUCTURE SERIES DRAWINGS.

3. LEAD BASED PAINT IS PRESENT THROUGHOUT WORK
AREA.  THIS MATERIAL IS NOT EXPECTED TO REQUIRE
ABATEMENT OR DISTURBANCE, HOWEVER IF IT IS
DISTURBED PLEASE CONTACT THE DEPARTMENTAL
REPRESENTATIVE FOR FURTHER DIRECTION

4. FOLLOW PROPER WORK PROCEDURES OUTLINED IN SILICA
PRECAUTIONS SPECIFICATION SECTION 02 82 17 WHEN
DISTURBING ALL MASONRY, CONCRETE, BRICKS, MORTAR, OR
ANY MATERIAL THAT MAY CONTAIN CRYSTALLINE SILICA. 
REFER TO ARCHITECTURAL, MECHANICAL AND STRUCTURAL
SERIES DRAWINGS FOR POTENTIAL AREAS OF DISTURBANCE.

5. ASBESTOS-CONTAINING INSULATION PRESENT ON DOMESTIC
HOT WATER TANK AND ASSOCIATED PIPING.  NOTIFY
DEPARTMENTAL REPRESENTATIVE IMMEDIATELY IF DOMESTIC
PIPING IS TO BE DISTURBED

LEGEND
REMOVE EXISTING BRICK AND
ASBESTOS-CONTAINING MORTAR
(3% CHRYSOTILE) TO MEET DIMENSIONS FOR
NEW CHILLED WATER SUPPLY AND CHILLED
WATER RETURN PIPING.  REFER TO STRUCTURAL
DRAWINGS FOR ACTUAL DIMENSIONS. TREAT ALL
WASTE AS ASBESTOS-CONTAINING INCLUDING
BRICKS AND MORTAR
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