GENERAL NOTE:

1-

2-

REFER TO DRAWING E101 FOR SITE PLAN
CONTINUATION.

MANHOLE LOCATIONS SHOWN ARE INDICATIVE,
COORDINATE LOCATIONS WITH ALL TRADES AND
OTHER SERVICES PRIOR TO COMMENCEMENT OF
WORK.

ELECTRICAL/ TELECOM CONDUITS UNDERGROUND,
ABOVE GROUND AND IN MANHOLE, TO HAVE A
MINIMUM CLEARANCE OF 300mm FROM ALL NEARBY
SERVICES/ OBSTRUCTIONS.

DRAWING NOTES:

®

PROVIDE RIGID PYC CONDUITS, TOTAL OF

8 - (2X4 ARRANGEMENT) OF 78mm®. PROVIDE
UNDERGROUND MANHOLES AS SHOWN ALONG
THE CONDUIT RUN, DISTANCE BETWEEN EACH
MANHOLE NOT TO EXCEED 85m. ACCOMMODATE
ADDITIONAL MANHOLES FOR AREAS WITH
BENDS.

VERTICAL CONDUIT RUNS INSIDE THE SHAFT TO
BE COORDINATED WITH OTHER SERVICES,
SATISFYING REQUIRED BENDS AND
CLEARANCES. CONDUITS TO ENTER MANHOLE
FROM BELOW.

REFER TO TUNNEL CROSS SECTION DETAIL ON
DRAWING C-104.
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PROPOSED ELECTRICAL DUCTBANK

LOCATION AT PINCH POINT FOR

SECTIONS ON DRAWING C105.
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NOTE:

THIS DETAIL SHALL ONLY BE USED BY

EXCLUSION AND APPROVAL OF

ENGINEER.

3 TRENCH CROSS SECTION AT PINCH POINT
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REFER TO CIVIL DRAWINGS FOR TYPE
OF FINISHED SURFACE.
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CONCRETE ENCASED DUCT BANK DETAIL
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Contractor to verify all dimensions & conditions
on site and immediately notify the departmental
representative of all discrepancies.
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