
Foot print ( 1:25 )

Inner position ( 1 : 35 ) Inner/Outer position ( 1 :35 )

Deck force ( 1:20 )

Isometric view (Inner position) ( 1 : 40 )
F-F ( 1 : 35 )

Isometric view (Outer position) ( 1 : 40 )

  BOAT MAX. BEAM 3.25MDefaultPreliminary BOAT MAX. BEAM 3.25M14
285,4 kg 15036-03-00DefaultStair w/cradle13
285,4 kg 15036-02-00DefaultStair w/cradle12
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This drawing is the property of Harding Safety As. It may not be copied, altered or made

available to others without our written permission.
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Replacement for : Replaced by :

Sheet

 

  

15036-00 B

SEA SIDE
DECK

A B

DC

HARDING NPDS 6000H
SWL :

Hoisting speed :
Emergency lowering speed :

Design spec. :
Winch type :

Shock Absorber :
Wave compensation :

Operation :

6000 kg
18 m/min/ 48 m/min (Optional)

S = 0.4 + 0.02 H
10 deg. trim, 20 deg. list simultanously

NW 6000H
Optional
Optional

Remote control
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-12417.3

Ax
15.4 -9.1

Az
Davit inboard -20 roll / 10deg trim -73.7
Davit outboard 20 roll / 10deg trim

Bx By Bz Cx Cy Cz
-33 -14.2 -11.2 56.6 -34.5 -0.3

-11.5 -180.3 -13.2 25 127.8 0.2

FORCE ON DECK (kN) (WITHOUT SAFETY FACTOR)
Dx Dy Dz
82.9 -50 -0.3
15 75.7 -0.3

X

Y

STAIR W/CARDLE (OPTIONAL)

FLOOD LIGHTS (OPTIONAL)

BOAT GUIDE TROLLEY (OPTIONAL)

STANDARD SUPPLY - MASTER LINK W/HANLES

 


