AND SUPPORTS.

SURFACE.

[

PILES.

L]

PWGSC B1 (2004)

INSTALL NEW CONE CONNECTIONS TO PILES.
COMPLETE CONCRETE REMOVALS.

o DEMOLITION EXISTING FENDER UNITS, RESTRAINT
CHAINS AND CONNECTIONS.

e REMOVE ALL EXISTING GROUT PADS AND CUT OFF REQUIRED.
ALL ANCHORS FLUSH WITH THE EXISTING CONCRETE

i

PROPOSED PHASING NOTES:

1. FENDERS LP 1 AND LP 2 o INSTALL NEW CONE FENDERS, RESTRAINT CHAINS
I o DEMOLISH THE EXISTING STEEL CUSHIONING FRAMES AND GROUT PADS.

e INSTALL NEW FENDER PANELS.
e INSTALL NEW LADDER.
o COMPLETE COATING SYSTEM TOUCH UPS AS

e INSTALL NEW SACRIFICIAL ANODES (x2).

CUT OFF THE EXISTING PIPE PILES AT THE MUDLINE.

PRE—COAT, DRIVE NEW STEEL PIPE PILES AND FiLL 2+ FENDERS LP 3 TO LP 8:
WITH REINFORCED CONCRETE.

INSTALL NEW TORSION BEAM CONNECTIONS AND
TORSION BEAM. TORSION BEAMS MUST BE INSTALLED CHAINS AND CONNECTIONS.
PRIOR TO PUTTING NEW FENDERS INTO SERVICE.

INSTALL NEW FENDER PANEL CONNECTIONS TO

o DEMOLISH EXISTING FENDER PANELS.
o DEMOLISH EXISTING FENDER UNITS, RESTRAINT

e REMOVE ALL EXISTING GROUT PADS AND CUT OFF
ALL ANCHORS FLUSH WITH THE EXISTING CONCRETE
SURFACE.

e HIGH PRESSURE WATER BLAST THE EXISTING BOX
-PILES DOWN TO ELEVATION +2.5m. e

INSTALL NEW REINFORCING PLATE ON EACH OF THE
SIX BOX PILES.

INSTALL NEW CONE CONNECTION TO PILE.

INSTALL NEW COATING SYSTEM FROM El. +3.0m TO
THE TOP OF THE EXISTING PILES.

INSTALL NEW COATING SYSTEM ON THE EXISTING
CUSHIONING FRAME.

o INSTALL NEW CONE FENDERS, RESTRAINT CHAINS
AND GROUT PADS.

e INSTALL NEW FENDER PANELS.

o COMPLETE COATING SYSTEM TOUCH UPS AS
REQUIRED.

o INSTALL NEW SACRIFICIAL ANODES (x8).

L]

®

3. ALIGNMENT FENDERS:

e PRE—COAT, DRIVE NEW STEEL PIPE PILES
(2-914.4mm DIA.  AND 1-609.6mm DIA.) AND FILL
WITH REINFORCED CONCRETE.

WARPING DOLPHIN PLAN DETAIL 15

SCALE : 1:50 S6|St

Om im 2m 3m 4m 5m

NOTE: MOORING LINE RAIL AROUND PERIMETER OF DOLPHIN NOT

SHOWN, FOR CLARITY. FRAME SUPPORTS ARE LOCATED ON
EACH RAISED CONCRETE BLOCK BETWEEN FENDERS.

e FORM AND POUR NEW CONCRETE ALIGNMENT
FENDER DOLPHIN EXTENSION.

o INSTALL NEW TORSION BEAM CONNECTIONS AND
TORSION BEAM. TORSION BEAMS MUST BE INSTALLED
PRIOR TO PUTTING NEW FENDERS INTO SERVICE.

o INSTALL NEW FENDER PANEL CONNECTIONS TO
PILES.

o INSTALL NEW CONE CONNECTIONS TO PILES.

INSTALL NEW CONE FENDERS, RESTRAINT CHAINS
AND GROUT PADS.

INSTALL NEW FENDER PANELS.

COMPLETE COATING SYSTEM TOUCH UPS AS
REQUIRED.

INSTALL NEW SACRIFICIAL ANODES (x3), INCLUDING
ONE (1) ANODE ON THE 609.6mm DIA. PILE.
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DOLPHIN/NEW FENDER SECTION /v

SCALE : 1:50 S12iS1
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NOTE: ** THESE CHAINS RUN PERPENDICULAR TO THE FENDER
FACE. THESE CHAINS ARE IN ADDITION TO THE
RESTRAINT CHAINS SHOWN IN PLAN.
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