
KEY NOTES:

1. EXHAUST AIR DUCTWORK FROM JANITORS ROOM, WASHROOM 204, WASHROOM 205, AND WASHROOM 206
SHALL BE THERMALLY INSULATED. REFER TO SPECIFICATION FOR DUCTWORK INSULATION REQUIREMENTS.

2. WALL MOUNTED CONTROLLER FOR AC-1, AC-2 AND AC-3 SHALL BE MOUNTED AT 60" A.F.F.

3. CONDENSERS SHALL BE INSTALLED ON THE EXTERIOR OF BUILDING C/W SNOW STAND. REFER TO
CONDENSING UNIT SCHEDULE.

4. EF-1, EF-2, AND EF-3 SHALL BE INTERLOCKED WITH MOTION SENSOR. FAN SHALL RUN FOR ADDITIONAL 15
MIN AFTER SENSOR IS DEACTIVATED.

5. ALL CONTROL WIRING SHALL BE RESPONSIBILITY OF THE MECHANICAL CONTRACTOR.

6. WHEREVER DUCTWORK PENETRATES A FIRE SEPARATION, CONTRACTOR SHALL INSTALL FIRE DAMPERS IN
ACCORDANCE WITH NFPA 80, ARTICLE 3.1.8.7 OF THE 2010 NBC, AND ALL OTHER APPLICABLE CODES AND
STANDARDS.

7. FLOOR MOUNTED FORCE FLOW HEATERS, ELECTRIC RADIANT PANELS, AND ALL ASSOCIATED CONTROLS
SHALL BE THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR
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