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KEY NOTES(1)

# DESCRIPTION

CONTRACTOR TO REPLACE EXISTING LIGHT STANDARDS WITH NEW LIGHT
STANDARDS AS SPECIFIED. EXISTING FEEDS SHALL BE RE-USED WHERE
POSSIBLE. CONTRACTOR SHALL EXTEND EXISTING CONDUIT AND WIRE
INTO NEW ELECTRICAL ROOM.

CONTRACTOR TO DEMOLISH CONDUIT AND PULL BACK WIRE FOR THE
CONSTRUCTION OF THE NEW BUILDING.

I*I Public Works and Travaux Publics et
Government Services Services gouvernementaux
Canada Canada

EXISTING LIGHT STANDARD TO REMAIN AND BE RE—FED FROM NEW
ELECTRICAL PANEL.

APPROXIMATE ROUTING OF UNDERGROUND CONDUIT WAS OBTAINED FROM
6 |PREVIOUS BUILDING CONSTRUCTION DOCUMENTS. CONTRACTOR SHALL
CONFIRM EXACT ROUTING ONSITE.

DEMOLISH EXISTING LIGHT STANDARD. DISCONNECT WIRING AND PULL
BACK TO NEAREST JUNCTION POINT.

EXCAVATE ELECTRICAL AND COMMUNICATION SERVICES UNTIL OUTSIDE
CONSTRUCTION AREA. INSTALL ON THE END OF EACH CONDUIT A

8 |GROUND LEVEL PULL BOX OUTSIDE EXCAVATION AREA. COIL UP AND
PLACE IN PULL BOXES FEEDER CONDUCTORS AND TELEPHONE
CONDUCTORS.

NEW POWER AND COMMUNICATIONS SERVICE MASTS FROM OVERHEAD
LINES. INSTALL AS PER UTILITY STANDARDS.

EXCAVATE BRANCH CIRCUITS FOR INFO BOARD, SITE POLE LIGHTS AND

10 [ENTRANCE POLE LIGHT (OPPOSITE SITE OF ROUTE 1144) OUTSIDE
CONSTRUCTION AREA FOR RECONNECTION TO NEW PANELBOARD.

NOTE:

1. NB POWER SERVICE AND MAIN
DISCONNECT SWITCH IS IN AN ENCLOSURE
APPROX 800m FROM THE NEW VISITOR
CENTER

LEGEND

SYMBOL DESCRIPTION

SINGLE POLE SWITCH, 3 = 3—WAY SWITCHING, D = DIMMER,
G = GFCI, H = PATIO HEATER CONTROLLER

SWITCH BANK, QTY = 15, 3 = 3—WAY SWITCHING, D =
DIMMER,

DUPLEX RECEPTACLE, SIZE PER PANEL & EQUIPMENT
SCHEDULE, G=GFCI, C=COUNTERTOP, U= C/W USB PORTS

DUPLEX 20A T—-SLOT RECEPTACLE, G=GFCI, C=COUNTERTOP

DUPLEX SPLIT 20A T—SLOT RECEPTACLE, G=GFClI,
C=COUNTERTOP

SINGLE RECEPTACLE, 5-30R

RECEPTACLE, 208V, SIZE PER PANEL & EQUIPMENT
SCHEDULE.

DIRECT CONNECTION, 120V, LOAD AS INDICATED.

DIRECT CONNECTION, 208V, LOAD AS INDICATED.

DIRECT CONNECTION C/W DISCONNECT, 208V, LOAD AS
INDICATED.

ELECTRICAL PANEL.

DATA/TELEPHONE OUTLET.

THERMOSTAT

ELECTRIC DOOR STRIKE

DOOR OPERATOR

RELAY, COORDINATE ELECTRICAL CHARACTERISTICS WITH
MECHANICAL

EHM@QHB@@@-@E#@C@Z%*

ELECTRICAL FIXTURES AND MECHANICAL EQUIPMENT
IDENTIFICATIONS:

— EF: EXHAUST FAN

— AC: AIR CONDITIONER UNIT

— HP: HEAT PUMP

— HWT: HOT WATER TANK

— SP: SUMP PUMP

— HRV: HEAT RECOVERY VENTILATION

THIS DRAWING IS PROVIDED TO REFLECT THE
GENERAL EXTENT OF WORK AND AS SUCH DOES
NOT NECESSARILY INDICATE THE ENTIRE SCOPE
OF WORK. THIS DRAWING IS TO BE READ IN
CONJUNCTION WITH RELATED ARCHITECTURAL,
STRUCTURAL, ELECTRICAL AND/OR MECHANICAL
DRAWINGS/DETAILS,  SPECIFICATIONS,  TENDER
AND/OR OTHER CONTRACT DOCUMENTS, AS
APPLICABLE.

THIS DRAWING AND ITS RELATED DESIGNS,
CALCULATIONS  AND  SPECIFICATIONS  ARE
INSTRUMENTS OF PROFESSIONAL SERVICE FOR
THE EXECUTION OF THE WORK ON THIS
PROJECT ONLY. THIS DRAWING SHALL NOT BE
USED FOR ANY OTHER PROJECT WITHOUT THE
EXPRESS WRITTEN CONSENT OF THE ENGINEER.
THE ENGINEER ACCEPTS NO RESPONSIBILITY FOR
LOSSES, DAMAGES OR COSTS ARISING OUT OF
ANY USE OR REUSE OF THIS DRAWING NOT
SPECIFICALLY AUTHORIZED BY THE ENGINEER INJ
WRITING.

"RECORD" OR "AS—BUILT" VERSIONS OF THIS
DRAWING ARE BASED ON INFORMATION PROVIDED
BY OTHERS AND THE ENGINEER NEITHER
EXPRESSLY NOR [IMPLICITLY WARRANTS THE
ACCURACY OR COMPLETENESS OF SAID
DOCUMENTS.

EXCEPT AS MAY BE CERTIFIED OTHERWISE IN
WRITING BY THE ENGINEER, ONLY THE
REPRODUCIBLE HARD COPY BEARING THE
ENGINEER'S SEAL AND ORIGINAL SIGNATURE
SHALL CONSTITUTE THE ORIGINAL OF THIS
DRAWING.

THIS DRAWING IS NOT TO BE SCALED. OBTAIN
ACCURATE DIMENSIONS FROM ARCHITECTURAL
DRAWINGS OR SITE MEASUREMENTS.

63 Fitzroy Street
P.0.BOX 1719
Charlottetown PE
Canada C1A 1R4 n
Ph: 902-566-4449
.ARCHITECTS

architects@bghj.com
Web: www.bghj.com

FUNDY Engineerin

27 Wellington Row Tel. (506) 635-1566
P.O. Box 6626 Fax. (506) 635-0206
Saint John, NB fundy@fundyeng.com
E2L 451 www.fundyeng.com

Serving Our Clients' Needs First
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