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x = 150mm MIN. TO 300mm MAX.

NOTE:  CONTRACTOR IS RESPONSIBLE FOR
THE RESTORATION OF ROADWAYS, CURBS,
SIDEWALKS, DRIVEWAYS, LANDSCAPING, ETC.
TO ORIGINAL CONFIGURATION.

TRENCH SIDE TO BE SHORED OR
SLOPED IN ACCORDANCE WITH THE
NB OCCUPATIONAL SAFETY CODE

FINISHED GRADE

COMPACTED BACKFILL

COMPACTED SAND

BUILDING SEWER

UNDISTURBED SOIL

STYROFOAM HI INSULATION
(TOP AND 2 SIDES)

700 mm 1200 mm 1200 mm 1200 mm 1200 mm 300 mm38mmØ SUSPENDED PVC PIPE

PROVIDE 12 TOP-SIDE, 3 BOTTOM-SIDE 6MMØ HOLES 1200MM O/C SPACING BEGINNING 700MM
FROM EACH LATERAL END CAP AS INDICATED.  REMOVE ALL BURRS FROM HOLES AND ORIENT
LATERALS SUCH THAT THE HOLES ARE AT THE TOP OF THE PIPES AS SHOWN.  THREE DRAIN
HOLES IN EACH LATERAL SHALL BE DRILLED IN THE BOTTOM OF THE PIPE 3100MM FROM EACH END
CAP AND CENTER ON PIPE.

PIPE CAP
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SEDIMENT-LADEN SURFACE

WATER RUNOFF

CLEAN SAND

STACKED AND ENTRENCHED
STRAW BALE BARRIER

BALING TWINE

SEDIMENT-LADEN SURFACEWATER RUNOFF

BALING TWINE

ANGLE STAKES

OFFSET STRAW BALE BARRIERS
TO COVER JOINT

CLEAN SAND

3000 mm MAX.

SEDIMENT-LADEN SURFACE
WATER RUN-OFF

SEE DETAIL 7/M2

SEE DETAIL 6/M2

WOODEN STAKE

GEOTEXTILE
SILT FENCE

WOODEN STAKE
(APPROX. 1300 mm LONG)

GEOTEXTILE SILT FENCE

CLEAN SAND OR GRAVEL FILL

SEDIMENT-LADEN
SURFACE WATER RUN-OFF
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300 mm
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DIRECTION
OF TWIST

DIRECTION
OF TWIST

NYLON CABLE TIE
OR EQUIVALENT

SILT FENCE
FROM LEFT

SILT FENCE
FROM RIGHT

WOODEN STAKE

WOODEN STAKE
63 Fitzroy Street
P.O. BOX 1719

Charlottetown PE
Canada C1A 1R4

Ph: 902-566-4449
Fx: 902-566-1235

architects@bghj.com
Web: www.bghj.com

27 Wellington Row
P.O. Box 6626
Saint John, NB
E2L 4S1

Serving Our Clients' Needs First

Tel. (506) 635-1566
Fax. (506) 635-0206

fundy@fundyeng.com
www.fundyeng.com

NOTE:  EROSION AND SEDIMENT CONTROL TECHNIQUES AND STRUCTURES,
INCLUDING SEDIMENT FENCES AND STRAW BALE BARRIERS, TO BE
IMPLEMENTED DURING CONSTRUCTION.  ALL EROSION AND SEDIMENT
CONTROL STRUCTURES SHALL BE INSPECTED AND MAINTAINED ON A REGULAR
BASIS UNTIL THE PROJECT SITE HAS BEEN PERMANENTLY STABILIZED.


