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ALL WORK AND MATERIALS SHALL CONFORM TO THE REQUIREMENTS OF

THE NATIONAL BUILDING CODE OF CANADA, LATEST EDITION AND
CAN/CSA—S6-06.

'NO ALTERATIONS TO STRUCTURAL DETAILS SHALL BE MADE WITHOUT THE

WRITTEN PERMISSION OF THE DEPARTMENTAL REPRESENTATIVE.
CONSTRUCTION ERRORS ARE TO BE DOCUMENTED AND REPORTED TO
THE DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH
SUBSEQUENT WORK.

DETAILS, DIMENSIONS AND ELEVATIONS OF THE EXISTING STRUCTURE AND

SITE SHOWN ON THESE DRAWINGS ARE BASED ON INFORMATION
OBTAINED FROM THE ORIGINAL DESIGN DRAWINGS. THE CONTRACTOR
MUST FIELD VERIFY ALL SUCH DETAILS, DIMENSIONS AND ELEVATIONS
PRIOR TO FABRICATION OR ERECTION OF WORK AND REPORT
DISCREPANCIES TO THE DEPARTMENTAL REPRESENTATIVE.

'CBCL LIMITED

Consulting Engineers

i L

4. ALL DIMENSIONS SHOWN IN MILLIMETRES.
5. DO NOT SCALE DRAWINGS. USE ONLY GIVEN DIMENSIONS.

SEQUENCING OF WORK:

1. COMPLETE WORK TO SCHEDULE REVIEWED BY DEPARTMENTAL
REPRESENTATIVE.
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REMOVE EXISTING WHARF STRUCTURE.
DREDGE AND INSTALL MATTRESS MATERIAL FOR TIMBER CRIBS.

INSTALL AND FULLY BALLAST TIMBER CRIBS, NOT INCLUDING REINFORCED

CONCRETE DECK. PROTECT CRIB TIMBERS FROM DAMAGE DURING
CONSTRUCTION.

CONSTRUCT STEEL PILE WHARF, INCLUDING REINFORCED CONCRETE DECK,

ALL FENDER, AND MISCELLANEOUS COMPONENTS.
INSTALL REINFORCED CONCRETE DECK ON TIMBER CRIB WHARF.

REINFORCED CONCRETE NOTES:

ALL CONCRETE MATERIALS AND METHODS OF CONSTRUCTION TO
CSA—-A23.1, AND METHODS OF TEST FOR CONCRETE TO CSA-—-A23.2.

MINIMUM COMPRESSIVE STRENGTH OF CONCRETE AT 28 DAYS AND CLASS

OF EXPOSURE SHALL BE AS FOLLOWS:

a. PILE CAPS. SLABS ON GRADE, ELEVATED SLABS, AND RETAINING
WALLS i, 35 MPa/C-1.

b. ROCK SOCKETS AND THE BOTTOM 3m OF PIPE PILES
............................................ 40 MPa/C—1 (WITH
CONSOLIDATION /NON—SHRINK CHARACTERISTICS).

c. PIPE PILES ABOVE THE BOTTOM 3m OF PIPE PILES
............................................ 35 MPa/C—1 (WITH
CONSOLIDATION/NON—SHRINK CHARACTERISTICS).

CONCRETE PROTECTIVE COVER TO BE 75mm, UNLESS NOTED OTHERWISE

ON DRAWINGS.

ALL REINFORCING STEEL SHALL HAVE A MINIMUM YIELD POINT STRENGTH

OF 400 MPa (WELDABLE) AND SHALL CONFORM TO CSA G30.18-—M,
LATEST EDITION.

STRUCTURAL STEEL NOTES:
STRUCTURAL STEEL SHALL CONFORM TO THE FOLLOWING CSA STANDARDS

AND ASTM STANDARDS:

c. HOLLOW STRUCTURAL SECTION (HSS): ASTM A500 GRADE C OR
EQUIVALENT.

d. 610 DIAMETER PIPE PILES: ASTM A252 GRADE 3 (310 MPa YIELD).

e. ANGLES, CHANNELS AND MISCELLANEOUS PLATES 300W OR
EQUIVALENT.

f. HIGH STRENGTH BOLTS: ASTM F3125 GRADE A325 TYPE 1
GALVANIZED.

ALL WELDING SHALL BE IN ACCORDANCE WITH CSA STANDARD W59
LATEST EDITION.

FABRICATE, DELIVER TO SITE AND ERECT STEELWORK IN ACCORDANCE
WITH CAN/CSA—S6, LATEST EDITION.

B N :

TIMBER TO BE TREATED TO CAN/CSA—080 SERIES—15 FOR MARINE
CONSTRUCTION COASTAL WATERS, UNLESS NOTED OTHERWISE.

MACHINE BOLTS TO INCLUDE 2 WASHERS AND 1 NUT EACH, ANCHOR

BOLTS TO INCLUDE 1 WASHER AND 1 NUT EACH, AND SHEATHING BOLTS
TO INCLUDE 1 WASHER AND 2 NUTS EACH, UNLESS NOTED OTHERWISE.
LENGTH OF BOLTS TO BE VERIFIED BY THE CONTRACTOR. STEEL PLATE
WASHERS, SUITABLY DRILLED TO RECEIVE BOLTS, TO BE SELECTED FOR
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