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STUDDED OR DRILLED, 2000mm ht. , 7.5 Ibs

PAINTED HEAVY METAL T-POSTS @ 2m O.C.

1.2m ht. 25mm X 25mm  1.29mm
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ACTIVE CONSTRUCTION ZONE

10M @ 300mm O/C

10M @ 300mm O/C

150mm DEPTH COMPACTED

GRAVEL SUBBASE

100mm DEPTH CONC. PAD
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 SEED MIX ON

150mm DEPTH TOPSOIL

PERMAVOID 85 WATER ATTENTUATION / STORAGE

UNITS WRAPPED IN GEOTEXTILE (MIRAFI 1100N)

50mm PVC DISCHARGE

(4 TOTAL)
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THIS DRAWING AND DESIGN SHALL NOT BE USED, REUSED, OR REPRODUCED WITHOUT

THE CONSENT OF McELHANNEY CONSULTING SERVICES LTD. (McELHANNEY). McELHANNEY

WILL NOT BE HELD RESPONSIBLE FOR THE IMPROPER OR UNAUTHORIZED USE OF THIS

DRAWING AND DESIGN.

THIS DRAWING HAS BEEN PREPARED FOR THE CLIENT IDENTIFIED, TO MEET THE

STANDARDS AND REQUIREMENTS OF THE APPLICABLE PUBLIC AGENCIES AT THE TIME OF

PREPARATION. McELHANNEY, IT'S EMPLOYEES, SUBCONSULTANTS AND AGENTS WILL NOT

BE LIABLE FOR ANY LOSSES OR OTHER CONSEQUESNCES RESULTING FROM THE USE OR

RELIANCE UPON, OR ANY CHANGES MADE TO THIS DRAWING, BY ANY THIRD PARTY

INCLUDING CONTRACTORS, SUPPLIERS, CONSULTANTS, AND STAKEHOLDERS, OR THEIR

EMPLOYEES OR AGENTS, WITHOUT McELHANNEY'S PRIOR WRITTEN CONSENT.

INFORMATION ON EXISTING UTILITIES AND / OR CONCEALED STRUCTURES MAY NOT BE

COMPLETE OR ACCURATE. McELHANNEY, IT'S EMPLOYEES AND DIRECTORS ARE NOT

RESPONSIBLE NOR LIABLE FOR THE LOCATION OF ANY UNDERGROUND CONDUITS, PIPES,

CABLES, OR OTHER FACILITIES WHETHER SHOWN OR OMITTED FROM THIS DRAWING.

PRIOR TO CONSTRUCTION, CONTRACTOR SHALL EXPOSE LOCATIONS OF ALL EXISTING

FACILITIES BY HAND DIGGING OR HYDROVAC AND ADVISE THE ENGINEER OF POTENTIAL

CONFLICTS.
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LANDSCAPE PLAN
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SITE GRADING

ELK ISLAND NATIONAL PARK, AB

FORT SASKATCHEWAN

REHABILITATION

VISITORS CENTRE
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EXISTING TREES TO BE

RETAINED TYP.

SWALE

EXISTING GRASS

& LANDSCSAPE

FEATHER TO EXISTING

CONCRETE PAD

SCALE: N.T.S

2

PLANTING BED WIDTH VARIES

MIN. 500mm FROM

CLEAN EDGE DETAIL

TYPICAL

N.T.S.

CONIFEROUS OR DECIDUOUS SHRUB

WALK TO MATURE SHRUB

CONIFEROUS/DECIDUOUS SHRUB/PERENNIAL PLANTING1

L1.00

SCALE: N.T.S

NOTES:

· PRUNE ONLY DEAD, BROKEN, OR DISEASED

BRANCHES TO MAINTAIN PROPER SHRUB FORM.

(DECIDUOUS ONLY)

· DO NOT ROTOTILL WITHIN 1.0m OF U/G POWER,

TELEPHONE AND GAS ALIGNMENTS.

· DIG ALL ROOT HOLES BY HAND WHEN CLOSER THAN

1.0m TO U/G POWER, TELEPHONE AND GAS

ALIGNMENTS.

100mm MIN. MULCH. CONIFEROUS BARK OR APPROVED

EQUAL. TAPER MULCH TO BASE OF SHRUB.

RE-ESTABLISH ANY DAMAGED

SEED/ SOD AS PER SPECIFICATIONS

UNDISTURBED NATIVE SUBSOIL

ROTOTILL 150mm NATIVE SOIL. ADD TOPSOIL

AS PER LANDSCAPE ARCHITECT'S DIRECTIONS.

300mm MIN. DEPTH TOPSOIL, MODERATELY

COMPACTED. ENSURE STABILITY OF ROOT BALL.

SPREAD ROOTS EVENLY THROUGHOUT

TOPSOIL. PRUNE ALL DAMAGED ROOTS.

MIN. 450mm FROM

EDGE TO MATURE SHRUB

1
5

0
m

m

POTTED

ROOT

BARE

ROOT

TREE PROTECTION C\W SILT FENCE

SCALE: 1:50

3

EXISTING GRASS

& LANDSCSAPE

PARTIAL SITE PLAN

SCALE: 1:200

4

L1.00

L1.00L1.00

REMOVE EXISTING POST

TOP LIGHTS. REMOVE

EXISTING OLD WALKWAY

& REPLACE WITH NEW.

NEW CONCRETE AS PER

DETAIL 2: CONCRETE PAD
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