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WALL CLEANOUT DETAIL
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N.T.S.

STANDARD PIPE CLAMP

STANDARD BEARING PLATE

M—605| M—605
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MINIMUM OF TWO LAYERS OF RIBBED OR
WAFFLE PATTERN NEOPRENE TO PROVIDE
SEPARATION BETWEEN PIPE CLAMP &
BUILDING. 16 GAUGE SS PLATE BETWEEN
LAYERS OF NEOPRENE.
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FLOOR CONSTRUCTION
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NOTE:
< T P PACKING MATERIAL AND SEALER TO BE
U.L. APPROVED FOR PENETRATIONS
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METAL SLEEVE PROVIDED BY

PACKED WITH FIBROUS MATERIAL ALL

MECH. CONTRACTOR.

NOTE: NEOPRENE SHOULD BE 50
DUROMETER
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PIPE PE

N.T.S.

NSULATON‘\

ETRATION—FLOOR

AROUND

SEAL TOP AND BOTTOM WITH
NON—HARDENING RESILIENT SEALER

\—INSULATION
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M;Qs]bs'os

WALL CONSTRUCTION

PACKED WITH 1/2” ANNULAR
/JOINT LOOSE GLASS FIBER

r

.

PIPE PENE

\¥SEAL BOTH SIDES AIR TIGHT WITH
xNON—HARDENING RESILIANT SEALER

METAL SLEEVE PROVIDED BY THIS
CONTRACTOR

NOTES:

PACKING MATERIAL AND SEALER TO BE
U.L. APPROVED FOR PENETRATIONS
THROUGH FIRE RATED WALLS/FLOORS
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[RATION—WALL
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PROTECT FINISH GRATE WITH
DUCT TAPE DURING
CONSTRUCTION

STRAINER ADJUSTABLE HEIGHT—
ENSURE TOP OF STRAINER

FLUSH W/ FINISHED FLOOR

/

GROUT FLOOR DRAIN AND
STRAINER IN PLACE

TILED FINISHED FLOOR
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DEPTH OF S
4 CONCRETE TO
BE CONFIRMED , T “
,ON STE. . © L
2 A 4 3 )
/ \_[TRAP PRIMER /
/ CONNECTION STUB]
SANITARY PIPE. SEE
PLANS FOR SIZE.

(2

FLOOR DRAIN
M-'%G'OS

N.T.S.

DETAIL

TOP OF COVER TO BE FLUSH
WITH TOP OF FLOOR

FLOOR

1/8 BEND

SANITARY LINE —
LENGTH AS NEEDED

SANITARY LINE

1/8 BEND IF CLEANOUT
OCCURS AT END OF LINE
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FLOOR [ _
M-%GOS

CLEANOUT DETAIL
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TRAP PRIMER VALVE
c/w VACUUM BREAKER
(MIFAB #MR—500)
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TRAP PRIMER
DISTRIBUTION UNIT

(MAX 4 OUTLETS)

NOTE:

PROVIDE TRAP PRIMER AS
SHOWN TO ALL FLOOR DRAIN
INCLUDING SHOWER DRAINS.

FLOOR LEVEL

= J \ 7
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TRAP PRIMER DETAIL

(6

M-605( M-605

N.T.S.

DOME

FLOW CONTROL WEIR

WATERPROOFING
MEMBRANE

/ GRAVEL BALLAST

TYPICAL ROOF
CONSTRUCTION

UPPER DECK CLAMP

BODY [THREADED CONNECTION] [MJ COUPLING]

PIPE. REFER TO PLANS FOR EXACT SIZE

ROOF DRAIN DETAIL

N.T.S.

M-605(M-605

LENGTH OF TRENCH DRAIN TO BE

AS INDICATED ON DRAWINGS

TRENCH GRATE & FRAME
AS SPECIFIED

FINISHED FLOOR—\

100mm (47)

CONCRETE TRENCH BY GENERAL CONTRACTOR
COORDINATE EXACT DIMENSIONS ON SITE.

WIDTH OF TRENCH DRAIN TO BE

AS INDICATED ON DRAWINGS
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TRENCH DRAIN DETAIL

N.T.S.

SECTION OF BLOCK TYPE INSULATION
— TO BE SAME LENGTH AS

M-605
_/

BOTTOM CHORD OF
TRUSS OR "TJI”

38 x 38 CHANNEL —
UNISTRUT P—1000

SPAN MINIMUM OF 3
TRUSSES TYPICAL

UNISTRUT NUT
WITH SPRING

HANGER ROD - SEE/
SPECIFICATION

FOR SIZES

CLEVIS ASSEMBLY _____—1

SEE SPECIFICATIONS =

INSULATION \

PROTECTIVE SHIELD
— TYPICAL

PROTECTIVE SHIELD

PIPE HANGER DETAIL
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This Permit Allows

WSP CANADA INC.

Member in Responsible Charge:

TYLER GALLANT, P.Eng. No. 07999
To practice Professional Engineering
in Newfoundland and Labrador.
Permit No. as issued by PEGNL _L0075
which is valid for the year _2017 .

Newfoundland
and Labrador
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prime

consultant:

ARCHITECTURE ‘ 409

sub consultant:

BWSP

GE

NERAL NOTES:

1.

CONTRACTOR TO VERIFY ALL DIMENSIONS &
EXISTING CONDITIONS ON SITE. ANY
DISCREPANCIES OR UNSATISFACTORY CONDITIONS
TO BE REPORTED TO THE OWNER’S
REPRESENTATIVE BEFORE PROCEEDING WITH THE
WORK.

COORDINATE ALL MECHANICAL WORK INCLUDING
REMOVAL OF EXISTING MECHANICAL EQUIPMENT
ON SITE WITH THE GENERAL CONTRACTOR, OTHER
TRADES AND THE OWNER'S REPRESENTATIVE.

INFORMATION PERTAINING TO EXISTING
MECHANICAL EQUIPMENT SHOWN ON THE
DRAWINGS IS BASED ON AS—BUILT INFORMATION
PROVIDED BY THE OWNER. THESE DRAWINGS MAY
NOT FULLY OR ACCURATELY REFLECT THE
EXISTING CONDITIONS. EQUIPMENT AND SERVICES
MAY NOT BE IN THE EXACT LOCATION SHOWN.
CONFIRM ALL EXISTING CONDITIONS IN FIELD.
REFER TO ARCHITECTURAL DRAWINGS FOR EXTENT
OF ARCHITECTURAL WORK.

WHERE MECHANICAL SERVICES(PIPING, DUCT,
ELECTRICAL AND CONTROLS) ARE CALLED UP TO
BE REMOVED COMPLETE, ALL REDUNDANT
SERVICES TO BE CAPPED CONCEALED IN CEILING,
WALLS OR BELOW FLOOR. CAP REDUNDANT
SERVICES BACK WITHIN 150mm OF PIPE MAIN,
DUCT MAIN, JUNCTION BOX, PANEL, ETC

TEST ADJUST AND BALANCE ALL AR SYSTEMS TO
VALUES SHOWN ON DRAWINGS AND AS DETAILED
IN ACCORDANCE WITH THE CONTROL SEQUENCE.
INCLUDE ALL MODES OF OPERATION IN THE TAB.
COORDINATE THE SAME WITH THE TAB
CONTRACTOR. TAB CONTRACTOR SHALL BE NEBB
CERTIFIED.

ALL DEMOLITION TO BE CARRIED OUT IN
ACCORDANCE WITH THE ARCHITECTURAL PHASING
DRAWINGS. REFER TO ARCHITECTURAL DRAWINGS
A-104 TO A-107.

MECHANICAL COMMISSIONING TO BE COMPLETED
IN ACCORDANCE WITH THE ARCHITECTURAL
PHASING DRAWINGS. REFER TO ARCHITECTURAL
DRAWINGS A-104 TO A-107. MECHANICAL
CONTRACTOR IS RESPONSIBLE TO COORDINATE
COMMISSIONING SCHEDULE WITH COMMISSIONING
AGENT.
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