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BKH1 AROUND
PERIMETER OF ROOM
(TYPICAL UNLESS
NOTED OTHERWISE)

EQ1 EQ1

EQ
2

EQ
2

BKH2

BRACING (SEE STRUC)

FINISH CEILING (SEE
ROOM SCHEDULE)

CHANNEL (SEE STRUC)

NOTE:  LOCATE FLOOR SOCKETS AS
REQUIRED BY GRILLE SUPPLIER,
PRE-DRILL EXISTING CONCRETE FLOOR
SLAB AS REQUIRED TO RECEIVE FLOOR
SOCKETS AND INSTALL PER SUPPLIER'S
RECOMMENDATIONS

30
00

70
±

CONFIRM DIMENSION WITH
GRILL SUPPLIER

16 mm GYPSUM BOARD EACH
SIDE OF 152 mm METAL STUDS
@ 400 OC (CONSTRUCT TO
UNDERSIDE OF EXISTING
METAL DECK)

GRILLE TRACK, MOUNT TO STEEL CHANNEL

GRILLE

WOOD BLOCKING TO SUIT AT
EACH SIDE TRACK
GYPSUM BOARD C/W J BEAD

FINISH CEILING (SEE
ROOM SCHEDULE)

CONTINUOUS 38 mm THICK
WOOD BLOCKING (WIDTH
TO SUIT PARTITION)

UNDERSIDE OF
GYPSUM BOARD TO
MATCH UNDERSIDE
OF FINISHED CEILING

NOTE:  DETAIL TYPICAL AT TOP OF
TEMPERED GLAZING AT SECURITY
105, DINING 147, AIRLINE TICKETING
(107, 108, 109, 110, 112), AND FLEX
TICKETING 111.  DETAIL ALSO
TYPICAL AT TOP OF GLAZING
AROUND VEST 120 AND 120A.

92 mm DIAGONAL METAL STUD BRACING
@ 400 OC (SECURED TO UNDERSIDE OF
EXISTING DECK)

152 mm STRUCTURAL METAL STUDS
@ 400 OC (SECURED TO UNDERSIDE
OF EXISTING DECK)

16 mm GYPSUM BOARD

10
0

50X25mm ALUMINUM
TOP CHANNEL

12mm MONOLITHIC
TEMPERED GLAZING

J TRIM EACH SIDE

FINISH CEILING (SEE
ROOM SCHEDULE)

50X25mm ALUMINUM
TOP CHANNEL

CONTINUOUS 38 mm THICK
WOOD BLOCKING (WIDTH
TO SUIT PARTITION)

UNDERSIDE OF
GYPSUM BOARD TO
MATCH UNDERSIDE
OF FINISHED CEILING

12mm MONOLITHIC
TEMPERED GLAZING

NOTE:  DETAIL TYPICAL AT TOP
OF ALL  TEMPERED GLAZING AT
MEETING ROOM 104 AND
CORRIDOR 174B

92 mm DIAGONAL METAL STUD BRACING
@ 400 OC (SECURED TO UNDERSIDE OF
EXISTING DECK)

10
0

'P4-SF' PARTITION

STRUCTURAL METAL  STUD

J TRIM EACH SIDE

FINISH CEILING (SEE
ROOM SCHEDULE)

FRAME AT TOP OF
TEMPERED GAZING

CONTINUOUS 38 mm THICK
WOOD BLOCKING (WIDTH
TO SUIT FRAME WIDTH)

TOP OF FRAME TO
MATCH UNDERSIDE
OF FINISHED CEILING

TRANSOM OF
AUTOMATIC SLIDING
ENTRANCE DOOR
SYSTEM

NOTE:  DETAIL TYPICAL AT
TOP OF DOOR 100 AND 136

152 mm DIAGONAL METAL STUD BRACING
@ 400 OC (SECURED TO UNDERSIDE OF
EXISTING DECK)

152 mm METAL STUDS @ 400 OC
(SECURED TO UNDERSIDE OF
EXISTING DECK)

LEGEND:

PERFORATED PANEL CEILING
(600x1200 ARMSTRONG
WOODWORKS VENEERED
PERFORATED PANELS)

ACOUSTICAL PLANK CEILING
(600x2400 ARMSTRONG
OPTIMA PLAN PLANK)

610x1220 ACOUSTIC CEILING
TILE SYSTEM

610x610 ACOUSTIC CEILING
TILE SYSTEM

BKH1 GYPSUM BOARD BULKHEAD - TYPE 1
(SEE DETAIL 2 ON DRAWING A-114)

~EXP~ EXPOSED

~EXIST~ EXISTING CEILING

SGBC SUSPENDED GYPSUM BOARD CEILING

BKH2 GYPSUM BOARD BULKHEAD - TYPE 2
(SEE DETAIL 3 ON DRAWING A-114)

BKH3 GYPSUM BOARD BULKHEAD - TYPE 3
(SEE DETAIL 4 ON DRAWING A-114)

BKH4 GYPSUM BOARD BULKHEAD - TYPE 43
(SEE DETAIL 5 ON DRAWING A-114)

610x1220 ACOUSTIC CEILING
TILE SYSTEM (BLACK TILES)

MECHANICAL/ELECTRICAL ITEMS SHOWN FOR REFERENCE ONLY. REFER TO MECHANICAL/ELECTRICAL DRAWINGS FOR
COMPLETE INFORMATION, INCLUDING IDENTIFICATION, EXACT LOCATIONS, QUANTITY, TYPE .

CEILING MOUNTED LIGHTING

CEILING MOUNTED
MECHANICAL LOUVRES
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