
SEALANT AND BACKING ROD

SEALANT AND BACKING ROD

TYPICAL EXISTING WALL
CONSTRUCTION

125±

15
0

15
0

FINISH CEILING

CONTINUOUS WOOD BLOCKING
(SIZE TO SUIT)

Z-BAR FOR  SUPPORT OF EXISTING
METAL SIDING (SIZE TO SUIT)

METAL FLASHING C/W DRIP

SLOPED WOOD BLOCKING
(5% SLOPE)

CONTINUOUS WOOD BLOCKING
(SIZE TO SUIT)

AIR/VAPOUR BARRIER MEMBRANE

PEEL/STICK FLEXIBLE MEMBRANE
FLASHING

10 mm CONT. STEEL PLATE

L89x89x9.5 ANGLE LINTELS OVER
OPENING.  EMBED MINIMUM 150
mm EACH SIDE OF OPENING

REMOVE EXISTING WALL CONSTRUCTION AS
REQUIRED TO FACILITATE INSTALLATION OF
NEW COMPONENTS.  REINSTATE EXISTING
CONSTRUCTION AFTER COMPLETION OF
NEW WORK.

PLASTIC LAMINATE ON 16 mm
PLYWOOD SUBSTRATE

30
00

UNDERSIDE OF
PLATE/CEILING

TYPICAL EXISTING
FLOOR CONSTRUCTION

EXISTING PERIMETER INSULATION

EXISTING FOUNDATION WALL

SEAL AIR/VAPOUR BARRIER MEMBRANE
TO TOP OF FOUNDATION WALL

METAL FLASHING AT JAMB

METAL FLASHING OVER EXISTING
PERIMETER INSULATION

HOLLOW INSULATED
METAL DOOR

ASPHALT (SLOPE AWAY
FROM DOOR)

DOOR THRESHOLD C/W FULL
SEALANT BEAD UNDERNEATH.
WIDTH OF THRESHOLD TO SUIT

25
MIN

METAL TRIM TO MATCH
EXISTING

SHIM AS REQUIRED AND FILL VOID
WITH LOW-EXPANSION SPRAY-FOAM
INSULATION (TYPICAL ALL AROUND)

6 50-300

6 50-300

EDGE OF THRESHOLD NOT TO PROTRUDE
PAST EDGE OF EXISTING FOUNDATION WALL

HOLLOW INSULATED METAL DOOR

SEALANT AND BACKING RODSEALANT AND BACKING ROD

TYPICAL EXISTING WALL
CONSTRUCTION

125±

SHIM AS REQUIRED AND FILL
VOID WITH LOW-EXPANSION
SPRAY-FOAM INSULATION
(TYPICAL ALL AROUND)

15
0

CONTINUOUS WOOD BLOCKING
(SIZE TO SUIT)

METAL FLASHING

CONTINUOUS WOOD BLOCKING
(SIZE TO SUIT)

19 mm EXTERIOR GRADE
PLYWOOD SECURED TO
EXISTING BLOCK

REMOVE EXISTING WALL CONSTRUCTION AS
REQUIRED TO FACILITATE INSTALLATION OF
NEW COMPONENTS.  REINSTATE EXISTING
CONSTRUCTION AFTER COMPLETION OF
NEW WORK.

64

PLASTIC LAMINATE ON 16 mm
PLYWOOD SUBSTRATE

AIR/VAPOUR BARRIER MEMBRANE
LAPPED AND SEALED TO
EXISTING AIR/VAPOUR BARRIER

METAL FLASHING
C/W DRIP

15
0

15
0

30
00

10 mm STEEL PLATE
(SEE STRUC)

UNDERSIDE OF PLATE

127 mm PERIMETER
INSULATION (RS1 4.4)

FOUNDATION WALL

FLOOR CONSTRUCTION -
TYPE 113

13

HIGH SPEED DOOR

LINTEL (SEE STRUC)

WEATHER STRIP

METAL FLASHING
AT JAMB

91±

38 mm O.D. GALV. STEEL PIPE
FULL WIDTH OF OPENING,
ANCHORED INTO CONCRETE
SLAB.  FILL PIPE WITH MINERAL
OIL AND CAP ENDS.  SEE
ELECTRICAL FOR HEAT-TRACING
REQUIREMENTS

WALL CONSTRUCTION -
TYPE 1

FILL HSS WITH SPRAY-FOAM
INSULATION

CONTINUOUS WOOD
BLOCKING (SIZE TO SUIT)

SLOPED WOOD BLOCKING
(5% SLOPE)

PEEL/STICK FLEXIBLE
MEMBRANE FLASHING

ASPHALT APRON (SLOPE
AWAY FROM DOOR)

DETAIL TYPICAL FOR HIGH
SPEED DOOR X06

38
0

10 mm CONT. GALV. BENT
STEEL PLATE.

DOOR TRACK

HIGH SPEED DOOR

METAL FLASHING

FOAM GASKET

WALL CONSTRUCTION - TYPE 1

MASONRY ANCHORS @ 300 OC
(COUNTER SINK HEADS FLUSH
WITH PLATE)

91
±

GROUT-FILL ENDS OF
BLOCK

150

33
0

WEATHER STRIP

DETAIL TYPICAL FOR HIGH
SPEED DOOR X06

FLOOR CONSTRUCTION - TYPE 1

127 mm PERIMETER
INSULATION (RS1 4.4)

CONCRETE SLAB
(SLOPED TO DRAIN)

20
0

METAL FLASHING C/W DRIP

ISOLATION JOINT MATERIAL

FOUNDATION WALL

~PLENUM 126A~

CEMENT BOARD

WATERPROOFING MEMBRANE

~MECH ROOM 126~

HOLLOW INSULATED METAL DOOR

DOOR THRESHOLD C/W FULL
SEALANT BEAD UNDERNEATH.
WIDTH OF THRESHOLD TO SUIT

METAL FLASHING AT JAMB

L127x127x6.4 STEEL ANGLE

16 mm Ø HILTI EPOXY ANCHORS
ANCHORS @ 300 OC.  EMBED 100 mm

SEALANT AND BACKING
ROD (TYPICAL)

METAL FLASHING
C/W DRIP

LINTEL (SEE STRUC)

15
0

15
0

10 mm STEEL PLATE
(SEE STRUC)

UNDERSIDE OF PLATE

SHIM AS REQUIRED AND FILL
VOID WITH LOW-EXPANSION
SPRAY-FOAM INSULATION
(TYPICAL ALL AROUND)

22
00

'P34-FU' PARTITION

FILL HSS WITH SPRAY-FOAM
INSULATION

CONTINUOUS WOOD
BLOCKING (SIZE TO SUIT)

SLOPED WOOD BLOCKING
(5% SLOPE)

PEEL/STICK FLEXIBLE
MEMBRANE FLASHING

'P34-FU' PARTITION

METAL FLASHING

SHIM AS REQUIRED AND FILL VOID
WITH LOW-EXPANSION SPRAY-FOAM
INSULATION (TYPICAL ALL AROUND)

HOLLOW INSULATED METAL DOOR

CONTINUOUS PRESSURE TREATED
WOOD BLOCKING (SIZE TO SUIT)

SEALANT AND BACKING
ROD (TYPICAL)

SOLID END BLOCK

METAL FLASHING BELOW

DOOR THRESHOLD BELOW
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