
DN

NEW METAL
WALL-MOUNTED
HANDRAIL
(PAINTED).

STAIR
200

RETURN HANDRAIL
TO WALL

LEVEL 1 FLOOR

EXISTING CONCRETE IN METAL PAN STAIR

EXISTING 38x300 ± STEEL CHANNEL STRINGER

90
0

300

30 to 40 mm O.D. METAL WALL-MOUNTED HANDRAIL
(PAINTED).  MOUNT WITH 50 mm CLEARANCE
BETWEEN HANDRAIL AND FACE OF PARTITION,
HANDRAIL  TO BE CONTINUOUS TO TOP OF STAIRS
AT LEVEL 2

HANDRAIL BRACKET(REMOVE PORTION OF EXISTING
GYPSUM BOARD AS REQUIRED TO INSTALL WOOD
BLOCKING IN STUD CAVITY FOR ATTACHMENT OF
HANDRAILS AND REINSTATE GYPSUM BOARD FINISH)

30 to 40 mm O.D. METAL WALL-MOUNTED
HANDRAIL (PAINTED).  MOUNT WITH 50 mm
CLEARANCE BETWEEN HANDRAIL AND FACE OF
PARTITION.  HANDRAIL  TO BE CONTINUOUS TO
BOTTOM OF STAIRS AT LEVEL 1

LEVEL 2 FLOOR

EXISTING CONCRETE IN METAL
PAN STAIR

EXISTING 38x300 ± STEEL CHANNEL
STRINGER

90
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300

90
0

RETURN HANDRAIL
TO WALL

HANDRAIL BRACKET(REMOVE PORTION
OF EXISTING GYPSUM BOARD AS
REQUIRED TO INSTALL WOOD
BLOCKING IN STUD CAVITY FOR
ATTACHMENT OF HANDRAILS AND
REINSTATE GYPSUM BOARD FINISH)
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REMOVE PORTION OF
EXISTING GYPSUM BOARD AS
REQUIRED TO INSTALL WOOD
BLOCKING AND REINSTATE
GYPSUM BOARD FINISH

30 to 40 mm O.D. METAL
WALL-MOUNTED HANDRAIL
(PAINTED).  MOUNT WITH 50 mm
CLEARANCE BETWEEN HANDRAIL
AND FACE OF PARTITION 50

EXISTING LOW-HEIGHT PARTITION
(16 FIRE-RATED GYPSUM BOARD ON
64 mm METAL STUDS @ 300 OC)

WOOD BLOCKING AT HANDRAIL
BRACKET LOCATIONS

REMOVE EXISTING GYPSUM
BOARD TO EXPOSE EXISTING
STUD / WOOD BLOCKING

 LEVEL 2 FLOOR

EXISTING LOW-HEIGHT PARTITION
AT SIDE OF EXISTING STAIRS

16 mm TYPE X GYPSUM BOARD
ON WOOD STUDS/BLOCKING
(SIZED TO SUIT)

LAG SCREWS (SIZE AND
SPACING TO SUIT)

EXISTING STAIRS / STRINGER ON
OPPOSITE SIDE OF PARTITION
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50

30 to 40 mm O.D. METAL
WALL-MOUNTED HANDRAIL
(PAINTED).  MOUNT WITH 50 mm
CLEARANCE BETWEEN HANDRAIL
AND FACE OF PARTITION

EXISTING PARTITION BETWEEN
STAIRS (16 FIRE-RATED
GYPSUM BOARD ON 64 mm
METAL STUDS @ 300 OC)

REMOVE EXISTING GYPSUM
BOARD TO EXPOSE EXISTING
STUD / WOOD BLOCKING

16 mm TYPE X GYPSUM BOARD
ON WOOD STUDS/BLOCKING
(SIZED TO SUIT)

LAG SCREWS (SIZE AND
SPACING TO SUIT)

WOOD BLOCKING AT HANDRAIL
BRACKET LOCATIONS

EXISTING CONCRETE IN
METAL PAN STAIR

UP

NEW METAL
WALL-MOUNTED
HANDRAIL
(PAINTED).

STAIR
164
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