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NEW EXTENSION EXISTING BUILDING

TYPICAL LEVEL 1 EXISTING ROOF CONSTRUCTION
(CONFIRM ON SITE)

CAP SHEET MEMBRANE
BASE SHEET MEMBRANE
ROOF INSULATION (MINIMUM 125 mm THICK),
    TAPERED WHERE REQUIRED
VAPOUR BARRIER
SHEATHING
ROOF DECK
STEEL STRUCTURE

TYPICAL EXISTING WALL CONSTRUCTION
(CONFIRM ON SITE)

31 mm METAL SIDING
25 mm AIR SPACE AND SUPPORT
   STRUCTURE
50x100 mm HORIZONTAL WOOD MEMBERS
50 mm RIGID INSULATION
50x100 mm VERTICAL WOOD STRAPPING
50 mm RIGID INSULATION
AIR/VAPOUR BARRIER MEMBRANE
190 mm CONCRETE BLOCK
16 mm GYPSUM BOARD FINISH ON
    METAL FURRING (AT FINISHED WALL
     LOCATIONS)

TYPICAL EXISTING FLOOR CONSTRUCTION
(CONFIRM ON SITE)

FINISH FLOOR
CONCRETE SLAB
VAPOUR BARRIER
50 mm SAND
CRUSHED STONE

TYPICAL LEVEL 2 EXISTING ROOF CONSTRUCTION
(CONFIRM ON SITE)

CAP SHEET MEMBRANE
BASE SHEET MEMBRANE
ROOF INSULATION (MINIMUM 125 mm THICK),
    TAPERED WHERE REQUIRED
VAPOUR BARRIER
SHEATHING
ROOF DECK
STEEL STRUCTURE

TYPICAL LEVEL 2 FLOOR CONSTRUCTION
(CONFIRM ON SITE)

62 mm CONCRETE TOPPING (EXISTING)
38 mm METAL DECK (EXISTING)
STEEL STRUCTURE (EXISTING)
NEW FIRE INTUMESCENT COATING (1 HR FRR)
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TYPICAL EXISTING WALL
CONSTRUCTION

TYPICAL EXISTING WALL
CONSTRUCTION

TYPICAL LEVEL 1 EXISTING
ROOF CONSTRUCTION

EXISTING CANOPY

TYPICAL EXISTING
FLOOR CONSTRUCTION
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TOP OF EXISTING STEEL

TOP OF EXISTING FLOOR SLAB

WINDBREAK

TYPICAL EXISTING SOFFIT
CONSTRUCTION
(CONFIRM ON SITE)

METAL LINEAR SOFFIT
AIR SPACE
100 mm RIGID INSULATION
VAPOUR BARRIER
16 mm PLYWOOD
WOOD FURRING
STEEL ANGLES

WALL CONSTRUCTION - TYPE 1

38 mm METAL SIDING
152 mm Z-BARS C/W THERMAL SPACERS
127 mm POLYISOCYANURATE
   INSULATION (5.3 RSI)
PEEL & STICK AIR/VAPOUR BARRIER
   MEMBRANE
190 mm CONCRETE BLOCK

ROOF CONSTRUCTION - TYPE 1

2-PLY MODIFIED BITUMEN ROOF MEMBRANE
2 LAYERS OF 3mm RECOVERY BOARD
TAPERED INSULATION WHERE REQUIRED
   (SEE ROOF PLAN)
165mm POLYISOCYANURATE INSULATION (7.0 RSI)
VAPOUR BARRIER MEMBRANE
16 mm TYPE X GYPSUM BOARD (EXTERIOR GRADE)
38 mm METAL DECK
STEEL JOISTS
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ASPHALT (REFER TO CIVIL)

TOP OF STEEL
(TO MATCH EXISTING BUILDING)

TOP OF FLOOR SLAB
(TO MATCH EXISTING BUILDING)

127 mm PERIMETER INSULATION (RS1 4.4)

FLOOR CONSTRUCTION - TYPE 1

CONCRETE FLOOR SLAB C/W
   REINFORCING (BY STRUC)
0.25 mm THICK POLYETHYLENE
    VAPOUR BARRIER
CRUSHED STONE

FOUNDATION WALL

FOOTING

MECHANICAL
ROOM

126

50 mm SAND

2400

102 mm PERIMETER INSULATION (RS1 3.52)
SLOPED 1:24 AWAY FROM BUILDING
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TOP OF PARAPET
(TO MATCH EXISTING BUILDING AT GRID LINE 1)
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ROOFING MEMBRANES
CARRIED UP/OVER PARAPET

75
METAL TRIM

ROOF CONSTRUCTION - TYPE 1

FILL VOIDS WITH MINERAL
WOOL INSULATION

38x140 WOOD STUDS
@ 400 OC

WALL CONSTRUCTION - TYPE 1

19x89 WOOD SHIM

2 LAYERS 16 mm EXTERIOR GRADE PLYWOOD METAL CAP FLASHING

CANT

16 mm EXTERIOR GRADE PLYWOOD

16 mm EXTERIOR GRADE
PLYWOOD

BOND BEAM
(SEE STRUC)

2% SLOPE (SEE STRUC)

FLOOR CONSTRUCTION - TYPE 1

127 mm PERIMETER
INSULATION (RS1 4.4) C/W
INTEGRAL CEMENT BOARD
TO 300 mm BELOW GRADE

EXISTING ASPHALT
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WALL CONSTRUCTION - TYPE 1

METAL FLASHING C/W DRIP
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ISOLATION JOINT MATERIAL

NEW FOUNDATION WALL

SEAL AIR/VAPOUR BARRIER MEMBRANE
TO TOP OF FOUNDATION WALL

30
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127 mm PERIMETER
INSULATION (RS1 4.4)

CEMENT BOARD

METAL J-CHANNEL

PEEL AND STICK FLASHING
DOWN OVER METAL FLASHING

THERMAL SPACER

13mm COMPRESSIBLE FILLER
BOARD W/ CAPPING
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DOWEL, SEE STRUCTURAL
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