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BACK/SIDE SPLASH:  SS1,
INTEGRAL SOLID SURFACE
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38X38X6mm STEEL ANGLE, BOLT
TO WALL W/ 6mm LAG SCREWS

19mm PLYWOOD SUPPORT
(SEE DETAIL 8 ON SHEET A-401

22
5

38mm WOOD BLOCKING IN WALL

SECTION TYPICAL FOR WASHROOMS
139, 140, 159, 207, 208, AND 209.

FLOOR

BOLT ANGLE TO PLYWOOD, TYP.

BOLT ANGLE TO PLYWOOD

FASTEN ANGLE TO
COUNTERTOP

GRAB BAR - TYPE 1 (900mm LONG)

GRAB BAR - TYPE 2 (600mm LONG)

TOILET TISSUE HOLDER (DOUBLE ROLL)

DOOR PULL

COAT HOOK

SANITARY NAPKIN DISPOSAL

PAPER TOWEL DISPENSER/DISPOSAL

HAND DRYER

NEW CONSTRUCTION KEYNOTES

LIQUID SOAP DISPENSER

MIRROR

MALE WASHROOM 139 (AW 16)

FEMALE WASHROOM 140 (AW 17)

WASHROOM 159 (AW 6)

WOMAN'S
WASHROOM 209
(AW 30)

MEN'S
WASHROOM 208
(AW 29)

NOTES:

1. FOR COUNTERS IN WASHROOM'S 158, 159, 208, AND 209,
CONFIRM DIMENSIONS BETWEEN PARTITIONS PRIOR TO
FABRICATION.

2. MATERIAL GROUP: GROUP C MILLWORK FINISH

PLYWOOD SUPPORTS @EACH SIDE OF SINK AS
SHOWN AND @1200mm MAX. SPACING. AT ENDS OF
COUNTER WHERE A PARTITION OCCURS, SUPPORT
USING 38mm WOOD BLOCKING, TYPICAL FOR
WASHROOM WITH VANITIES.

BABY CHANGE STATION

NOTE:

PROVIDE / INSTALL SOLID WOOD BLOCKING IN
CAVITY OF METAL STUD PARTITIONS FOR
SECURING ACCESSORIES TO FACE OF PARTITIONS.
ENSURE BLOCKING CAN WITHSTAND 1.3kN FORCE
FOR GRAB BARS AND MFR. RECOMMENDED
CAPACITY FOR CHANGE TABLE.

38x38x6mm STEEL ANGLE
SUPPORT AT PARTITION,
TYP.
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WASHROOMS 208 , 209 (AW 29,30)

TYP. TYP.


