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|_TOP OF CONCRETE CURB

NEW STEEL MANHOLE AND CONCRETE BASIN

250 VENT RISER EXTENDED TO WITHIN 50mm OF

200 OPW 104A-1800 OR EQUAL

GRADE OF CONCRETE TANK STORAGE PAD

e

EXTEND OIL STOP VALVE VENT ABOVE UNDERSIDE OF GRATING
CURB ELEVATION. CONTRACTOR TO
ENSURE ROUTING OF VENT PIPING IS ,
NOT A TRIPPING HAZARD. N 5 800

230

MANUAL LIFT CABLE TO BE HUNG FROM ——"
EXISTING GRATING FRAME

ELEVATION TO SUIT SITE CONDITIONS:
CONTRACTOR TO VERIFY.

FIELD DETERMINED

NEW OIL STOP VALVE SIZED TO SUIT e
OUTLET PIPE c/w SLAVE VALVE
STAINLESS STEEL CONSTRUCTION

12mm@ EPOXY ANCHORS EMBEDDED ——
‘ min. 100mm

\

450mm@ CAST IRON MANHOLE

PROVIDE 100mm DRAIN SHUTOFF VALVE W/ GRADE

LEVEL EXTENSION T-HANDLE FOR TESTING

50mm LAYER OF HIGH DENSITY INSULATION.
/ - (EXTENDS 4'(1200mm) PAST ALL PARTS OF
DRAINAGE PIPING

ey

100mm PVC DRAINAGE PIPE.

FINAL ELEVATION OF PIPE TO BE SET BY
CONTRACTOR TO ENSURE GRAVITY
FLOW TO FINAL DRAINAGE LOCATION
MAINTAINS 2% SLOPE.
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NEW 300mm CLASS 'A GRAVEL -
COMPACTED TO 98% SPMDD

1% SLOPE TO DRAINAGE

100mm OUTLET PIPE CONTRACTOR
TO CONFIRM ELEVATION

PETROLEUM RESISTANT LINK SEAL,
OR GROUT LIQUID TIGHT

FLEXIBLE COUPLING PROVIDED
BY VALVE MFR.

OF EXISTING CATCHBASIN AS REQUIRED TO
PROVIDE A SOLID BASE TO MOUNT VALVE

1\ NEW OIL STOP VALVE MANHOLE AND CATCH BASIN

1:10

Umo 0 100 200 300 400 500 600 700 mm

CONTRACTOR TO PLACE CONCRETE IN BOTTOM

NOTE:

w N

LIFTING HARNESS IS SUPPLIED & INSTALLED FOR
CONTRACTOR'S USE. MUST BE REMOVED AFTER INSTALLATION
FLEXIBLE OUTLET CONNECTION SUPPLIED WITH EACH VALVE
1"@ VENT PIPE TO BE SUPPLIED & INSTALLED BY CONTRACTOR.
VENT PIPE MUST BE EXTENDED ABOVE MAXIMUM OIL LEVEL OR
OUTSIDE OF OIL SUMP. OIL MAY BYPASS STOP VALVE IF VENT IS
NOT INSTALLED PROPERLY. '

VALVE TO BE MOUNTED TO SUMP FLOOR. }4"@ HOLES ARE
PROVIDED IN BASE ANGLES. '

VALVE VAULT MUST BE PRIMED WITH WATER & FLOAT OPENED
PRIOR TO COMPLETION OF INSTALLATION.

MANUAL LIFTING CABLE HANDLE IS TO BE MOUNTED NEAR
MANHOLE BY CONTRACTOR. DO NOT USE MANUAL LIFTING
CABLE IF OIL IS PRESENT.
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