WEATHERHEAD c/w
SILICONE SEAL

FEEDERS UP TO NSPI 3—PHASE
TRANSFORMER BANK BY NSPI.

NEW SERVICE POLE
SUPPLY & INSTALL
BY UTILITY

UP TO OVERHEAD
PRIMARY TN

O™ )

N

COVER GROUND WIRE WITH
PLASTIC MOULDING AND
STAPLE WITH GALVANIZED
STAPLES EVERY 600mm

53mm (2") PVC CONDUIT
FOR COMMUNICATIONS

/ (
/78mm (3") PVC

LOOP

MAST,

WEATHERHEAD AND DRIP
BY CONTRACTOR.

CONNECTIONS TO BE MADE
BY NSPI

RIGID PVC CONDUIT

STRAP RIGID PVC CONDUIT TO POLE
WITH PVC STRAPS EVERY 1500mm

SPARE 78mm (3") PVC
CONDUIT INTO ELECTRICAL BLDG.
CAP AND SEAL AT BOTH ENDS

CONDUIT FOR POWER TO

ELECTRICAL BLDG. INSTALL TO NSPI

STANDARDS.

1000

FINISHED GRADE

150

300

GROUND
ROD

600

600

TO ELECTRICAL
BUILDING.

/

#2/0 BARE Cu. GROUND—
TIE TO ELECTRICAL BLDG.

DETAIL — NEW SERVICE POLE

78mm (3" DBZ,/

PVC CONDUIT

(1)

NOTE:

-t
.

o &> D

ALL DIMENSIONS ARE IN MILLIMETERS.

CONDUIT SHALL BE SECURED TO THE POLE WITH CONDUIT STRAPS.
ALL CONDUITS MUST BE SWABBED AND DEBRIS REMOVE.
SPARE CONDUIT TO BE CAPPED AT BOTH ENDS.

ALL CONDUITS MUST HAVE A NYLON PULL CORD INSTALLED PRIOR TO CAPPING.

SCALE :

N.T.S.

\E2/

NYLON PULL CORD — POLYETHYLENE BRAIDED TWINE, 4mm DIAMETER.

SERVICE POLE TO MEET WITH NSP! STANDARDS.

7. GROUNDING TO NSPI STANDARDS.

PATCH AND MAKE GOOD

/ FINISHED GRADE

150

600

YELLOW MARKING
~ TAPE

ROCK FREE BACKFILL

2-78mm RIGID PVC CONDUITS
CONCRETE ENCASED DUCTBANK

50

15M REBAR, T&B CONTINUOUS;— |
50mm MINIMUM COVER ALL -

[~ 53mm (2”) RIGID PVC CONDUIT

N4

233

AROUND. 4 REQUIRED.

~ 25mm x 300mm
WOODEN PLANK

DUCTBANK SECTION A

SCALE :
NOTES:

N.T.S.

1.  2-78mm RIGID PVC CONDUITS:
1 — CONTAINING 4#1 AWG RW75 Cu.

1 — SPARE.

2. ALL DIMENSIONS ARE IN MILLIMETERS.

CONCRETE

78mm RIGID
PVC CONDUIT
(SPARE)

ECTION — 'B'-—'B’

78mm RIGID
PVC CONDUIT
53mm RIGID
PVC CONDUIT

SCALE : N.T.S.

PATCH AND
MAKE GOOD

FINISHED GRADE—\ / YELLOW MARKING TAPE
4

s} /-—SOmm TREATED TIMBER.

/ TIMBER TO EXTEND 50mm

PAST THE OUTSIDE EDGE OF

THE CONDUITS/CABLES ON
BOTH SIDES.

450

ROCK FREE BACKFILL

f;\\ \‘\\.\\‘.\.\”\\‘\\\.\\\\j

| PaRE
~— ] MIN. 150mm SAND
s ‘/m AROUND

78mm (3") RIGID
PVC CONDUIT,
TYPICAL UNLESS
OTHERWISE NOTED

SPARE 78mm—"] .~ ..
SPARE 41mm—1 .

50
TYP

N— LIGHTING
41mm (1%”) RIGID PVC CONDUN,

SECTION — DIRECT BURIED C
RIGID PVC CONDUIT SLEEVES \FE1

SCALE : N.T.S.
NOTE:
1. ALL DIMENSIONS ARE IN MILLIMETERS.

__/—2-78mm (8") RIGID PVC CONDUITS

o s e .
o5 e N

o ,f/" i AR _
< o e e
SR NG AT Al TN CONCRETE. WHARF
#2/0 Cu. GROUND ] 50 N\~ LIGHTING
| TP 41mm (1%") RIGID PVC CONDUIT,

SECTION — CONCRETE WHARF /D
RIGID PVC CONDUIT SLEEVES 1

SCALE : N.T.S.
NOTE:
1. ALL DIMENSIONS ARE IN MILLIMETERS.

FINISHED GRADE PATCH AND YELLOW MARKING TAPE
_\ MAKE GOOD /
Al 7

50mm TREATED TIMBER.
/ TIMBER TO EXTEND 50mm
PAST THE OUTSIDE EDGE OF

o THE CONDUITS/CABLES ON
5 BOTH SIDES.
R 2-78mm (3") RIGID
=" PVC CONDUIT
3 ~
[Te]

COMMUNICATIONS
41mm (1%") RIGID PVC CONDUIT,

™~ MIN. 150mm SAND

ALL AROUND
SECTION — DIRECT BURIED E
RIGID PVC CONDUIT SLEEVES 1
SCALE : N.T.S.

NOTE:
1. ALL DIMENSIONS ARE IN MILLIMETERS.
2. CONDUIT SLEEVE TO RUN CONTINUOUS FROM PULL PIT TO COPE WALL.

FINISHED GRADE PATCH AND MAKE GOOD
X / _— YELLOW MARKING TAPE

} ) | (

e L~ 50mm TREATED TIMBER.

0 _// TIMBER TO EXTEND 50mm

- PAST THE OUTSIDE EDGE OF
) ROCK FREE BACKFILL| THE CONDUITS/CABLES ON
0 BOTH SIDES.
< m/

Qe LIGHTING

MIN. 150mm SAND—7 e
ALL AROUND |~

41mm (1)4”) RIGID PVC CONDUI,

: )

SECTION — DIRECT BURIED
RIGID PVC CONDUIT SLEEVE

SCALE : N.T.S.
NOTE:
1. ALL DIMENSIONS ARE IN MILLIMETERS.

FINISHED GRADE PATCH AND YELLOW MARKING TAPE
_\ MAKE GOOD /
N\ 7
50mm TREATED TIMBER.
/ TIMBER TO EXTEND 50mm
- PAST THE OUTSIDE EDGE OF

THE CONDUITS/CABLES ON
< RffK iREE BACKT”— - BOTH SIDES.
N N N N N
| | " BVC CONDUT

150

450

LIGHTING
41mm (1%") RIGID PVC CONDUIT,

e \—M!N. 150mm SAND
ALL AROUND

SECTION — DIRECT BURIED G
RIGID PVC CONDUIT SLEEVES 1

NOTE: SCALE : N.T.S.
1. ALL DIMENSIONS ARE IN MILLIMETERS.

POLE

PLYWOOD BACK BOARD
20 MARINE GRADE PLYWOOD
(SIZE TO SUIT) SEE DETAL /3

&

PVC COATED CABLE /

STRAP
TECK CABLE
WITH BOND
| T RIA I
ELECTRICAL SHROUD:
20 AMP, 125 VOLT, DUPLEX GROUND FAULT CIRCUIT
T INTERRUPTER RECEPTACLE, CSA CONFIGURATION
5-20R, CORROSION RESISTANT, ¢/w HINGED &
GASKETTED ‘IN-USE’ COVER. MOUNTED IN STANDARD
TYPE FD NON-METALLIC DEVICE BOX.
3} — 200mm x 200mm x 100mm MOLDED PVC JUNCTION
20A, 125V GFP DEVICE —| 1 BOX. EEMAC 4X RATED, C/ w CONDUIT HUBS,

MOUNTING FEET, GASKETTED SCREW DOWN COVER

JUNCTION BOX — WITH STAINLESS STEEL SCREWS.

FOR LIGHTING
JB

STAINLESS STEEL SCREW LOCK
HASP — SUPPLIED AND INSTALLED
BY USERS

[

STAINLESS STEEL STRAIN RELIEF
GRIP — SUPPLIED AND INSTALLED
BY USERS

ge PC#1 CABLETIRES TO PC#4 (LESS ONE CABLETIRE)
PC#2 CABLETIRES TO PCE6 & #7

EXPANSION JOINT /
> EXISTING GRADE

{———- SPARE 53mm (27) RIGID PVC c¢/w PULL STRING

41mm (1%") —-/

CONDUIT FOR LIGHTING FLOAT POWER FEEDS IN

53mm (27) RIGID PVC CONDUIT

DETAIL — BACKBOARD POLES PC#1 & #2

SCALE: 1:25
1500mm

Omm 500mm 1000mm 2000mm 2500mm

16mm DIA. GALV. MACHINE BOLTS
(2 REQUIRED)

32 x 10 GALV. FLAT BAR
SHAPED TO SUIT POLE

12mm DIA. GALV.
MACHINE BOLTS AND
WASHERS AT 250 o.c.

12mm DIA. x 75 LG. GALV. LAG BOLTS
(4 REQUIRED)

32 x 20 x 6 GALV.
STEEL CHANNEL FRAME
(4 SIDES). WELD AT
CORNERS AND TOUCH
UP WITH GALV. PAINT

20 MARINE GRADE PLYWOOD (SIZE TO SUIT)
ON WEB OF CHANNEL c/w 2 COATS OF
MARINE GREY ENAMEL

PLYWOOD BACKBOARD DETAIL [ 3

SCALE : N.T.S. E2

POLE

PLYWOOD BACK BOARD
20 MARINE GRADE PLYWOOD

(SIZE TO SUIT) SEE DETAIL /3 \

&/

PVC COATED CABLE /

STRAP
TECK CABLE
WITH BOND
TECK CABLE UP TO POLE ELECTRICAL SHROUD:
MOUNTED FLOOD LIGHT 20 AMP, 125 VOLT, DUPLEX GROUND FAULT CIRCUIT
AL INTERRUPTER RECEPTACLE, CSA CONFIGURATION

5—-20R, CORROSION RESISTANT, c¢/w HINGED &
GASKETTED 'IN-USE’ COVER. MOUNTED IN STANDARD
TYPE FD NON-METALLIC DEVICE BOX.

i @— 200mm x 200mm x 100mm MOLDED PVC JUNCTION
BOX, EEMAC 4X RATED, c¢/w CONDUIT HUBS,
MOUNTING FEET, GASKETTED SCREW DOWN COVER

JUNCTION BOX — WITH STAINLESS STEEL SCREWS.

FOR LIGHTING
JB @-—— 20A TWIST LOCK 120V c/w HINGED & GASKETTED
2 COVER. MTD IN STANDARD TYPE FD NON-—METALLIC
DEVICE BOX.

®- 30A TWIST LOCK 208V c/w HINGED & GASKETTED
COVER. MTD IN STANDARD TYPE FD NON-METALLIC

DEVICE BOX. POWER FOR DERRICK, POLE #8 ONLY.

20A, 125V GFP DEVICE —/

O] _10] ol

EXISTING GRADE

#9 POLE SAME — |
LESS 1 CABLE E ’
TECK CABLE FOR LIGHTING
DETAIL — BACKBOARD
SCALE: 1:25

1000mm

\L—TECH CABLE FOR POWER FEED

1500mm

2000mm

Omm 500mm 2500mm

POLE

PVC COATED CABLE — u
STRAP
TECK CABLE ___|
WITH BOND _le

TECK CABLE UP TO POLE
MOUNTED FLOOD LIGHT

JUNCTION BOX —
FOR LIGHTING

EXPANSION JOINT

EXISTING GRADE

41mm (1%")
CONDUIT FOR LIGHTING
POLES 1 & 12 HAVE

ONE CONDUIT

DETAIL
BACKBOARD POLES

#1, 2, 310, 11, 12, 13

SCALE: 1:25

Omm 500mm 1000mm 1500mm

16mm DIA. GALV.
MACHINE BOLTS

2000mm

2500mm

BOTTOM OF POLE
TO BE BELOW
LOW WATER
LEVEL. APPROX.
6400mm BELOW
& TOP OF DECK.

SCALE : N.T.S.

203mm x 203mm
/ TREATED POLE

£
€
&
Himm (%7 — &
PVC CONDUIT
PVC COATED CABLE ——
STRAP
TRANSITION RIGID —
GALVANIZED TO PVC \\ﬂ] EXISTING GRADE
41 1957) —
e onoert | €
e
I o
DETAIL /\
FUEL PUMP POWER STATION \E-/Q/
SCALE: 1:25
Omm 500mm 1000mm 1500mm 2000mm 2500mm
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