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10 QUADRANT

~_ PveT 15 QUADRANT < DUCT
\ MOUNTING ANGLES TO BE A \

\ MINIMUM OF 38mm x 38mm x
3mm AND SHALL BE FASTENED 10 PIN
TO SLEEVE WITH NO.M5 BOLTS W
L

FINISH FLOOR

25mm MINIMUM
OVERLAP.

15 ROD-PIN MAX. DEVELOPED LENGTH
] \ O 900 MM

6mm

OR SCREWS. 305mm MAXIMUM
SPACING FOR GALVANIZED AND
150mm MAXIMUM SPACING FOR
STAINLESS STEEL. A MINIMUM OF -
TWO CONNECTIONS IN EACH SIDE,
TOP, AND BOTTOM ARE REQUIRED. L
DO NOT FASTEN OR WELD ANGLES
TOGETHER AT CORNERS OF DAMPER.

\ ATTACH DUCT TO SLEEVE WITH

BREAKAWAY CONNECTIONS. ( PLAIN

(FOUR SIDES) /
T_Jr . ];5
S-SLIP JOINT SHOWN. ) ROUND

DUCT ACCESS
DOOR —
DUCT MUST USE A 102mm WIDE

O DRAWBAND CONNECTION.

16 Ga. BLADE

3 CLEARANCE
ALL AROUND

FROM FLOOR DRAIN

22 Ga. BLADE

SIZE OF TRAP TO BE
75 MM OR LARGER

UP TO 450 L L 480 TO 1220 L CONNECT FIXTURE DRAIN

TO BUILDING DRAIN WITH
" & 1/8 BEND

Y
N

NOTE: OVER 300 HIGH
USE MULTIPLE BLADES.

LENGTH OF TRAP ARM MUST
BE AT LEAST 450 MM

k=15
ﬁ% BUILDING MAIN

DUCT DEPTH

OR BRANCH

L3 TYPICAL ELBOW OVER 550mm¢
FALL OF FIXTURE DRAIN
NOT TO EXCEED DRAIN
DIAMETER

TYPICAL ELBOW UP TO 550mmé

0-35" BEND
36-71" BEND
72-90° BEND

— 2 PIECE
— 3 PIECE
— 5 PIECE

DUCT WIDTH L
SIDE_ELEVATION W

END_ELEVATION

DAMPER SHALL BE FASTENED 3
TO SLEEVE WITH NO.M5 BOLTS ] C 25
OR SCREWS. 305mm MAXIMUM
SPACING FOR GALVANIZED AND 15 —H—15
150mm MAXIMUM SPACING FOR a ;r
N P STAINLESS STEEL. ¢ i
— 3
DAMPER SLEEVE SHALL NOT EXTEND
MORE THAN 150mm BEYOND THE |
FIRE WALL UNLEES DAMPER IS
xﬁL EQUIPPED WITH A FACTORY
s INSTALLED ACCESS DOOR. SLEEVE
—C CAN EXTEND 406mm BEYOND
comm WALL ON ONE SIDE WHEN SLEEVE
CONTAINS A FACTORY INSTALLED
\ ACCESS DOOR.
RECTANGULAR OR ROUND DUCT

ROUND AND OVAL DUCT
ELBOW DETAIL

NOT TO SCALE
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