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ROD ATTACHMENT TO SUIT
STRUCTURAL CONDITIONS

BUILDING STRUCTURE

U-STRAP

YOKE

PIPE

N.T.S

UNINSULATED, STEEL PIPING
INCLUDING FIRE PROTECTION

BELOW NPS-3
COLD PIPING

BELOW NPS-3
HOT PIPING

CAST IRON SEWER PIPE

N.T.S

INSTALLED ACCESS DOOR. SLEEVE

150mm CONTAINS A FACTORY INSTALLED
WALL ON ONE SIDE WHEN SLEEVE
CAN EXTEND 406mm BEYOND

ACCESS DOOR.

(FOUR SIDES)

DUCT ACCESS

OVERLAP.
25mm MINIMUM

DOOR

6m
m

TOP, AND BOTTOM ARE REQUIRED.

OR SCREWS. 305mm MAXIMUM

FIRE WALL UNLEES DAMPER IS
MORE THAN 150mm BEYOND THE
DAMPER SLEEVE SHALL NOT EXTEND

150mm MAXIMUM SPACING FOR
SPACING FOR GALVANIZED AND

EQUIPPED WITH A FACTORY

STAINLESS STEEL.

DUCT MUST USE A 102mm WIDE
S-SLIP JOINT SHOWN. ) ROUND
BREAKAWAY CONNECTIONS. ( PLAIN
ATTACH DUCT TO SLEEVE WITH

TOGETHER AT CORNERS OF DAMPER.
DO NOT FASTEN OR WELD ANGLES

TO SLEEVE WITH NO.M5 BOLTS

DRAWBAND CONNECTION.

DAMPER SHALL BE FASTENED

TWO CONNECTIONS IN EACH SIDE,
STAINLESS STEEL. A MINIMUM OF
150mm MAXIMUM SPACING FOR
SPACING FOR GALVANIZED AND
OR SCREWS. 305mm MAXIMUM

MINIMUM OF 38mm x 38mm x

TO SLEEVE WITH NO.M5 BOLTS
3mm AND SHALL BE FASTENED

MOUNTING ANGLES TO BE A
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D

DUCT

N.T.S

MAX.
1500mm

DUCT
25mm
MIN.

DUCT

THREADED
RODS

ANGLELOCKING NUTS
DOUBLE

RODS

DOUBLE
LOCKING NUTS

BAND DUCT

THREADED
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