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Part 1 GENERAL 

1.1 RELATED REQUIREMENTS 

.1 Section 03 30 00.01 – Cast-in-place concrete short form. 

.2 Section 05 50 00 – Metal fabrications. 

.3 Section 06 10 00 – Rough Carpentry. 

.4 Section 09 21 16 – Gypsum Board Assemblies. 

.5 Section 09 22 16 – Non-structural Metal Framing. 

.6 Section 09 58 00 – Integrated Ceiling Assemblies. 

.7 Section 10 14 00-A1 – Signage drawing. 

.8 Section 10 14 53 – Traffic signage. 

1.2 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submit in accordance with Section 01 33 00 – Submittal Procedures. 

.2 Shop drawings: 
.1 Indicate materials, thicknesses, sizes, finishes, colours, construction details, removable and 

interchangeable components, mounting methods, schedule of signs. 
.2 Drawn to scale details of each panel type and pictograms used. 

.3 Samples: 
.1 Submit two (2) representative samples of each type sign, sign image and mounting method 

including, but not limited to, graphics, cast letters, installation. 

1.3 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with Section 01 61 00 - Common Product 
Requirements. 

1.4 DEPARTMENTAL REPRESENTATIVE’S PROVIDER 

.1 Sign components indicated on documents provided and installed by Departmental Representative’s 
exclusive provider. 

.2 Contractor must include in bid the costs for the supply, installation and preparation of shop drawings 
for sign components. 

.3 Contractor is entirely responsible for the provider and must coordinate the provider’s activities to 
integrate sign components into project schedule in a timely manner. 

.4 Provider’s contact information: 
Enseignes Pattison | Pattison Sign Group 
2421 Holly Lane, Ottawa, ON, Canada, K1V 7P2 
Direct Tel: 1-613-319-0870|Tel: 613-247-7762 ext. 1229 | Fax: 1-613-247-7763 
Web: www.pattisonsign.com 
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Part 2 PRODUCTS 

2.1 MATERIALS 

.1 Employ materials for panels, lettering, supports, anchors, etc. as defined in drawings appended to this 
section.  

2.2 FABRICATION 

.1 Fabricate signs in accordance with details, specifications and shop drawings. 

.2 Build units square, true, accurate to size, free from visual or performance defects. 

.3 Fit and securely join sections to obtain tight, closed joints. 

.4 Allow for thermal movement without distortion of components. 

.5 Conceal exposed fasteners using same finish and colour as supports. 

.6 Polish exposed edges of plastic to smooth, slightly convex profile. 

.7 Coat aluminum surfaces in contact with metal and concrete surfaces with bituminous paint. 

Part 3 EXECUTION 

3.1 INSTALLATION 

.1 Manufacturer’s Instructions: compliance: comply with manufacturer’s written recommendations or 
specifications, including product technical bulletins, handling, storage and installation instructions, and 
data sheets, including Canada Border Services Agency’s 2010 signage guide. 

.2 Install signs at locations indicated on drawings. 

.3 Install and secure signs plumb and level. 

.4 Comply with sign manufacturer’s installation instructions and approved shop drawings. 

.5 Mechanical attachment: 
.1 To concrete or solid masonry: use lag screws and expansion bolts or screws and fibre plugs, as 

appropriate for stresses involved. 
.2 To hollow masonry use toggle bolts or equivalent. 
.3 To steel use bolts with nut and lock washers, self-tapping screws, welding, as appropriate for 

stresses and metal thicknesses. 
.4 To wood surface : use screws. 
.5 Secure into framing members behind stud walls or above ceilings. 
.6 Mechanical fasteners on exterior to be non-staining, non-ferrous type. 
.7 Fabricate special fasteners as required for installation conditions. 
.8 Mechanical fasteners and methods of attachment subject to Departmental Representative’s 

approval. 

3.2 CLEANING 

.1 Clean in accordance with Section 01 74 11 - Cleaning. 
.1 Upon completion remove surplus materials, rubbish, tools and equipment. 
.2 Upon completion, leave panels and other signs in good condition. 
.3 Touch up any damaged finishes. 

END OF SECTION 
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Part 1 General 

1.1 RELATED REQUIREMENTS 

.1 Section 03 30 00.01 – Cast-in-Place Concrete. 

.2 Section 05 50 00 – Metal Fabrications. 

.3 Section 10 14 00 – Signage. 

.4 Section 31 23 16.26 – Rock Removal. 

1.2 REFERENCES 

.1 Ministère des Transports du Québec (MTQ): 

.1 Collection “Normes – Ouvrages routiers – Tome III – Ouvrages d’art” 
(standards – roadwork – Vol. III – engineering works) - 2016. 

.2 Collection “Normes – Ouvrages routiers – Tome V – Signalisation 
routière” (standards – roadwork – Vol. V – signage) - 2016. 

.3 Cahier des charges et devis généraux. Infrastructures routières, 
Construction et reparation (terms of reference and general project 
specifications. road infrastructure, construction and repair). 

.4 Enseignes Pattison Sign Group 

.1 Shop drawings relative to traffic signage. Refer to section 10 14 
00 – Building Panel Signage. 

1.3 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Shop Drawings: 

.1 Submit required documents/samples in accordance with section 01 33 00 – 
Submittal Procedures.  

.2 Submit the required shop drawings together with the manufacturer’s instructions 
and documentation regarding the signage materials covered. Data sheets must 
show product characteristics (such as graphical representation of signs, colors), 
performance criteria, dimensions, limitations and finish. 

.3 Each standard sign must be approved by the Departmental Representative 
before fabrication. 

1.4 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with manufacturer's written instructions 
in accordance with section 01 61 00 – Common Product Requirements. 

.2 Delivery and Acceptance Requirements: deliver materials to site in original factory 
packaging, labelled with manufacturer's name and address. 

.3 Storage and Handling Requirements: 

.1 Store materials in accordance with manufacturer's recommendations in clean, 
dry, well-ventilated area. 

.2 Replace defective or damaged materials with new. 
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1.5 Designated Providor 

.1 Retain the services of “Enseignes Pattison Sign Group” for the supply of traffic panels 
and accessories provided in the present section. 

.2 Contractor must include in bid the costs for the supply, installation and preparation of 
shop drawings for sign components. 

.3 Contractor is entirely responsible for the provider and must coordinate the provider’s 
activities to integrate sign components into project schedule in a timely manner. 

.4 Provider’s contact information: 

Enseignes Pattison | Pattison Sign Group 
2421 Holly Lane, Ottawa, ON, Canada, K1V 7P2 
Direct Tel: 1-613-319-0870|Tel: 613-247-7762 ext. 1229 | Fax: 1-613-247-7763 
Web: www.pattisonsign.com 

Part 2 Products 

.1 Accepted Products 

.1 The only acceptable products are those provided by Enseignes Pattison Sign 
Group. 

.2 Signage data sheets are provided in section 10 14 00-A1 – Signage. 

.2 Concrete 

.1 The specifications of the concrete bases and frames are specified by the sole 
provider. See technical data sheets in the Annex. Materials shall be in 
accordance with section 03 30 00.01 – Cast-in Place Concrete. 

.3 Metal 

.1 Shall be in accordance with section 05 50 00 – Metal Fabrications. 

Part 3 Execution 

3.1 INSTALLATION 

.1 Sign support: 

.1 Install posts plumb and square. 

.2 Single channel steel posts: 

.1 Drive to required depth without damage to posts. 

.2 If rock or concrete is encountered, drill hole to required depth and set 
post in sand. 

.3 In finished concrete surfaces, backfill with concrete or grout. Protect from 
adverse conditions until cured. 

.3 Installation on concrete base 

.1 Perform excavation using an Auger. 

.2 If rock is encountered, excavate up to the level required in accordance 
with section 31 23 16.26 – Rock removal. 

.3 Install or run concrete bed as specified by the sole supplier and in 
accordance with section 03 30 00.01 Cast-in-Place Concrete. 
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.4 Fill the spaces between the concrete base and soil with sand. 

.2 Signboard: 

.1 Attach signboards firmly to posts, supports, or surface buildings. 

3.2 CORRECTING DEFECTS 

.1 Correct any defect found by the Departmental Representative with regard to the text 
displayed or to uniformity of reflectiveness, colour or lighting. Change the angle of the 
sign and adjust the orientation of the luminaire in order to optimize the installation’s 
nighttime performance to the satisfaction of the Departmental Representative.  

3.3 CLEANING 

.1 Progress Cleaning: Clean in accordance with section 01 74 11 - Cleaning. 

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment 
in accordance with section 01 74 11 - Cleaning. 

3.4 PROTECTION 

.1 Protect installed products and components from damage during construction. 

.2 Repair damage to adjacent materials caused by traffic signage installation and salvage 
operations. 

END OF SECTION 
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Part 1  GENERAL 

1.1 RELATED REQUIREMENTS 

.1 Section 06 10 00 – Rough Carpentry. 

.2 Section 09 21 16 – Gypsum board assemblies. 

.3 Section 09 2216 – Non-structural metal framing. 

1.2 REFERENCES 

.1 ASTM International 
.1 ASTM A167-99 (2009), Standard Specification for Stainless and Heat-Resisting Chromium-Nickel 

Steel Plate, Sheet, and Strip. 

.2 CSA International 
.1 CSA-B651-12, Accessible Design for the Built Environment. 

.3 National Electrical Manufacturers' Association (NEMA) 
.1 ANSI/NEMA LD-3-05, High Pressure Laminates. 

1.3 ACTION AND INFORMATIONAL SUBMITTALS 

.1  Submit manufacturer's instructions, printed product literature and data sheets for shower and dressing 
compartments in accordance with Section  01 33 00 - Submittal Procedures.  

.2 Submit data sheets for each panel type, hardware item, accessories and fastenings, including 
descriptions of: 
.1 physical properties with number and name of standard establishing peformance characteristics 

and test reports; 
.2 installations methods and mechanical fasteners. 

.3 Shop drawings: 
.1 Submit shop drawings in accordance with Section 01 33 00 – Submittal Procedures. 
.2 Indicate materials, core thickness, finishes, assembly, joints, anchor methods and number of 

anchors, supports, reinforcing, details and accessories. 

.4  Submit samples showing colours in accordance with Section 01 33 00 – Document Submittals. Submit 
required information for products with limited range of colours.  
.1 Submit 300 x 300 mm sample for each panel type showing core construction, finishes, edge and 

corner construction, each hardware type including supports, fasteners and trim. 

1.4 DELIVERY, STORAGE AND HANDLING 

.1  Deliver materials to site in original factory packaging. 

.2  Store products and materials off ground in dry location in original packaging and in accordance with 
manufacturer’s recommendations. 

.3 Store on supports to prevent warping or twisting. 

1.5 Low emitting VOC materials: 

.1 Adhesives, sealants and primers for use indoors (i.e., to interior face of waterproofing system): under 
current VOC limits of regulation no. 1168 of the South Coast Air Quality Management District 
(SCAQMD), dated June 2006.   
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Part 2  PRODUCTS 

2.1 MATERIALS 

.1 Dressing compartments, anchored to floor, with panels, pilasters, anchors, doors, hardware and other 
trim required for a complete and fully functional installation. 
.1 Accessible stalls to CSA-B651.   

.2 Particleboard, 3-ply, 20.4 kg/m³ density, 1.15 mm laminated plastic cladding, to ANSI/NEMA LD-3. 
.1 Stainless steel U-edging, 1.3 mm thick, 304 satin finish, to ASTM A167. 
.2 Stainless steel pilaster shoe 0.8 mm thick x 100 mm high, 304 satin finish, to ASTM A167. 
.3 Wall anchors: stainless steel, 1,5 mm thick. 
.4 Panel, pilaster and door thickness: 25mm. 

.3 Installation anchored to floor and headrails. 

.4 Attachment: two 10 mm threaded rods anchoring pilaster to floor. Levelling device concealed by a 
one-piece, type 304, satin-finish stainless shoe.  Double-dipped galvanized chrome-plated steel 
leveller, corrosion-resistant, 5 mm thick secured to pilaster base. 

.5 Additional threaded components: pre-drilled hinge and door holes equipped with additional threaded 
components. 

.6 Upper reinforcement: anodized aluminum satin finish pilaster wall anchors. 

.7 Compartment seats: phenolic resin core: 250 mm x 450 mm x 16 mm thick. 

.8 Hardware:  
.1 Tamper-proof, heavy duty stainless steel. 
.2 Heavy duty, non-lubricating nylon bushings. 
.3 Material/finish: stainless steel casting. 
.4 Adjustable door angle and opening. 
.5 Emergency access feature. 
.6 Fasteners attached to core are unacceptable. 
.7 Overlap doors and pilasters to eliminate gap. 
.8 Provide and install three coat hooks per compartment. 

Part 3  EXECUTION 

3.1 Inspection 

.1  Verify that conditions are acceptable for shower and dressing compartment installation: sizes, level 
and plumb surfaces for installation of supports.   

.2  Proceed with installation of compartments only if conditions are satisfactory.  

3.2 Erection 

.1  Install compartments secure, plumb and square in accordance with manufacturer’s instructions.  

.2  Do backing and support for installation work in accordance with manufacturer’s recommendations.  

.3  Remove drilling, cutting and adjusting marks from finished work.  

.4  Ensure uniform clearance along vertical edges of doors.  

.5 Set tops of doors parallel with overhead brace when doors are in closed position. 
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3.3 ADJUSTING AND CLEANING 

.1  Adjust fittings for optimum, smooth operating condition.  

.2  Set hinge on in-swinging doors to hold doors open when unlatched.  

.3  Set hinge on out-swinging doors to hold doors closed when unlatched.  

.4  Clean exposed stall surfaces, brackets and anchors.  
  
 
 
 
 END OF SECTION 
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Part 1 General 

1.1 REFERENCES 

.1 Health Canada/Workplace Hazardous Materials Information System (WHMIS) 

.1 Material Safety Data Sheets (MSDS). 

.2 National Fire Protection Association (NFPA) 

.1 NFPA 10-2013, Standard for Portable Fire Extinguishers. 

1.2 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Provide submittals in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Product Data: 

.1 Submit manufacturer's printed product literature and datasheet and include 
product characteristics, performance criteria, physical size, finish and limitations. 

.2 Submit two copies WHMIS MSDS - Material Safety Data Sheets in accordance 
with Section 02 81 01 - Hazardous Materials. 

.3 Provide shop drawings. 

.4 Quality control submittals: submit following in accordance with Section 01 45 00 - Quality 
Control. 

.1 Manufacturer's Instructions: submit manufacturer's installation instructions and 
special handling criteria, installation sequence and cleaning procedures. 

.2 Manufacturer's Field Reports: submit manufacturer's written reports within 3 days 
of review, verifying compliance of Work, as described in PART 3, FIELD 
QUALITY CONTROL. 

.5 Closeout Submittals: 

.1 Provide operation and maintenance data for incorporation into manual specified 
in Section 01 78 00 - Closeout Submittals. 

1.3 DELIVERY, STORAGE AND HANDLING 

.1 Packing, shipping, handling and unloading: 

.1 Deliver, store and handle materials in accordance with Section 01 61 00 - 
Common Product Requirements. 

Part 2 Products 

2.1 MULTI-PURPOSE DRY CHEMICAL EXTINGUISHERS 

.1 Stored pressure rechargeable type with hose and shut-off nozzle, ULC labelled for A, B 
and C class protection. 

.1 Sizes as indicated. 
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2.2 CARBON DIOXIDE 

.1 Extinguishers Insulated handle, hose and horn discharge assembly, self-closing lever or 
squeeze-grip operation, fully charged, ULC labelled for B and C class protection. 

.1 Sizes as indicated. 

2.3 EXTINGUISHER BRACKETS 

.1 Type recommended by extinguisher manufacturer. 

2.4 CABINETS 

.1 Type as indicated, constructed of 1.6 mm thick steel, 180 degrees opening door of 2.5 
mm thick steel with latching device. 

.2 Cabinet to maintain fire resistive rating of construction in which they occur. 

.3 Cabinet door: with 5 mm full glass panel. 

.4 Finish: 

.1 Tub: prime coated. 

.2 Door and frame: No.4 satin finish stainless steel. 

2.5 IDENTIFICATION 

.1 Identify extinguishers in accordance with recommendations of ANSI/NFPA 10 CAN/ULC-
S508. 

.2 Attach bilingual label to extinguishers, indicating month and year of installation. Provide 
space for service dates. 

Part 3 Execution 

3.1 MANUFACTURER'S INSTRUCTIONS 

.1 Compliance: comply with manufacturer's written recommendations, including product 
technical bulletins, handling, storage and installation instructions, and datasheets. 

3.2 INSTALLATION 

.1 Install or mount extinguishers in cabinets or on brackets in accordance with NFPA 10. 

3.3 FIELD QUALITY CONTROL 

.1 Manufacturer's Field Services: 

.1 Provide manufacturer's field services consisting of product use recommendations 
and periodic site visits for inspection of product installation in accordance with 
manufacturer's instructions. 

END OF SECTION 


	101400A_Signalisation
	101400-A1A_Signalisation
	102116A_Cabines de douche et habillage
	Binder8.pdf
	101400A_A Signalisation
	101400A_A1.0 Frontispice
	101400A_A1.1A_Signalisation
	101453 Traffic Signage
	102116A_Cabines de douche et habillage
	Page vierge
	Page vierge




