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General

RELATED REQUIREMENTS
Section 22 05 00 — Common Work Results for Plumbing.
Section 23 05 23.01 — Valves — Bronze.

REFERENCE STANDARDS

American National Standards Institute (ANSI)/American Society of Mechanical
Engineers International (ASME)

A ANSI/ASME B16.18-01, Cast Copper Alloy Solder Joint Pressure Fittings.
Manufacturer's Standardization Society of the Valve and Fittings Industry (MSS).
.1 MSS-SP-80-03, Bronze Gate, Globe, Angle and Check Valves.

National Research Council (NRC)

A National Plumbing Code of Canada 2015 (NPC).

ACTION AND INFORMATIONAL SUBMITTALS
Provide submittals in accordance with Section 01 00 10- General Instructions.
Product Data:

1 Provide manufacturer's printed product literature and datasheets for insulation
and adhesives, and include product characteristics, performance criteria, physical
size, finish and limitations.

Products

SWING CHECK VALVES
NPS 2 and under, soldered:

.1 To MSS-SP-80, Class 125, 860 kPa, bronze body, bronze swing disc, screw in
cap, regrindable seat as specified Section 23 05 23.01- Valves - Bronze.

NPS 2 and under, screwed:

.1 To MSS-SP-80, Class 125, 860 kPa, bronze body, bronze swing disc, screw in
cap, regrindable seat as specified Section 23 05 23.01- Valves - Bronze.

BALL VALVES

NPS 2 and under, screwed:

1 Class 150.

2 Bronze body, stainless steel ball, PTFE adjustable packing, brass gland and
PTFE seat, steel lever handle as specified Section 23 05 23.01- Valves - Bronze.
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NPS 2 and under, soldered:

A To ANSI/ASME B16.18, Class 150.

2 Bronze body, stainless steel ball, PTFE adjustable packing, brass gland and
PTFE seat, steel lever handle, with NPT to copper adaptors as specified Section
23 05 23.01- Valves - Bronze.

Execution

APPLICATION

Manufacturer's Instructions: comply with manufacturer's written recommendations,
including product technical bulletins, handling, storage and installation instructions, and
datasheets.

INSTALLATION

Install in accordance with NPC and local authority having jurisdiction.

Assemble piping using fittings manufactured to ANSI standards.

Connect to fixtures and equipment in accordance with manufacturer's written instructions
unless otherwise indicated.

VALVES

Isolate equipment, fixtures and branches with ball valves.

PRESSURE TESTS

Test pressure: greater of 1 times maximum system operating pressure or 860 kPa.

PRE-START-UP INSPECTIONS
Systems to be complete, prior to flushing, testing and start-up.

Verify that system can be completely drained.

START-UP

Timing: start up after:

A Pressure tests have been completed.

2 Disinfection procedures have been completed.
3 Certificate of static completion has been issued.
4 Water treatment systems operational.

Provide continuous supervision during start-up.
Start-up procedures:
1 Establish circulation and ensure that air is eliminated.

Rectify start-up deficiencies.



Project N°RR-197 Section 22 11 16

DOMESTIC WATER PIPING
Page 3 of 3
3.7 CLEANING
A Clean in accordance with Section 01 00 10 — General Instructions.
2 Waste Management: separate waste materials for recycling in accordance with

Section 01 00 10 — General Instructions.

END OF SECTION



