2017/05/12

STORAGE

WORKSITE
FENCE

ACCESS TO THE
WORK SITE

ACCESS TO THE
WORK SITE

Digue déversoir 4

/ 2\ PLAN - SITE INSTALLATION

'w' SCALE: NONE

é
<

(re=""""

\% \%

ACCESS ROAD

SAINT-MAURICE — .
RIVER

/ 1\ SITE PLAN - LOWER FORGE SECTOR

'w' SCALE: 1:100

File no.
Om 5m No de plan ou dessin Drawing or plan no | No de la feuille
A10OF 3
(F Sheet no.
TPSGC-PWGSC A1l (841x594) ‘ A ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
0 40 60 80 00 120 140 160

@
-]
m

72\ PHOTO #1

'w' SCALE: NONE

73\ PHOTO #2 - SITE

'w' SCALE: NONE

72\ PHOTO #3 - SITE

'w' SCALE: NONE

_ NOTES - SITE PLAN

EXISTING GRASS.

EXISTING WOODEN EDGE.

FENCED WORKSITE AREA .

EXISTING GRAVEL, SEE GENERAL NOTES.

MASONRY CHIMNEY TO BE RESTORE.

SWING GATE.

SECTION OF EXISTING SIDEWALK TO BE PROTECT WITH
TEMPORARY CULVERT.

TEMPORARY ACCESS TO THE CONSTRUCTION SITE.
INSTALL PLYWOODS ON ALL SURFACE OF THIS ACCESS.

SO OOHOOOOP

GRAVEL AREA TO REPLACE, SEE GENERAL NOTES.
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Projet Project

PARCKS CANADA
FORGES DU ST-MAURICE N.H.S.C.

RESTORATION OF THE CHIMINEY
LOWER FORGE

GENERAL NOTES
~ CONSERVATION OF THE REMAINS

1. MAKE A DETAILED PHOTOGRAPHIC SURVEY BEFORE STARTING
WORK.

2. NUMBER THE REMOVED STONES AND THEIR LOCATION SO THEY
CAN BE REPLACED. SEE SPECIFICATIONS.

3. WAIT FOR APPROVAL OF THE DEPARTMENTAL REPRESENTATIVE

BEFORE EACH STEP (SURVEY / REMOVING JOINTS /
DISASSEMBLY / ASSEMBLY / REPOINTING).

4. CHIMNEY OF LOWER FORGE

4.1. MASONRY
FORESEE THE FOLLOWING REPAIRS :
- 79,7 SQ. M. OF REPOINTING
- 5,9 CU. M. OF DISASSEMBLY / ASSEMBLY, LAY FALLEN OR
LOOSE STONES
- 5,0 SQ. M. OF STONE REPLACEMENT.

4.1. LANDSCAPING
FORESEE THE FOLLOWING WORKS :
- 10 SQ. M. OF GRAVEL REPLACEMENT UP TO 100mm WIDTH

4.1. ADVISE THE DEPARTMENTAL REPRESENTATIVE UNLESS TWO
WEEKS BEFORE EXCAVATION WORKS TO PERMIT
COORDINATION WITH ARCHAEOLOGIST.

5. PROTECTION OF MASONRY
APPLY A PROTECTIVE COATING AS DESCRIBED IN
SPECIFICATIONS ON 100% OF THE EXPOSED SURFACE,
INCLUDING 100mm UNDER THE FINISH SOIL LEVEL. CLEAN OUT
BEFORE THE ENTIRE SURFACE TO REMOVE DIRT, MILDEW, AND
MOSS.
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NOTES - PLAN AND ELEVATIONS
— OF THE CHIMNEY

STONE MASONRY PILLAR TO BE ENTIRELY DISMANTLE
AND REASSEMBLE (100%).

CHIMNEY BASE (MASONRY LOW STONE WALL) TO BE
DISMANTLE AND REASSEMBLE UP TO THE HEALTHY PART
OF MASONRY.

CAST IRON PILLAR TO BE REPOINTED.

CONCRETE PILLAR TO BE KEPT IN PLACE.

PROFILE OF THE EXISTING LINTELS.

EXISTING LINTELS.
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SECTION OF CHIMNEY MASONRY TO BE ENTIRELY

REPOINTED (100%). I yé
N R : -

SECTION OF CHIMNEY MASONRY TO BE ENTIRELY
DISMANTLE, REASSEMBLE AND REPOINTED (100%).

EXISTING DOME, WOOD FRAME AND
FLASHING TO BE REMOVED. REPLACE BY A
NEW DOME, SEE PLAN #3 ON THIS SHEET.
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SECTION OF CHIMNEY MASONRY TO BE ENTIRELY
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REPOINTED (25%).

A2|A2

/1 PLAN OF CHIMNEY
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