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UNIT PERFORMANCE

INDIRECT GAS FIRED MAKEUP AIR UNIT TO DELIVER 8307 L/S (17,600 CFM) AT 125 PA (1.0

INWG) APD EXTERNAL PRESSURE DROP, 500 PA (2.5 INWG) TOTAL APD ; GAS INPUT 59.21
m3/hr (2091 CFH) WITH 61.00 DEG C (110 DEG F.) AIR TEMP RISE, TRIPLE BLOWER 3 x 18/18
FC DWDI SUPPLY AIR FAN , 840 RPM (ADJUSTABLE), 11.19 KW (15 BHP) 3 PHASE 575V MOTOR

(1750 RPM).

UNIT GAS HEAT EXCHANGER TO OPERATE ON 14 INWC NG

UNIT SUPPLY FAN MOTOR IS 14.1 FLA AMP AT 3 PH 575V, CONTROL CIRCUIT 0.87 AMP, UNIT
COMPLETE WITH 120 VOLT TRANSFORMER FOR UNIT POWER, 24 VOLT CONTROL TRANSFORMER.
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BURNER MOTOR }% HP, 1.74 AMP FLA, TOTAL UNIT AMP 24.6, MANUFACTURER RECOMMENDED FUSE
AND BREAKER 35 AMP. PROVIDE FACTORY INSTALLED NON—FUSED DISCONNECT. PROVIDE FACTORY

PFCC (POWER FACTOR CORRECTION CAPACITOR). PROVIDE FACTORY INSTALLED GFI CONVENIENCE
OUTLET. PROVIDE FACTORY INSTALLED AND WIRED VESTIBULE CONVENIENCE LIGHTING AND SWITCH.

UNIT DIMENSION OVERALL INCLUDING SERVICE VESTIBULE: 5969mm (235") LONG x 4750mm
(1877) WIDE x 2053mm (80.8") HIGH, TOTAL WEIGHT INCLUDING VESTIBULE 5670 KG (12,500
LBS) — UNIT CONSISTS OF 2 POSITION OUTDOOR AIR INTAKE DAMPERS, MIX AIR SECTION

WITH TOP RETURN AIR OPENING , ALTERNATE SUMMER FILTER SECTION , BLOWER SECTION ,

HEAT EXCHANGER & BURNER SECTION ,

ACCESS SECTION WITH ALTERNATE WINTER FILTER

LOCATION , DISCHARGE AIR SECTION WITH TOP DISCHARGE , SERVICE VESTIBULE WITH
HINGED DOOR WITH SINGLE HANDLE LOCKSET
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