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10.

12.

8. ALL SANITARY MANHOLES TO HAVE 411

1. ALL WATER LATERALS MUST BE FLUSHED AND DISINFECTED TO LATEST AWWA STANDARDS & CONTRACT SPECIFICATIONS. SHOULD
CONFLICTS OCCUR, MOST STRINGENT CODES/REQUIREMENTS SHALL APPLY.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DUST CONTROL, MUD AND DIRT REMOVAL ON ADJACENT STREETS AND TRUCKING
ROUTES AND SITE GRANULAR SURFACE MAINTENANCE FOR THE DURATION OF THE PROJECT.
FOR THE REMOVAL & REPLACEMENT OF SITE GRANULAR SURFACES CONTAMINATED BY ON-SITE CONSTRUCTION ACTIVITIES.

3. ALL DISTURBED AREAS TO BE REINSTATED TO EXISTING CONDITION OR BETTER.

4. CONTRACTOR TO VERIFY ALL INVERTS OF EXIST. STRUCTURES PRIOR TO COMMENCING WORK. CONTRACTOR TO REPORT TO THE

DEPARTMENTAL REPRESENTATIVE ANY DISCREPANCIES BETWEEN THE MEASURED INVERTS AND THE PIPE LOCATIONS SHOWN ON THE
DRAWINGS PRIOR TO COMMENCING WORK.

ALL MANHOLES, CATCH BASINS & VALVES TO BE ADJUSTED TO FINISH GRADE.

11. CONTRACTOR TO SUPPLY & INSTALL & REMOVE ALL WATER LATERAL DISINFECTION PORTS AS REQUIRED FOR DISINFECTION &
SAMPLING. ALL WORK TO BE DONE IN ACCORDANCE WITH AWWA STANDARDS.

CONTRACTOR TO MINIMIZE DISTURBANCE TO EXISTING INFRASTRUCTURE.

FRAME AND SOLID COVERS. CATCH BASINS TO HAVE 411

14. ALL SANITARY SEWER LATERALS, GREATER THAN 100mm

NEW SANITARY SEWER MANHOLES MUST BE TESTED FOR

15.

CONTRACTOR SHALL BE RESPONSIBLE SEPARATION OF 450mm BETWEEN THE WATERMAIN AND

CONTRACTOR TO SUPPLY & INSTALL NBDTI EROSION CO
RESPONSIBLE TO PROVIDE INLET PROTECTION AT CB'S

16.

ENTERING THE STORM OR SANITARY SEWER SYSTEMS. REFER TO CONTRACT SPECIFICATIONS FOR ADDITIONAL EROSION CONTROL

DETAILS.

17.
AND HAVE WATERTIGHT CONNECTIONS.

5. CONTRACTOR TO PROVIDE SUPPORT TO ANY UTILITY POLES, GAS MAINS, SIGNS, ETC. IN OR NEAR THE EXCAVATED AREAS.

18. ALL WORK CARRIED OUT SHALL CONFORM TO THE NEW

6. LOCATING ALL UNDERGROUND SERVICES, STRUCTURES & UTILITIES IS THE RESPONSIBILITY OF THE CONTRACTOR.

19.

7. THE EXTENT AND LOCATION OF EXISTING UTILITIES IS SHOWN FOR GUIDANCE PURPOSES ONLY AND IS NOT GUARANTEED. THE
LOCATION OF ALL EXISTING UTILITIES, WHETHER SHOWN OR NOT IS TO BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO
COMMENCING WORK.

20.

21. ALL CLEAN SUITABLE EXCAVATED MATERIAL TO BE USED
FRAME AND GRATED COVERS.

9. ALL CONNECTIONS TO EXISTING MANHOLES TO BE CORE-DRILLED C/W WATERTIGHT CONNECTIONS.

22.
OF STYROFOAM OR EQUIVALENT.

AND SHALL BE TRAFFIC RATED.

WHEN WATERMAIN CROSSES A SANITARY OR STORM SEWER, THE CONTRACTOR SHALL MAINTAIN A MINIMUM VERTICAL

ALL STORM & SANITARY CONNECTIONS TO EXISTING MAINS OR STRUCTURES ARE TO BE CONNECTED WITH APPROVED FITTINGS

ALL EXIST. MANHOLES & CATCH BASINS TO BE ADJUSTED TO FINISHED GRADE.

CONTRACTOR TO MINIMIZE DISTURBANCE ACTIVITIES WHERE POSSIBLE.

COMPACTED TO 95% OF MAXIMUM DRY DENSITY AS DETERMINED BY ASTM D698. ALL REMAINING EXCAVATED MATERIAL BECOMES
THE PROPERTY OF THE CONTRACTOR AND MUST BE REMOVED FROM THE SITE AND PROPERLY DISPOSED.

INSULATE ALL SANITARY SEWERS LESS THAN 1.5m OF COVER & WATERMAINS LESS THAN 1.8m OF COVER WITH 50mm x 1.2m
INSULATE 600¢ TO 450¢ STORM MAINS WITH LESS THAN 1.2m OF COVER WITH 50mm x

1.8m OF STYROFOAM OR EQUIVALENT & 300¢ STORM MAINS & SMALLER WITH 50mm x 1.2m OF STYROFOAM OR EQUIVALENT.
ALL STORM MAINS ABOVE 750¢ WILL NOT BE INSULATED. ALL INSULATION TO BE PLACED 150mm ABOVE THE TOP OF THE PIPE

IN DIAMETER MUST BE PRESSURE TESTED AND VIDEO INSPECTED. ALL
LEAKAGE.

THE SEWER (WATER ABOVE SEWER).

NTROL STRUCTURES AND OR SILT FENCE AS REQUIRED. CONTRACTOR IS
& MH’S, SO AS TO PREVENT SEDIMENT LADEN STORMWATER FROM

BRUNSWICK OCCUPATIONAL SAFETY ACT.
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13. OTHER CONTRACTORS OR UTILITY COMPANIES MAY BE WORKING IN THE VICINITY OF THE WORK. NO ADDITIONAL COSTS WILL BE
GRANTED FOR DELAYS AS A RESULT OF SCHEDULING CONFLICTS BETWEEN CONTRACTORS AND THE UTILITIES. drawing no. no. du dessin
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