
CONCRETE PAVING STONES
(FLAGSTONE PAVING) (FOR

OPTIONAL PRICING ONLY)

CONCRETE PAVING STONES
(FLAGSTONE PATTERN) (FOR

OPTIONAL PRICING ONLY)

COMPACTED SUBGRADE

200mm COMPACTED BASE
GRANULAR

FINISH AS
SHOWN ON

PLAN 20-40mm GAP. FILL
WITH POLYMERIC

JOINTING SAND

MODULAR UNIT PAVER
FLAGSTONE PATTERN
RANDOM SHAPES AND SIZES,
THICKNESS: 60mm
COLOUR AND STONE TYPE
TO BE APPROVED

WHERE UNIT PAVING BUTTS
AGAINST CONCRETE SLAB (SEE
ARCH.) ENSURE BOTH BASE
COURSES ARE COMPACTED
SIMULTANEOUSLY

EXTEND SLAB BASE
DEPTH TO MIN. 600 BEYOND
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PORCH SLAB (SEE ARCH.)

60mm CONCRETE PAVING
STONES

25mm CRUSHED STONE
LEVELING COURSE

200mm COMPACTED BASE
GRANULAR

CONCRETE PAVING STONES (FLAGSTONE
PATTERN) FOR OPTIONAL PRICE ONLY.
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OPPOSING FLEXIBLE FABRIC TREE TIES
(ARBOR TIE OR APPROVED ALTERNATIVE)

STEEL 'T-BAR' STAKES 2400mm LG, PLACE
STAKES PARALLEL TO REVAILING WIND
DIRECTION. DO NOT DRIVE STAKES
THROUGH ROOTBALL. STAKES SHALL
REMAIN FOR ONE FULL GROWING
SEASON.

KEEP MULCH BACK FROM TRUNK, MULCH
DEPTH 50-100mm

REMOVE TOP 23 OF WIRE BASKET AND CUT
AWAY BURLAP

SET ROOTBALL ON FIRMLY PACKED SOIL
TO PREVENT SETTLING

PLANTING SOIL MIXTURE

INDIVIDUAL TREE PITS SHALL BE THREE
TIMES THE DIA. OF THE ROOTBALL AND
ONLY AS DEEP AS THE ROOTBALL

TREE STAKING PLAN VIEW

DO NOT CUT OR DAMAGE LEADER

OPPOSING FLEXIBLE FABRIC TREE TIES
(ARBOR TIE OR APPROVED ALTERNATE)

KEEP MULCH BACK FROM TRUNK.
DEPTH = 75mm

REMOVE TOP 23 OF WIRE BASKET AND
CUT AWAY BURLAP

SET ROOTBALL ON FIRMLY OR
PACKED SOIL TO PREVEN SETTLING

INDIVIDUAL TREE PITS SHALL BE
THREE TIMES THE DIA. OF THE
ROOTBALL ONLY AS DEEP AS THE
ROOTBALL

38x38mm WOODEN STAKE.
- FOR TREES >1500mm USE 3 STAKES
- FOR TREES <1500mm USE 2 STAKES MIN.

PLANTING SOIL MIXTURE
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MULCH DEPTH 50-100mm

PLANTING BEDS SHALL
HAVE 450mm DEPTH OF
PLANTING SOIL MIXTURE.

REMOVE TOP 23 OF WIRE
BASKET AND CUT AWAY
BURLAP. REMOVE POTS.
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450mmØ CONCRETE
SONOTUBE,
25MPa CONCRETE

200x200mm HEMLOCK
POST, ROUGH SAWN

BIKE MOUNT BRACKET
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HOSE BIB (SEE
MECHANICAL)

2 - MOUNTED HOSE
BRACKETS (HOSE BY
OTHERS)
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450mmØ CONCRETE
SONOTUBE,
25MPa CONCRETE

200x200mm HEMLOCK
POST, ROUGH SAWN

BIKE MOUNT BRACKET
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45° ANGLE ON TOP OF
POST

45° ANGLE ON TOP OF
POST

BIKE WASH STATION
WITH HOSE BIB

BIKE WASH STATION POST
AND BRACKET ONLY
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750-1000± x 750-1000±

30
0±

BOULDER TO BE APPROVED PRIOR
TO DELIVERY TO SITE. BOULDER TO
BE FREE OF LOOSE ROCK AND
SHARP EDGES ARE TO BE REMOVED.
BURY BOULDER 13 DEPTH.

SEE PLAN FOR LAYOUT

200mm COMPACTED BASE
GRANULAR (0-31.5)

SEE PLAN ADJACENT SURFACING

70
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1 SUGAR MAPLE
10 RED OSIER DOGWOOD

22 EVENING PRIMROSE
2 RED SPRUCE

1 WHITE BIRCH
3 WHITE SPRUCE

6 HIGHBUSH
CRANBERRY

3 WHITE SPRUCE

1 BEAKED HAZELNUT

6 WILD RAISIN

1 RED SPRUCE
6 HOBBLEBUSH

3 SERVICEBERRY

2 BALSAM FIR
3 STAGHORN SUMAC

1 BALSAM FIR
1 WHITE BIRCH
3 CANADA YEW
5 RHODORA

8 SWEET FERN
1 BALSAM FIR

6 CINNAMON FERN

8 SWEET FERN

6 STEEPLEBUSH

15 SWEET FERN

2 STAGHORN SUMAC

2 ROSA RUGOSA

4 ROSA RUGOSA

4 STAGHORN SUMAC

1 BALSAM FIR

19 SWEET FERN
3 WILD RAISIN
1 RED MAPLE

1 SUGAR MAPLE

4 HIGHBUSH
CRANBERRY

5 HOBBLEBUSH

1 RED MAPLE

10 GOLDENROD

BOULDERS SPACED
@ 2.0m O.C.

BIKE WASHING
STATION (c/w

HOSE BIB, SEE
MECHANICAL)

BOULDERS

1 STAGHORN SUMAC

3 RED OSIER DOGWOOD

BOULDERS

6 WILD RAISIN

18 CINNAMON FERN

2 CANADA YEW

BOULDER

BOULDERS

6 ROSA RUGOSA

BIKE WASH STATION
(POST AND
BRACKET ONLY)
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6
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3
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3
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6
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6
L02

6
L02

BOULDERS SPACED
@ 2.0m O.C.

6
L02

DRAWING L-02 IS FOR UNIT PAVING,
PLANTING, BOULDERS & BIKE WASH

STATION FOR OPTIONAL PRICE ONLY. NOT
IN CONTRACT.

UNIT PAVING & FLUSH SLAB DETAIL (FOR OPTIONAL PRICE ONLY)  SCALE  1:101

UNIT PAVER (FOR OPTIONAL PRICE ONLY)  SCALE  1:2002

Viridis Design Studio Ltd.
106 Hillsborough Road | Riverview NB | E1B 1R3

506.387.7992   |   www.viridisdesign.ca

LEGEND:

BOULDER

DECIDUOUS TREE

CONIFEROUS TREE

SHRUB/PERENNIALS

EXISTING TREE

EXISTING TREE LINE

NEW TREE LINE

BETULA PAPYRIFERA

RED MAPLE

W.B.40mm CAL.

W.B.40mm CAL.

WHITE BIRCH (CLUMP)

ACER RUBRUM

ALLEGHENY SERVICEBERRY W.B.200cm HTAMELANCHIER LAEVIS (CLUMP)3

SUGAR MAPLE W.B.40mm CAL.ACER SACCHARUM

QTY LATIN NAME COMMON NAME SIZE TYPE
PLANT SCHEDULE (FOR OPTIONAL PRICE ONLY)

2
2
2

W.B.BALSAM FIRABIES BALSAMEA 100cm HT

W.B.WHITE SPRUCEPICEA GLAUCA 150cm HT
W.B.RED SPRUCEPICEA RUBENS 200cm HT

CONIFEROUS TREES
5
2
7

POTTED50cm HTVIBURNUM TRILOBUM HIGH BUSH CRANBERRY
POTTED50cm HTVIBURNUM ALNIFOLIUM HOBBLEBUSH

POTTED50cm HTVIBURNUM CASSINOIDES WILD RAISIN

POTTED50cm HTCORYLUS CORNUTA BEAKED HAZELNUT

POTTED30cm HTRHODODENDRON CANADENSE RHODORA
POTTED50cm HTCORNUS SERICEA RED OSIER DOGWOOD

POTTED30cm HTTAXUS CANADENSIS CANADA YEW

POTTED100cm HTRHUS TYPHINA STAGHORN SUMAC

POTTEDNO.1/2 YR.ROSA RUGOSA ROSA RUGOSA

POTTED30cm HTCOMPTONIA PEREGRINA SWEETFERN

SHRUBS
1
5

10
11
13
5

12
10
50
15

POTTED1 GALOSUMDA CINNAMOMEA CINNAMON FERN
POTTED1 GALOENOTHERA BIENNIS EVENING PRIMROSE

POTTED1 GALSPIREA TOMENTOSA STEEPLEBUSH
POTTED1 GALSOLIDAGO CANADENSIS GOLDENROD

PERENNIALS
24
22
10
6

SEDIMENT CONTROL
FENCING (SEE CIVIL)

TOP OF SLOPE (SEE CIVIL)

TOE OF SLOPE (SEE CIVIL)

MULCH LINE

CULVERT (SEE CIVIL)

EXISTING SIGN/GATE

PLANTING & BOULDER PLAN & BIKE WASH STATION LAYOUT (FOR OPTIONAL PRICE ONLY)  SCALE  1:2004

DECIDUOUS TREE PLANTING (FOR OPTIONAL PRICE ONLY)  SCALE  1:257 CONIFEROUS TREE PLANTING (FOR OPTIONAL PRICE ONLY)  SCALE  1:255

SHRUB PLANTING (FOR OPTIONAL PRICE ONLY)  SCALE  1:258

BIKE WASHING STATION (FOR OPTIONAL PRICE ONLY)  SCALE  1:203

BOULDER (FOR OPTIONAL PRICE ONLY)  SCALE  1:206


