
GRAVEL ROAD

DRYWELL (SEE CIVIL)

75mm TOPSOIL &
HYDROSEED

75mm TOPSOIL &
HYDROSEED

75mm TOPSOIL &
HYDROSEED

75mm TOPSOIL & HYDROSEED (DOUBLE
TACKIFIER FOR SLOPES > 3(h):1(v)

75mm TOPSOIL &
HYDROSEED

75mm TOPSOIL &
HYDROSEED

LIMIT OF TREE
REMOVAL - SEE CIVIL

NEW TREE LINE SEE CIVIL

NEW TREE LINE SEE CIVIL

NEW TREE LINE SEE CIVIL

NEW TREE LINE SEE CIVIL

TOE OF SLOPE (SEE CIVIL)

CRUSHED STONE
SURFACING

1 BOLLARD (SEE ELEC.)

1 BOLLARD
(SEE ELEC.)

BIKE REPAIR
STATION

CRUSHED STONE
SURFACING

CRUSHED STONE
SURFACING

EXISTING WASHROOMS TO
BE DEMOLISHED BY OTHERS

PROPANE TANK (SEE
MECH.)

1 BOLLARD
(SEE ELEC.)

1 BOLLARD (SEE ELEC.)

75mm TOPSOIL &
HYDROSEED

SEE ELECTRICAL

SEE ELEC.

CULVERT (SEE
CIVIL)

SWALE SOD
BOTTOM (SEE
CIVIL)

SEDIMENT CONTROL FENCE (SEE
CIVIL)

CATCH BASIN (SEE
CIVIL)

MANHOLE (SEE CIVIL)

EXISTING GATE TO
BE REMOVED BY

OTHERS

TOP OF SLOPE (SEE
CIVIL)

2
L01

2
L01

2
L01

MATCH CRUSHED
STONE INTO SLAB

1
L01

DRY WELL (SEE CIVIL)

200mm BASE GRANULAR

SUB BASE GRANULAR (AS REQUIRED AND AS APPROVED)

SEE CIVIL DRAWINGS FOR
SLOPES 8% (SEE CIVIL)8% (SEE CIVIL)

WIDTH VARIES - AS INDICATED ON PLAN
MIN. 1000mm

SHOULDER (U.N.O)
SUB BASE GRANULAR
UNDER (AS REQUIRED

AND AS APPROVED)

COMPACTED SUBGRADE

50mm OF CRUSHED STONE

75mm TOPSOIL &

HYDROSEED, U.N.O.

MIN. 1000mm
SHOULDER (U.N.O)

SUB BASE GRANULAR
UNDER (AS REQUIRED

AND AS APPROVED)

75mm TOPSOIL &HYDROSEED, U.N.O.

COMPACTED SUBGRADE

200mm COMPACTED BASE
GRANULAR

FINISH AS
SHOWN ON

PLAN

WHERE CRUSHED STONE BUTTS
AGAINST CONCRETE SLAB (SEE
ARCH.) ENSURE BOTH BASE
COURSES ARE COMPACTED
SIMULTANEOUSLY

EXTEND SLAB BASE
DEPTH TO MIN. 600 BEYOND

SL
AB

 B
AS
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E 
ST
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C
.

PORCH SLAB (SEE
STRUCTURAL)

50mm OF CRUSHED STONE
200mm COMPACTED BASE

GRANULAR

NOTES:
EXISTING SURVEY INFORMATION OBTAINED
FROM DIGITAL FILE SUPPLIED BY ENGINEER
AND USED IN GOOD FAITH.

THE CONTRACTOR IS RESPONSIBLE TO
LOCATE ALL SITE SERVICES AND
UNDERGROUND UTILITIES PRIOR TO
COMMENCING WORK. THE CONTRACTOR IS
HELD RESPONSIBLE TO VERIFY ALL
DIMENSIONS AND GRADES SHOWN AND
THEIR RELATIONSHIP TO EXISTING SITE
CONDITIONS.  THE CONTRACTOR SHALL
REPORT ANY DISCREPANCIES TO THE
DEPARTMENTAL REPRESENTATIVE FOR
REVISION PRIOR TO PROCEEDING.

THE CONTRACTOR IS RESPONSIBLE TO
OBTAIN ALL PERMITS PRIOR TO
COMMENCING ANY WORK.

THE CONTRACTOR IS RESPONSIBLE TO
MAKE GOOD ANY DAMAGE TO THE
SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE AND AT NO COST TO THE
OWNER.

ALL WORK TO BE COMPLETED TO THE
LATEST EDITION OF THE NATIONAL
BUILDING CODE.

OBTAIN APPROVAL OF SUBGRADE PRIOR TO
PLACING TOPSOIL, HYDROSEED AND
CRUSHED STONE (UNIT PAVERS, SEE L03).

GRADE ALL AREAS TO ELIMINATE UNEVEN
AREAS AND LOW SPOTS, ENSURING
POSITIVE DRAINAGE.

COMPACTION: 85% UNDER LANDSCAPE
AREAS, 95% UNDER PAVED AREAS, U.N.O.

SEE CIVIL DRAWINGS FOR ALL CIVIL
RELATED WORK AND U/G STORM, SANITARY
AND WATER LINES.

SEE ELECTRICAL DRAWINGS FOR ALL
ELECTRICAL RELATED WORK.

SEE MECHANICAL FOR ALL MECHANICAL
RELATED WORK.

SUBMIT SHOP DRAWINGS WHERE
INDICATED.

Viridis Design Studio Ltd.
106 Hillsborough Road | Riverview NB | E1B 1R3

506.387.7992   |   www.viridisdesign.ca

LEGEND:

75mm TOPSOIL &
HYDROSEED

EXISTING TREE

EXISTING TREE LINE

NEW TREE LINE

SEDIMENT CONTROL
FENCING (SEE CIVIL)

TOP OF SLOPE (SEE CIVIL)

TOE OF SLOPE (SEE CIVIL)

MULCH LINE

CULVERT (SEE CIVIL)

EXISTING SIGN/GATE

CRUSHED STONE FLUSH WITH CONCRETE SLAB  SCALE  1:101

CRUSHED STONE SURFACING  SCALE  1:252


