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| GENERAL NOTE(S): ot
\ NOTE(S) GENERALE(S): Canada

7z 1- WORK TO BE COORDINATED WITH THE OTHER DIVISIONS AND CLIENT
ACTIVITIES TO LIMIT IMPACT AND DOWNTIME OF THE CLIENT OPERATIONS.

I* Public Works and Travaux publics et
REFER TO ARCHITECTURAL DOCUMENTS FOR ROOF WORK PHASING.

Government Services services gouvernementaux

. . Canada Canada
& LES TRAVAUX DOIVENT ETRE COORDONNEES AVEC LES AUTRES DIVISIONS
~ ET LE CLIENT. ILS DOIVENT LIMITER L'IMPACT ET LES INTERRUPTIONS DES Real Property Direction générale
OPERATIONS DU CLIENT. SE REFERER AUX DOCUMENTS ARCHITECTURAUX Branch des biens immobiliers

N POUR LE PHASAGE DES TRAVAUX.
2- ALL EXISTING DOWN CONDUCTORS INCLUDING THOSE NOT SHOWN ON

DRAWINGS ARE TO BE KEPT FOR REUSE. DOWN CONDUCTORS MUST BE

MODIFIED IN ORDER TO BE AT 250mm FROM THE FINISHED ROOF. o
CONTRACTOR TO RECONNECT TO ALL EXISTING DOWN CONDUCTORS, g rc a rc I e c s

INCLUDING THOSE NOT INDICATED ON DRAWINGS, TO LIGHTNING

PROTECTION SYSTEM. 47 Clarence Street, Sulte 401,
TOUS LES CONDUCTEURS DE DESCENTE EXISTANTS, Y COMPRIS CEUX QUI Ottawa, Ontarlo K1N 9K1
NE FIGURENT PAS SUR LES DESSINS, DOIVENT ETRE CONSERVES POUR UNE £613.241.8203, £:613.241.4180

3 . i . X Info@grcarchitects.com www.grcarchitects.com
REUTILISATION. LES CONDUCTEURS DOIVENT ETRE MODIFIES AFIN D'ETRE A

250mm DU TOIT FINI. LENTREPRENEUR DOIT REBRANCHER TOUS LES

CONDUCTEURS DE DESCENTE, INCLUANT CEUX QUI NE SONT PAS MONTRES
SUR LES PLANS, AU SYSTEME DE PROTECTION CONTRE LA FOUDRE.

3- ONCE ROOFING WORK IS COMPLETED, WELD THE NEW GROUNDING STRAPS m
TO THE STRUCTURE IN ORDER TO HAVE 25cm? OF CONTACT. APPLY A PRIMER PAG E A' I

AND PAINT WHERE APPLICALBE TO PREVENT CORROSION.

UNE FOIS LES TRAVAUX DE TOITURE TERMINES, SOUDRE LES NOUVELLES
BANDES DE MISE A LA TERRE A LA STRUCTURE AFIN D'OBTENIR 25¢cm? DE M O R E L
CONTACT. APPLIQUER UN APPRET ET PEINTURE AFIN DE PREVENIR LA
CORROSION. www.pageaumorel.com
4- MAKE PROVISION FOR AT LEAST ONE NEW AIR TERMINAL THAT IS CURRENTLY Gatineau
MISSING ON THE NORTH-WEST OF THE BUILDING. CONNECT NEW AIR
TERMINAL TO THE NEAREST LIGHTNING PROTECTION CONDUCTORS. 7415-000-00
PREVOIR AU MOINS UNE NOUVELLE BORNE AERIENNE QUI EST MANQUANTE
PRESENTEMENT SUR LA PORTION NORD-EST DU BATIMENT. RACCORDER LA ZONE DES TRAVAUX
NOUVELLE BORNE AERIENNE SUR LE CONDUCTEUR DE PROTECTION CONTRE O WORKING AREA
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| | TERMINAL BONDING LUG. SECURE WITH

| ' 6x20mm STAINLESS STEEL SCREW AND
6mm STAINLESS STEEL NUT

| | COSSE DE LIAISON DE 6x20mm TENUE EN
PLACE AVEC UNE VIS ET UN ECROU EN
ACIER INOXYDABLE DE 6mm

R
b

BONDING WIRE
CONDUCTEUR DE LIAISON

/T) O RD
i r v TYPICAL FLASHING AND GUTTER BOND

_ - ; N - - - - - J\ - ) | . .
I s VI § VG SRo o LIEN TYPIQUE D'UNE CORNIERE ET GOUTTIERE

- w0 /~4"\ DETAIL /DETAIL
! - ! ! @ SCALE/ECHELLE=N.T.S.
ISSUED FOR TENDER
! ! ' ' 4 EMIS POUR APPEL D'OFFRES 1707
5 | ISSUED FOR BUILDING PERMIT 17-06.29
| ' EMIS POUR PERMIS DE CONSTRUCTION
! ! ISSUED FOR TENDER
2 EMIS POUR APPEL D'OFFRES 17-06-19
| ! | PLATED BONDING LUG WITH SELF DRILLING 1 ISSUED FOR BUILDING PERMIT 17-06-06

SCREW WITH SEALING WASHER EMIS POUR PERMIS DE CONSTRUCTION

TERMINAL BONDING LUG. SECURE WITH COSSE DE LIAISON PLAQUEE AVEC VIS revisions description date
6x20mm STAINLESS STEEL SCREW AND AUTOPERFORANTE ET RONDELLE SCELLANTE

6mm STAINLESS STEEL NUT

COSSE DE LIAISON DE 6x20mm TENUE EN \\~_._ A gztac;lungétail

PLACE AVEC UNE VIS ET UN ECROU EN = '

ACIER INOXYDABLE DE 6mm / STRANDED CONDUCTOR OR RIBBON AS B location drawing no.
—

] ' ] ' /] INDICATED sur dessin no.
FIL TRESSE OU RUBAN TEL D'INDIQUE )
1 ! \ v C draw_lng no. Ep

' ' T RD BONDING WIRE dessin no.

| ' T RD ' T RD ' | CONDUCTEUR DE LIAISON project projet

TRD | | T58 & 0276 ROOFS,

' i ! ! i i TYPICAL EQUIPMENT BOND TYPICAL ROOM DRAIN BOND T58 SIDING, REPLACEMENT
/Qq, S A MO B SO - e i e e e e LIEN TYPIQUE D'UN EQUIPEMENT LIEN TYPIQUE D'UN AVALOIR DE TOIT TOITURES T58 & 0276,
o i el - i i . el i i el , el i . i el REVETEMENT T58,

. . REMPLACEMENT
I :rn_n“;_' ' I - é-m - - m DETAIL /DETAIL m DETAIL /DETAIL BUILDING T58 & 0276, MAC DONALD CARTIER AIRPORT,
o | - - - - ﬁ E-200 SCALE/ECHELLE=N.T.S. E-200 SCALE/ECHELLE =N.T.S. 200 COMET PRIVATE, OTTAWA ONTARIO
- ! ﬁl I I ! I R R ' v \\/ drawing dessin
o | R R | ! ELECTRICAL - NEW LAYOUT
' - i i ' ' LIGHTNING PROTECTION
i i ! i ' BRAIDED CABLE PARTIAL ROOF PLAN - HANGAR T58
/Q | | | | CABLE TESSE ELECTRIQUE - NOUVEAU
4
| RACCORD DE GABLES PARALLELES PROTECTION CONTRE LA FOUDRE
' ' I ! ' ROOF PENETRATION (WHERE APPLICABLE) PLAN PARTIEL DU TOIT - HANGAR T58
_ _ ® R R R R PENETRATION DE LA TOITURE (OU APPLICABLE)
| | | BRAIDED CABLE — NOUVEAU GABLE DINTERCEPTION TRESSE PesianedBY 5 pouLLey's Congu par
LA i i y i CABLE TRESSE SRADED CABLE CZ Date (yyyy/mm/dd)
- ' Ve ' Y T_Q T_Q ' TEE CABLE SPLICER CROSS-RUN OR FOUR-WAY CABLE Drawn By Dessine par
- - - - - - Ve - - - - - - - - - - - - - - - - - - - - - - - —_ RACCORD EN "T" CONNECTOR EXISTING DOWN CONDUCTOR

RACCORD A CABLES 4 VOIES CONDUCTEUR DE DESCENTE EXISTANT Date (yyyy/mm/dd)

R ' R Reviewed B Examiné
R R R R R R R R R BRAIDED CABLE BRAIDED CABLE gﬁzéiig%?é;\ssfeﬁw|LR6E)>ETA|L 6) T e vaiancourT e
' CABLE TRESSE CABLE TRESSE Date (yyyy/mm/dd)
. Approved By E VAILLANCOURT Approuvé par
. TYPICAL CABLE SPLICERS CONNECTION TO EXISTING DOWN CONDUCTORS Date (yyyy/mm/dd)
| RACCORD DE CABLES TYPIQUES RACCORD AU CONDUCTEUR DE DESCENTE EXISTANT Tender Soumission

PARTIAL ROOF PLAN - HANGAR T58 Project Manager Administrateur de projets

E-200 SCALE/ECHELLE = 1:150 E-200 SCALE/ECHELLE=N.T.S. E-200 SCALE/ECHELLE = N.T.S. R 08 1 980 . OO 1

/ 1\ PLAN PARTIEL DU TOIT - HANGAR T58 / 2\ DETAIL /DETAIL /5" DETAIL /DETAIL Proct o> No. du projt

Drawing no. No. du dessin
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