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C/W FABRICATED AND STAND AND
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OUTLINE OF CONCRETE SLAB FOR
NEW MAKE—-UP AIR UNIT. REFER
TO STRUCTURAL DRAWINGS FOR
REQUIREMENTS.
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PROVIDE GAS PIPING C/W DIRT TRAP AND ISOLATION
VALVE FOR NEW MAKE—-UP AIR UNIT AS INDICATED

PROVIDE NEW STAND FOR MAKE—UP AIR UNIT. STAND
SHALL BE CONSTRUCTED FRO 50x50x5 ANGLE IRON
C/W 38x38x5 ANGLE CROSS BRACING. STAND TO BE
COMPLETE WMITH 2 COATS SHOP PRIMER AND MINIMUM
ONE FINAL TOP COAT. STAND FINAL COLOUR TO MATCH
MAKE-UP AIR UNIT
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PROVIDE DISTRACTIFICATION FAN C/W SUPPORT STEEL
AND INSTALL AS PER MANUFACTURER'S INSTRUCTIONS
AND RECOMMENDATIONS. REFER TO STRUCTURAL
DRAWINGS FOR SUPPORT STEEL REQUIREMENTS
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PROVIDE 75¢ VENTING AND COMBUSTION AIR
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INDICATED

PROVIDE 25 CLEARANCE FROM WALL FACE
TO UNIT HEATER COMBUSTION AIR INTAKE
AS PER MANF'RS INSTRUCTIONS AND

/— RECOMMENDATIONS

.25 TURN UNIT HEATER VENTING DOWN AND
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PROVIDE NEW HEATER C/W FABRICATED ANGLE
SUPPORT BRACKET AND SUPPORT FROM WALL
GIRTS AS PER MANUFACTURER’S INSTRUCTIONS
AND RECOMMENDATIONS. REFER TO STRUCTURAL
DRAWINGS FOR ANGLE SUPPORT REQUIREMENTS.
(TYPICAL UH-2)

CONDENSATE DRAIN PIPING, FOR CONNECTION TO
UNIT REFER TO DETAIL
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Notes:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR CHECKING DIMENSIONS AND EXISTING
CONDITIONS AT THE OUTSET OF CONSTRUCTION. REPORT ANY DISCREPANCIES
TO THE ENGINEER. DO NOT PROCEED WITHOUT FURTHER WRITTEN DIRECTION
FROM THE ENGINEER.
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