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—MOUNT TYPE 'S’ LIGHT
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SCALE : 1:100 E‘] 1 SCALE : 1:100 E‘] 1
Tm 2m 3m 4m 5m 6m 7m 8m 9m 10m Om Tm 2m 3m 4m 5m 6m 7m 8m 9m 10m
OUTLET BOX FOR POWER —FLEXIBLE CONDUIT FOR CIRCUIT
TO RECEPTACLES. WIRING. RUN ARMOURED CABLE IN
TRAY BETWEEN RECEPTACLES.
— O —
I
I
\ O.W.S.J. O.W.S.J. I
LIGHT FIXTURE SUSPENDED |
FROM METAL /_\ :
DECK/CONCRETE
| (1 I I

STEEL STRUT. SLOTTED
CHANNEL, SPAN O.W.S.J.

|<—1 2.5mm THREADED

—

ROD TO ASTM A307.

BEAM CLAMP

|
|
|
|
|
|
< 4

AS REQUIRED. LOCATE

BETWEEN LIGHT FIXTURE.

ATTACH TO O.W.S.J. WITH

BOLTED BEAM CLAMPS,

DESIGN LOAD 800 LBS.J

TWIST LOCK RECEPTACLE

ATTACHED TO SIDE OF

CABLE TRAY.

EQUIPMENT RACKS
BY OWNER.

\FBREGLASS STRUT WITH

BOLT AND
SPRING NUT

SLOTTED STRUT

SPRING NUT FITTING FOR
RODS. LENGTH AS REQUIRED.
SPACE APPROXIMATELY 2.4M.

NOTE:

EXACT LOCATION OF CABLE TRAY AND SUPPORTS TO

BE CONFIRMED ON SITE WITH OWNER’S
REPRESENTATIVE. REFER TO DRAWING E4 FOR LAYOUT.

SECTION DETAIL - ROOM 114 [/ 6\
E11

IN CONTROL ROOM, LCD MONITOR,
MICROPHONE, SPEAKER, DOOR
RELEASE BUTTON.

|7WALL MOUNTED MONITOR UNIT

[ ]

O

SCALE : NTS

DOOR COMMUNICATIONS SYSTEM:

OUTDOOR INTERCOM UNIT:
WEATHERPROOF FLUSH MOUNTED, APPROXIMATELY 127mm x 100mm WIDE
c/w COLOUR CAMERA, MICROPHONE, SPEAKER AND CALL BUTTON.

VESTIBULE INTERCOM UNIT:
SIMILAR TO ABOVE BUT WITHOUT THE CAMERA.

INDOOR MONITOR UNIT:
LOCATED IN CONTROL ROOM, WALL MOUNTED FLUSH PANEL WITH 89mm LCD
COLOUR MONITOR, MICROPHONE, SPEAKER, AND DOOR RELEASE BUTTON.

O—

-~ THERMOSTAT WITH 24 24 24 2L4 2;4 21
(f EXTERIOR PROBE. _H_._DELEVATOR
214 214 SHAFT 215 200
<~ COLD LEAD WITH __Elﬁfur\?épcégg —H—{H [sD} SD
GLAND TO ATTACH / 214 214 207 206 208
TO BOX. : D—E—E—€
B+——HOT/COLD 118 116 115 105 101
FITTING —PULLING EYE
/ AT END OF
PIPE WITH OIL CABLES 114 114 114 114
FILL, 50mm @
\\ Y. 114 114 129 128 110 118
| | | |
i J F FEoL
% w\ ‘r : / % S—80—&D)—80—{F —{F -EOL]
|
| PRE—ACTION FIRE ALARM | AUTO=DIALER = 59mm coNpuIT
REFER TO ARCH. —HEAT TRACE CABLE. 86W/M. 120V <4 > SPRINKLER CONTROL ] STO TELEPHONE
DRAWING A14, EQUAL TO THERMON M| CABLE PANEL PANEL BACKBOARD
DETAIL 8 & 11. WITH STAINLESS STEEL JACKET.
ESTIMATE 7M LENGTH. CONFIRM
NOTE: LENGTH BEFORE ORDERING CABLE. ~ 120V

HEAT TRACE COMPONENTS EQUAL TO THERMON, C/W ALL
ACCESSORIES, CONTROLS AND FITTINGS FOR A COMPLETE SYSTEM. 120
VOLT POWER. LOCATE EXTERNAL PROBE AS DIRECTED ON SITE AND

PROTECTED WITH ICE SHIELD.

HEAT TRACE DETAIL /3
E11

LIGHT FIXTURE
TYPE 'C’

SCALE : NTS

12A,

0
120V CIRCUIT BREAKER. J
PAINT RED & LABEL "F.A. PANEL”"

FIRE ALARMRISER [/ 4\
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SCALE : NTS

LIGHTING CONTROL NOTES:

120V 120V
[ PB IPB] ®
OPN OPN
& )
211 213 214 215
cRl [Rl Rl [cw
MAIN DOOR JB JB VESTIBULE DOOR
# %01 # 100
110 115 X04 X02
o I o R o R
JB
DOOR
ACCESS
CONTROL
PANEL
LAN RM.
108
i
120V

DOOR ACCESS CONTROL WIRING

SCALE : NTS

1. LIGHTS WILL NOT TURN ON AUTOMATICALLY WHEN ENTERING THE ROOM. THE OCCUPANT WILL

TURN ON ONE GROUP OR ALL FOUR GROUPS OF LIGHT FIXTURES TYPE 'C’ WITH WALL
MOUNTED WIRELESS DIMMER SWITCHES NEAR THE DOOR.

2. LIGHT FIXTURES TYPE 'C’ CAN BE DIMMED TO APPROXIMATELY 1%.

3. THE OPERATOR TECHNICIANS WILL MANUALLY TURN ON TASK LIGHT FIXTURE TYPE 'M’ AT EACH

CONSOLE WITH INDIVIDUAL WIRELESS DIMMER SWITCHES. LIGHT FIXTURES TYPE 'M’ CAN BE

DIMMER TO 17%. THE LOCATION OF THE SWITCHES WILL BE DETERMINED ON SITE, ATTACHED TO

CONSOLE.

2100 (NOTE 6)

G

CONSOLE*\

]
LIGHT FIXTURE /
TYPE "M’

WIRELESS DIMMER
[SWITCHES

OPERATION.

6. EXACT MOUNTING HEIGHT AND POSITIONING OF TYPE 'M’ LIGHT FIXTURES TO BE DETERMINED

5. SYSTEM TO INCLUDE ALL NECESSARY POWER PACKS, DIMMING MODULES, INTERCONNECTING
CONTROL WIRES AND ALL MISCELLANEOUS DEVICES REQUIRED TO PERFORM THE REQUIRED

WHEN THE ROOM IS VACATED FOR A PREDETERMINED LENGTH OF TIME, THE CEILING MOUNTED
VACANCY WILL AUTOMATICALLY TURN OFF LIGHT FIXTURES TYPE °C'.

AFTER CONSOLES ARE INSTALLED. CONTRACTOR TO ALLOW FOR ADDITIONAL SUSPENSION CABLES

AND INCLUDE ADJUSTABLE SUSPENSION HEIGHT FITTINGS.

WIRELESS
DIMMER
SWITCHES

LIGHTING CONTROL DETAIL - OPERATIONS ROOM

RC59U CABLES IN
21mm CONDUIT
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SCALE : NTS
W WEATHER PROOF
CAM CAMERA
W
{CAM|
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W
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RM. 100
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300 X 300 X 100
/JUNCTION BOX IN CEILING
SPACE ABOVE OPERATIONS
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drawing dessin

O INTERCOM STATION. LOCATED IN THE LAN ROOM. PROVIDE ALL WIRING AND CONDUIT FOR A mm :
[ COMPLETE TWO WAY CONVERSATION SYSTEM. INTERLOCK WITH DOOR FOR CABLE 200 X 200 X 100 FLUSH
HARDWARE TO RELEASE THE DOOR LOCKING MECHANISM WHEN REQUESTED CONNECTIONS y JUNCTION BOX ABOVE FLOOR
BY THE INDOOR MONITOR UNIT. o BEHIND EQUIPMENT FOR
WIRING TO DVR AND POWER
VESTIBULE  VESTIBULE e OPERATION SEQUENCE: SUPPLY. .
TO ENTER THE BUILDING AFTER NORMAL WORK HOURS, THE VISITOR MUST designed =2 coney
PUSH THE BUTTON ON THE OUTDOOR INTERCOM STATION TO CALL THE A 2017
oo, et I INDOOR MONITOR UNIT. THIS ACTION WILL AUTOMATICALLY ACTIVATE THE DVR AN NOTES: date - ‘
AN, RM BUILT—IN CAMERA WHICH WILL DISPLAY THE COLOUR IMAGE ON THE INDOOR é_ 1 drawn dessiné
C MONITORING STATION. THE OPERATOR AND THE VISITOR CAN CARRY ON A 1. BOX SIZES AND CABLES MAY AL o017
TWO WAY CONVERSATION. TO ALLOW ENTRY, THE OPERATOR WILL ACTIVATE LAN CONNECTION L POWER SUPPLY WITH VARY DEPENDING ON date (oA o
THE DOOR RELEASE BUTTON AND THE EXTERIOR DOOR WILL UNLOCK, FOR DATA LINK FUSED OUTPUTS. MANUFACTURER’S REQUIREMENTS. approved approuvé
ALLOWING THE VISITOR INTO THE VESTIBULE. FROM THE VESTIBULE, THE
VISITOR WILL AGAIN CALL THE INDOOR MONITORING STATION FROM A SECOND ™ DIGITAL VIDEO 2. LOCATION OF DVR, POWER date (L2017
INTERCOM STATION. THE OPERATOR CAN THEN ACTIVATE THE DOOR RELEASE MONITOR \RECORDER SUPPLY AND MONITOR TO BE Ternder Sournission
120V MECHANISM TO ALLOW THE VISITOR ACCESS TO THE BUILDING. é_ MONITOR. 24” LCD CONFIRMED ON SITE WITH / I ' /./7///7
FLAT PANEL. OWNER’S REPRESENTATIVE BEFORE P\'g roject Mangger Adminigfrgtéur def projets® TPSGC
ROUGH—IN. project number no. du projet
SCALE : NTS E1 1 SCALE : NTS @ drawing no. no. du dessin
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