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PART 1 - GENERAL

1.1 REFERENCES AND
CODES

1.2 HAZARDOUS
MATERTAL DISCOVERY

1.3 BUILDING
SMOKING ENVIRONMENT

Perform Work in accordance with National
Building Code of Canada (NBC), standards,
codes and referenced documents, including
amendments up to tender closing date and other
codes of provincial or local application
provided that in case of conflict or
discrepancy, more stringent requirements

apply.

Meet or exceed requirements of:

.1 Contract documents.

.2 Specified standards, codes and
referenced documents.

Asbestos: demolition of spray or
trowel-applied asbestos is hazardous to
health. Stop work immediately when material
resembling spray or trowel-applied asbestos is
encountered during demolition work. Notify
Departmental Representative.

PCB: Polychlorinated Biphenyl: stop work
immediately when material resembling
Polychlorinated Biphenyl is encountered during
demolition work. Notify Departmental
Representative.

Mould: stop work immediately when material
resembling mould is encountered during
demolition work. Notify Departmental
Representative.

Comply with smoking restrictions and
municipal by-laws.
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PART 2 - PRODUCTS

2.1 NOT USED

PART 3 - EXECUTION

3.1 NOT USED

.1 Not Used.

.1 Not Used.

END



