NOTE: ALL SIGNAGE WITHIN 300mm OF
THE BUILDING, SHALL BE MOUNTED TO
THE BUILDING USING #10 PAN HEAD

WOOD SCREWS c¢/w FLAT WASHERS,
STAINLESS STEEL.

INSTALL SCREWS AT

SIGNAGE NOTES :

1. ALL CONCRETE TO BE 35
NOTED OTHERWISE TO MEET
CLASS C—-2 EXPOSURE.

S. SIGNAGE TO BE MOUNTED

2. SIGN POST TO BE GALVANIZED
CONTINUOUS WELD, SCHEDULE 40 PIPE.

AS UNIFORM TRAFFIC CONTROL STANDARDS.

MPa., UNLESS
CSA A23.1,

6

S

C10

C10

TYPICAL FOR ALL OTHER SINGLE POST SIGNAGE

FINISHED GRADE—I

SCALE : N.T.S. BARRIER—FREE SIGNAGE
SCALE : N.T.S.
o
APPROACH ©
SLAB 450 400
_l SLOPE
A | i . <——BUILDING
| I 400 \I / : \\ FOUNDATION WALL
¥
EXTEND REINFORCING ! E)L(JSEI\%IOANN?JOTHCE NEW
THE ENTIRE LENGTH OF 10M @ 450 15M @ 450 C/W 125
THE APPROACH SLAB. EACH WAY HIT HY—200 ——= =T  NOTE: FOUNDATION WALL
TOP & BOTTOM  ADHESIVE REINFORCING NOT SHOWN.
REFER TO
N STRUCTURAL DWGS FOR DETAILS.

APPROACH SLAB AT WALL

SCALE : N.T.S.

2.25m 1.20m(MIN.)

SUPPLY AND PLACE
NEW CONCRETE CURB,

— SUPPLY AND PLACE NEW
150mm THICK CONCRETE

BOTH SlDES—| RAMP 30 MPa MINIMUM l—NEW SIDEWALK
6.7% SLOPE |
‘—6;'//

SUPPLY AND PLACE

oO—§—

VEHICLE CHARGING STATION BASE.
SEE ELECTRICAL FOR LOCATIONS

SCALE : N.T.S.

/—PAINT CIRCLE AND
DIAGONAL COLOR RED.

PAINT CIGARETTE

356
@ BLACK
<+ B S
2 NO SMOKING]| | =<
WITHIN 6M (20ft) OF
MAIN ENTRANCE, EXITS
AND PPERABLE WINDOWS ‘
LBLACK LETTERS ~| —
ON WHITE
BACKGROUND.
DETAIL
NO SMOKING SIGNAGE
SCALE : N.T.S.

48

EXTERIOR SIDING NAIL LINES. O 4. LOCATION OF SIGN TO BE
MAKE WATERTIGHT. DETERMINED ON SITE WITH OWNER
REPRESENTATIVE.
6009
PLAN PLAN
— — 5. REFER TO BUILDING ACCESSIBILITY ACT &
340 340 300 REGULATIONS, FIGURE 4, UNIFORM TRAFFIC
~SUPPLY AND ,~SUPPLY AND SUPPLY AND — CONTROL IDENTIFYING PARKING SPACES FOR | _—10m TES
J INSTALL NEW 0 e J INSTALL NEW INSTALL NEW DISABLED PERSONS FOR SIGNAGE
ALUMINUM \ CAP \{ \ CAP CAP \E INFORMATION. | CONCRETE
SIGNAGE w{ XVEI—':II'FIERS oN CHARGING ALUMINUM 6. ALL SIGNAGE SHALL BE SIGN GRADE BASE
STATION SIGNAGE _
oo = ' Y i
Q BACKGROUND. CAR | ol - 9 mm VERT
P%RKING I o 2 3 S REQUIREMENTS OF ASTM B209M.
ONLY
NLY WHILE —P N
N CHARGING || ©
N Z2p \ 7
CHARGING STATION
L SUPPLY AND INSTALL NEW | SUPPLY AND INSTALL SUPPLY AND INSTALL ETNYSPURE 2% SLOPE / AND GALVANIZED
SIGNAGE. SEE NOTE '2". NEW CHARGING STATION NEW BARRIER—FREE (TYP.) ANCHOR BOLTS BY o
o o SIGNAGE. SEE NOTE '2’. o SIGNAGE. SEE NOTE 25mm '
S BLACK LETTERS ON = S NO. 5. ABOVE CHAMFER ACCORDINGLY.
0 WHITE BACKGROUND. ) GREEN LETTERS ON ) n '
- - WHITE BACKGROUND. - SUPPLY AND < -
GALVANIZED PIPE. CALVANIZED PIPE. GALVANIZED PIPE. / "
l— GRADE l—GRADE l—GRADE
10M @ 300 TIES, — CONDUIT. SEE
TOP 3 @ 100 o ELECTRICAL 5
o
4—20M VERT =
f~—— SUPPLY AND \
S S S PLACE NEW CONCRETE BASE 3
0 0 10 CONCRETE BASE
150mm 'TYPE 1’
COMPACTED FILL N
300 300 300
SECTION
SECTION SECTION SECTION
CAR POOL CHARGING
SIGNAGE STATION SIGNAGE

ENSURE 2% SLOPE
(TYP.)

150

25mm CHAMFER \
e

NEW FLAG POLE
REFER TO SPEC.

—— COORDINATE POST MOUNTING

BASE PLATE, COVER AND
ACCESSORIES WITH POLE
SUPPLIER

NON—-SHRINK GROUT
] /_

— FINISHED
GRADE

TOP 3 TIES,—~
10M @

100 O.C.

2000

POLE SUPPLIER.

MINIMUM

o+——10M TIES @ 300

760

COMPACTED
‘e GRANULAR FILL

DETAIL - FLAGPOLE

SCALE : N.T.S.

3020mm

C10

COORDINATE WITH SIGN SUPPLIER AND DEPARTMENTAL REPRESENTATIVE

SUPPLY AND INSTALL
GALVANIZED ANCHOR
RODS. COORDINATE WITH

CONCRETE BASE 35MPa

9—-20M VERTICAL REBAR

48

1800mm
HSS POST TO BE SUPPLIED BY THE OWNER.

COORDINATE WITH SIGN SUPPLIER
AND DEPARTMENT REPRESENTATIVE— — T ~—

3000mm

SIGN BOARD AND WORDING TO BE SUPPLIED BY OWNER.

4 206mm—MAX— -

COORDINATE WITH SIGN SUPPLIER AND DEPARTMENTAL REPRESENTATIVE

SUPPLY AND INSTALL NEW GALVANIZED DRAIN

PE(25mm) C/W SHUT OFF VALVES.

SEAL BOTTOM AND ENDS WATER TIGHT.

MOUNT SIDE BY SIDE.
(FOR LOCATION SEE DWG C13)
(SHOWN AN OFFSET FOR CLARITY)

25
50

b33

L—15M @ 300 EACH WAY
TOP & BOTTOM

SUPPLY AND PLACE AND COMPACT

DETAIL 7
FUEL TANK CONCRETE PAD \C13
SCALE : N.T.S.

SUPPLY AND PLACE AND COMPACT 100mm COMPACTED
NEW TACTILE ATTENTION THICK GRANULAR A’ SUBGRADE
INDICATOR AS
REQUIRED.
SCALE : N.T.S.
P|
5340 x 3080 CONCRETE PAD c/w CONTAINMENT CURB
SUPPLY AND INSTALL NEW ANCHOR — SUPPLY AND PLACE NEW REINFORCED
RODS. COORDINATE SIZE, TYPE AND CONCRETE PAD.
LOCATION ON SITE WITH TANK SUPPLIER CONCRETE 30 MPa MINIMUM
25mm CHAMFER 150
ALL AROUND /—1 ——
[ ] o [ ]
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a GRADE — J L J FINISHED GRADE
N
° e (e ° ° . ° ° ° e
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150mm THICK GRANULAR ‘A’ ON COMPACTED SUBGRADE

CURB DRAIN

PIPE & VALVE

— FINISHED
GRADE

3218mm C/C

COORDINATE WITH SIGN SUPPLIER AND
DEPARTMENTAL REPRESENTATIVE

¢ POST

ELEVATION

DETAIL - SIGN BASE

SCALE :

N.T.S.

—

ENSURE 2% SLOPE

|

NEW
REFE

BASE

L

FLAG POLE
R TO SPECS.

—— COORDINATE POLE MOUNTING

PLATE, COVER AND

ACCESSORIES WITH POLE
SUPPLIER

,——NON—-SHRINK GROUT
|

. +—1——SUPPLY AND INSTALL

GALVANIZED ANCHOR
RODS. COORDINATE WITH
POLE SUPPLIER.

— FINISHED
GRADE

—RIGID PVC CONDUIT
BY ELECTRICAL,

CONCRETE BASE 35MPa
MINIMUM

(TYP.) o
I
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DETAIL - LIGHT POLE

9—-20M VERTICAL REBAR

o+—— 10M TIES @ 300

COMPACTED
.~ GRANULAR FILL

SCALE : N.T.S.

HSS POST AND BASEPLATE
COORDINATE WITH SIGN
SUPPLIER AND DEPARTMENTAL
REPRESENTATIVE.

610

C13

610mmeo
.~ CONCRETE BASE

HSS POST AND BASEPLATE

COORDINATE WITH SIGN SUPPLIER
AND DEPARTMENTAL REPRESENTATIVE,

100

2000mm

32mm DIA.
8—15M VERTICAL

10M TIES

SUPPLY AND INSTALL
NEW GALVANIZED
ANCHOR RODS,
COORDINATE WITH
SIGN SUPPLIER.

ENSURE 2% SLOPE
(TYP.)

25mm
CHAMFER

— FINISHED

GRADE

00 0 @

O/OOO

\TOP 3 TIES

10M @ 100 o.c.

NON—SHRINK
GROUT

50

s —

—~—CONCRETE BASE
° 35 MPa MINIMUM

8—15M VERTICAL

o+—10M TIES @ 300

610

—~——COMPACTED GRANULAR FILL
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NOTES :

1. ALL DIMENSIONS INDICATED ARE IN

MILLIMETERS UNLESS OTHERWISE
SPECIFIED.
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