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REFER TO SITE PLAN

BARRIER—FREE NOTES:
1. ACCESSIBLE PARKING SPACES SHALL BE DESIGNATED AS RESERVED FOR USE BY
PHYSICALLY DISABLED PERSONS. INSTALL UNIFORM TRAFFIC CONTROL SIGN FOR
DESIGNATED PARKING ON GALVANIZED POST AND PAINT INTERNATIONAL SYMBOL ON THE I*I Public Works and ~ Travaux Publics et
PAVEMENT AND PAINT THE SPACE BLUE. Government Services Services gouvernementaux
Canada Canada
2. VERTICAL SIGNS ON POSTS SHALL BE 300mm x 600mm, PERMANENTLY INSTALLED AT A
HEIGHT OF 1500mm FROM THE GROUND TO THE CENTRE OF THE SIGN. REFER TO
CANADIAN STANDARDS ASSOCIATION—B651—12 FOR TEXT SIZE. REFER TO DWG C13 FOR
BASE DETAILS.
3. SYMBOL ON THE PAVEMENT SHALL BE 1000mm LONG, LOCATED IN THE CENTRE OF THE
SPACE, AS SHOWN, AND IN THE COLOUR BLUE, STRONGLY CONTRASTING WITH THE
BACKGROUND PAVEMENT. aMmecC {F@St@r Wheeﬂ@ﬂ‘ C&
4. DESIGNATED PARKING STALL AND ACCESS AISLES SHALL BE PAINTED THE INTERNATIONAL
COLOUR OF ACCESS ON THE PAVEMENT OF THE SPACES AND AISLES.
PROVINCE OF NEWFOUNDLAND AND LABRADOR
5. ACCESS AISLE SHALL BE MARKED "NO PARKING” AND MEET THE CRITERIA FOR AN
EXTERIOR PATH OF TRAVEL. !,=wa|§'_,§, PERMIT HOLDER
and Labrador . .
PROFESSIONAL ENGINEERS AND,@§OSCIENTISTS, T h IS P e rm It AI I OWS
6. RAMP SURFACE TO BE SLIP—RESISTANT WITH A DETECTABLE WARNING SURFACE THAT IS W@/ JUN.28,2017
COLOUR AND TEXTURE CONTRASTED WITH THE ADJACENT SURFACES. Amec FosterWheele? Americas Limited
7. CONTRACTOR TO ENSURE PARKING SPACES DESIGNATED FOR PERSONS WITH DISABILITIES T°,ffj;“°e;mf:ssigT'bE"gi"ee“"g
SHALL BE DETAILED AS PER THE REQUIREMENTS OF THE SCHEDULE (SECTIONS 14&16) ':e,:,itﬁ:,maﬂ;s::db;pr:eor' D0018
OF THE BUILDING ACCESSIBILITY REGULATIONS. which is valid for the year 2017
PROVIDE SIGNS AS
1500 3500 (MN.) ACCESSIEILITY
REFER TO SITE PLAN REGULATIONS, LATEST
EDITION, MOUNTED TO
BLDG. FASTEN SIGN
WITH #10 PAN HEAD
WOOD SCREWS c/w
FLAT WASHERS,
STAINLESS STEEL.
INSTALL SCREWS AT
EXTERIOR SIDING NAIL
LINES.
NOTES :
| | | | | | 1. ALL DIMENSIONS INDICATED ARE IN
CONCRETE MILLIMETERS UNLESS OTHERWISE
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