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DEPARTMENTAL REPRESENTATIVE. rd
SUPPLY AND INSTALL NEW CONCRETE
4 EDGING. REFER TO DRAWING C8 FOR DETAILS
SUPPLY AND INSTALL
150mmeo PVC
WATERMAIN EXISTING REMNANTS

&
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== NEW DOUBLE CB.#3700R AS

‘a, f PER NL. SPEC. DWG.#0900 INCLUDED
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s REFER TO DWG#E2
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SUPPLY AND INSTALL
NEW SIGNAGE.
REFER TO DRAWING C13 FOR
DETAILS. COORDINATE ACTUAL
LOCATION ON SITE WITH
DEPARTMENTAL REPRESENTATIVE.

OF AN HYDRANT
LOCATION. HYDRANT
MISSING

SUPPLY AND
INSTALL
NEW ~18m
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EXCAVATE AS

300x150 TAPPING

MATCH EXISTING
ASPHALT AND
PROVIDE SMOOTH
TRANSITION.

APPROXIMATE LOCATION
OF EXISTING 300mmg

DI. WATERMAIN.

SIZE TO BE CONFIRMED
ON SITE.
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NOTES:

1. FOR STORM SEWER PLAN & PROFILE,
REFER TO DRAWING C5 & Ce6.

2. FOR SANITARY SEWER PLAN &
PROFILE, REFER TO DRAWING C7.

3. CIVIL CONTRACTOR SHALL EXTEND
NEW WATER SERVICE INSIDE NEW
BUILDING. REFER TO DETAIL "14" ON
MECH DRAWING M6. COORDINATE WITH
MECHANICAL CONTRACTOR TO ENSURE
LOCATION AND ELEVATION MATCHES.

4. CIVIL CONTRACTOR SHALL END STORM
AND SANITARY SERVICES 1.5M FROM
BUILDING EXTERIOR AS SHOWN.
COORDINATE WITH MECHANICAL
CONTRACTOR TO ENSURE ACTUAL
ON-SITE LOCATION AND ELEVATION
MATCHES.

5. FOR SECTIONS OF NEW ASPHALT
AREAS REFER TO DRAWING C14.

6. ALL THRUST BLOCKS AS PER MASTER
SPECIFICATIONS DWG. NO. 1140,
INCLUDED IN APPENDIX 'H’ OF
SPECIFICATIONS.

7. SUPPLY AND INSTALL NEW ”"NO
SMOKING” SIGNAGE, MOUNTED ON
BUILDING. REFER TO DWG. # C13

8. LINE REPRESENTS LIMIT OF
APPROACH SLAB REINFORCING.
TYPICAL FOR ALL DOOR OPENINGS.
REFER TO DETAIL '9" ON DWG C13.
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PLUG EXISTING S ~ ~ ~ N ~. ELECTRIC CHARGING ASPHALT SURFACE IN
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/ CONCRETE AS - D ~ > AN DWG. C14 FOR DETAILS
PVC i N < N STATION SIGNAGE MOUNTED : cTALS
/ , : . ~ < > ) TO BUILDING AND PAVEMENT
9 N ~ SO Tl > % M~ SUPPLY AND INSTALL MARKINGS. REFER TO \
/ N ~ > ~ y 150mm@ PVC SANITARY DRAWING C13 FOR BASE \
L ~ >~ ~ DETAILS AND REFER TO {
/ ~ ~ . ELEC. DRAWINGS FOR
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- N Y § N \“_ REFER TO DWGAE2
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PERIMETER ROAD. ‘ THRUST BLOCK

C8.

SUPPLY AND INSTALL
NEW CONCRETE
EDGING.

REFER TO DRAWING
C8 FOR DETAILS
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NOTE :
CONTRACTOR RESPONSIBLE TO SUPPLY ALL
MATERIALS REQUIRED TO PAINT NEW
PARKING STALLS. PAVEMENT MARKINGS
SHALL BE YELLOW IN COLOUR, STANDARD
NUMBER 33538 OF THE STANDARD U.S
FED—-STD 595B. MATERIALS TO INCLUDE
ALKYD (OIL BASED) PAINT. PAVEMENT
MARKINGS MUST BE UNIFORM IN POSTION
AND APPLICATION. ENSURE PAVEMENT IS
CLEAN PRIOR TO APPLICATION.
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