 MAXIMUM SECURITY CELL RANGE C

CAULK AROUND MUNTINS TYP,

PRESSURE TREATED WOOD
BLOCKING. REFER TO
STRUCTURAL

6mm CLEAR TEMPERED GLASS

8mm CLEAR TEMPERED
GLASS W/ LOW 'E' COATING
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STRUC NOTES s
7] NEW 4 UNIT PRE-MANUFACTURED CELL WINDOW.
REFER TO STRUCTURAL FOR DETAILS.
3] NEW 3 UNIT PRE-MANUFACTURED CELL WINDOW. 4 SECTION WINDOW 3 SECTION WINDOW
REFER TO STRUCTURAL FOR DETALS. /" 3"\ ELEVATION - TYPICAL / 4"\ ELEVATION - TYPICAL
[3] NEW 2 UNIT PRE-MANUFAGTURED CELL WINDOW. % SCALE: 1:50 | % SCALE: 150
REFER TO STRUCTURAL FOR DETAILS. _
[+] REINSTALL REMOVED BRICK ABOVE WINDOW,
[5] NEW PRE-FINISHED METAL FLASHING.
[] REMOVE EFFLORESCENCE STAINS FROM
EXISTING BRICK EXTERIOR - TYPICAL. > TAMPER PROOF HARDWARE
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- 2 SECTION WINDOW

/"5 ELEVATION - TYPICAL

A

% SCALE: 1:50

SECTION THROUGH NEW
/8 THERMALLY BROKEN WINDOW

A2 A2/ SCALE: 1:10

GALVANIZED MASONRY TIE. REFER TO

STRUCTURAL

PRESSURE TREATED WOOD BLOCKING.

25mm GLASS CLAD ﬁOr<O>N_wOZ>A.m -
60 MINUTE ATTACK RATING AS PER
ASTM F1915 GRADE 1

;\lll 25mm @ VERTICAL STEEL BARS. 125mm

SPACING BETWEEN EACH BAR MAX.
TOOL-RESISTING STEEL AS PER ASTM AG27-03

MANUFACTURER'S SPECIFICATION

/( ALUMINUM EXTRUDED MUNTINS AS PER

K ALUMINUM MUNTIN - DIVIDE EVENLY

13mm AIR SPACE

REFER TO STRUCTURAL

PREFINISHED METAL FLASHING

6mm CLEAR TEMPERED GLASS
13mm AIR SPACE

6mm CLEAR TEMPERED GLASS
W/ LOW 'E' COATING

STEEL PLATE ANCHORED INTO EXISTING
CONCRETE WALL. REFER TO
STRUCTURAL

25mm GLASS CLAD POLYCARBONATE

NOTE:

70 - 4 UNIT WINDOWS
8 - 3 UNIT WINDOWS
2 - 2 UNIT WINDOWS

/"2 PARTIAL UNIT 6 PLAN

% SCALE: 1:100

PWGSC — D — 914X610

25mim @ HORIZONTAL STEEL BAR

14 Ga. STAINLESS STEEL
PERFORATED PLATE C/W BUG

SCREEN AT EXTERIOR

OPERABLE SASH MECHANISM

125mm MAX OPENING.

25mm @ HORIZONTAL STEEL BAR
WELDED TO STEEL PLATE

PREFINISHED METAL FLASHING

MAX
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SECTION THROUGH NEW
/ 7"\ THERMALLY BROKEN WINDOW

A2 A2/ SCALE: 1:10

e

25mm & VERTICAL STEEL BARS WELDED
TO STEEL PLATE AS PER
MANUFACTURER'S DIRECTION

12 Ga. STAINLESS STEEL PERFORATED PLATE
FASTENED TO WINDOW.

WINDOW VENT KNOB
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