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PARTIAL WALL ELEVATION

1:20

WINDOW MATERIALS DOWN
TO CLEAN CONCRETE
PREPARE SURFACES

'SECTION

THROUGH

T/0 CONCRETE SLAB

EL 102 550

EXISTING LOOSE ANGLE LINTEL
REMOVE & REINSTALL AS
REQUIRED TO PERFORM WORK,
MIN 100mm BEARING EACH END

T/0 ROUGH OPENING

&

EL 100 800

T/0 MAIN FLOOR

e

EL 100 000

/\EXlSTlNG WINDOW TYP.
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EXISTING PARAPET CAP
FLASHING TO REMAIN

— EXISTING CONC ROOF SLAB,

WALL AND LINTEL
CONSTRUCTION, TYPICAL

/—————DO NOT DAMAGE EXISTING

BUILDING PAPER, LAP OVER
NEW S.A. MEMBRANE AND
PREFINISHED FLASHING.
TAPE ANY TEARS

PROVIDE GALVANIZED
MASONRY TIES @ 610 o/c
FASTENED TO EXISTING
WITH CONC. SCREWS

REMOVE AND REINSTALL 3 COURSES OF
BRICK AND INSULATION TO INSTALL '
NEW S.A. MEMBRANE AND THROUGH

WALL FLASHING. PROVIDE 3 WEEP HOLES

600 o/c MAX PER WINDOW

NEW P.T. WOOD BLOCKING
FASTENED TO EXISTING WITH

"~ FLAT HEAD CONCRETE SCREWS

NEW 20 Ga. PREFINISHED
THROUGH WALL METAL
FLASHING, COLOUR BY OWNER

ROD & CAULK, PROVIDE
25mm WEEPS @ 610 o/c

ROD & CAULK ALL AROUND
WINDOW ROUGH OPENING

—— INSULATE ENTIRE WINDOW

FRAME WTH CLOSE-CELL
EXPANDING SPRAY FOAM

(TYPICAL ALL AROUND)

NEW 18 Ga. BREAK METAL

AGAINST SOFFIT ¢/w 2 CONT
BEADS OF SEALANT

—— INSULATE ENTIRE WINDOW

FRAME WTH CLOSE-CELL
EXPANDING SPRAY FOAM

(TYPICAL ALL AROUND)

ROD & CAULK ALL AROUND
WINDOW ROUGH OPENING

12mm P.T. PLYWOOD ON

2 CONT. BEADS OF SEALANT
AND FASTENED TO EXISITNG
WITH 6mm¢ CONCRETE SCREWS.
MIN 37mm EMBEDMENT

NEW 20 Ga. PREFINISHED METAL
FLASHING c/w 6mm¢ CONCRETE
SCREWS @ FACE OF BRICK &
4.75mm¢ SCREWS ON TOP TO
WOOD BLOCKING @ 300mm o/c,
COLOUR BY OWNER

— SELF—ADHESIVE AIR/VAPOUR

BARRIER MEMBRANE ON

EXISTING CONCRETE/NEW
WOOD BLOCKING AT SILL

NEW P.T. WOOD BLOCKING
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SELF-ADHESIVE AIR/VAPOUR |
BARRIER MEMBRANE OVER FLASHING | - - /
SELF-ADHESNE AR/VAPOUR —_ | & CoNe
BARRIER MEMBRANE OVER § g
CONCRETE FACE i "ﬁ
SELF-ADHESIVE AIR/VAPOUR | —
BARRIER MEMBRANE OVER g
BREAK METAL N aX
PICK PROOF SEALANT |
AT JAMB, TYPICAL ]
=
®
WINDOW ANCHORED INTO CONCRETE——/
MID POINT W/ STAINLESS STEEL
9.5mm@ EXPANSION ANCHOR @
300mm O/C. MIN 50mm
EMBEDMENT
%\
S1.1 /1:5
o
T
DETAIL STRIP OF SA. = Il
AIR/VAPOUR BARRIER
MEMBRANE OVER
FLASHING N\
PROVIDE WOOD SHIMS TO =/ \
CREATE A POSITIVE SLOPE /
TO EXTERIOR N\ /
PICK PROOF SEALANT
AT SILL, TYPICAL
WINDOW ANCHORED INTO - oy
CONCRETE MID PONT ~ /EEfde—— >
WITH STANLESS STEEL | i ¥ o0k 8l o
9.5mm@ EXPANSION | | <, =
ANCHOR @ 300mm o/c, | : -
MIN 50mm EMBEDMENT | NN
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FASTENED TO EXISTING WITH
FLAT HEAD CONCRETE SCREWS

GENERAL NOTES
1. DO NOT SCALE DRAWINGS.

2. DRAWINGS ARE BASED ON THE BEST AVAILABLE INFORMATION
RECARDING THE EXISTING CONSTRUCTION. REVIEW ON SITE ALL
RELEVANT EXISTING CONSTRUCTION WITH RESPECT TO ELEMENT SIZES
AND CONFIGURATIONS AND VARIATIONS BETWEEN AREAS AND ADVISE
ENGINEER OF ANY DISCREPANCIES.

3. SITE MEASURE ALL WINDOW ROUGH OPENINGS PRIOR TO FABRICATION.

4. PROVIDE WINDOW PERFORMANCE TESTING DATA TO AS PER
SPECIFICATIONS, INCLUDING BUT NOT LIMITED TO, AR LEAKAGE
RESISITANCE, WATER PENETRATION RESISITANCE, AND UNIFORM LOAD
DEFLECTION AND STRUCTURAL TESTING.

5. PREPARE MOCK-UPS OF STAGES' OF CONSTRUCTION AS PER
SPECIFICATIONS. DO NOT PROCEED WITH WORK PRIOR TO REVIEW OF
MOCK—UP STAGE AND ACCEPTANCE OF MOCK-UP AS MINIMUM
STANDARD OF WORKMANSHIP.

6. PROVIDE FULL SHOP DRAWINGS UNDER SASKATCHEWAN ENGINEER'S
SEAL FOR WINDOWS INDICATING DESIGN CRITERIA, INCLUDING ALL
DETENTION CRITERIA.

7. ANCHOR WINDOWS INTO SOUND CONCRETE SUBSTRATE.

8. TOOTH BRICK REPAIRS INTO EXISTING BRICK WORK WITH APPROPRIATE
MORTAR. MASONRY WORK TO BE PERFORMED UNDER THE DIRECT
SUPERVISION OF A JOURNEYMAN MASON.

9. MOCK-UP OF MORTAR JOINTS TO BE PREPARED WITH REGARD TO
JOINT TOOLING AND MORTAR COLOUR. SUBMIT RESULTS OF MORTAR
TESTING CUBES, MEASURING COMPRESSIVE STRENGTH. SUBMIT RESULTS
OF MORTAR AIR ENTRAINMENT TESTING, INDICATING THAT MORTAR AR
ENTRAINMENT IS BETWEEN 7% AND 11%.

PICK PROOF SEALANT

R
AT JAMB, TYPICAL WINDOW ANCHORED INTO

CONCRETE MID POINT W/
STAINLESS STEEL 9.5mm¢
EXPANSION ANCHOR @

300mm 0/C. MIN 50mm

INSULATE ENTIRE WINDOW
FRAME WTH CLOSE-CELL

Bl

REAL PROPERTY SERVICES

Public Works and
Government Services
Canada Canada

Travaux publics et

Western Region

SERVICES IMMOBILIERS

Région de l'ouest

Services gouvernementaux

300-275 Carlton Street
Winnipeg, Manitoba R3C 5R6
T204. 943. 7501

F 204. 943. 7507

2015-0834

Crosier Kilgou\rv’
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CONSULTING STRUCTURAL ENGINEERS

ASSOCIATION OF PROFESSIONAL ENGINEERS
OF SASKATCHEWAN
CERTIFICATE OF AUTHORIZATION
CROSIER, KILGOUR & PARTNERS LTD.

NUMBER

RE-ISSUED FOR CONSTRUCTION

16/10/25

2

ISSUED FOR CONSTRUCTION

16/06/28

1

ISSUED FOR 90% REVIEW

16/05/27

0

ISSUED FOR 66% REVIEW

16/02/28
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Correctional Services
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EXPANDING SPRAY FOAM EMBEDMENT
(TYPICAL ALL AROUND) % -
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- SELF_ADHESNE AR/VAPOUR

BARRIER MEMBRANE

NEW 18 Ga. BREAK METAL
ON JAMB c¢/w 2 BEADS OF

SEALANT

ROD & CAULK ALL AROUND
WINDOW ROUGH OPENING

20 Ga. METAL JAMB CLOSURE
FASTEN THROUGH S.A. AR
VAPOUR BARRIER MEMBRANE
TO WOOD BLOCKING

DETAIL STRIP OF S.A. AR/VAPOUR
BARRIER MEMBRANE INSTALL BELOW

DO NOT DAMAGE BUILDING PAPER

NEW P.T. WOOD BLOCKING
FASTENED TO EXISTING WITH
FLAT HEAD CONCRETE SCREWS

/"3 JAMB SECTION
1:5

St1.1,

EXISTING BUILDING PAPER AT JAMBS.
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Window Replacement

Prince Albert, Sask.
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