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ALL WIRING FOR NOTIFICATION DEVICES TO BE WIRED IN A CLASS 'A’ CONFIGURATION (RETURN LOOP CIRCUIT) AND &)  SMOKE DETECTOR 9
I SERVICES IMMOBILIERS
EXISTING ALL WIRING FOR SIGNALING DEVICES TO BE WIRED IN A CLASS ‘B’ CONFIGURATION. PROVIDE SEPARATE CONDUIT
SYSTEM FOR EACH LOOP. ()  HEAT DETECTOR Région de l'ouest
2. ALL FIRE ALARM WRRING TO BE FAS 103 TYPE WIRING AND RUN IN MINIMUM 21mm EMT. ALL FIRE ALARM CONDUIT @  SMOKE DUCT DETECTOR
TO BE RED.
PENTHOUSE -
3. ELECTRICAL CONTRACTOR TO PROVIDE FAULT ISOLATION MODULES WHEN ENTERING AND LEAVING EACH FIRE RATED HORN STROBE R E P U B L I ‘
ZONE PER NATIONAL BUILDING CODE. THIS DIAGRAM IS FOR SCHEMATIC PURPOSES ONLY. THE CONTRACTOR IS
RESPONSIBLE FOR PROVIDING ADDITIONAL MODULES AS REQUIRED WHETHER SHOWN OR NOT IN ORDER TO M  MONITOR MODULE
S—E— 1] ACCOMMODATE THE ACTUAL NUMBER OF DEVICES AND ROUTING OF WIRING. EACH ISOLATION MODULE TO BE VANUAL PULL STATION
CLEARLY LABELED WITH A RIVETED LAMACOID AND READILY ACCESSIBLE FOR INSPECTION. ISOLATION MODULES ARE A RCH I T E CT U R E
PR NOT TO BE INSTALLED ABOVE SUSPENDED CEILINGS. AS BUILT DRAWINGS TO REFLECT THE LOCATION OF EACH
v l ISOLATION MODULE. JUNCTION BOX
i 4. THE OPERATION OF ANY MANUAL PULL STATION OR DETECTION TYPE DEVICE TO TRIP THE FIRE ALARM CONTROL SPRINKLER FLOW SWITCH
FOURTH FLOOR Ej PANEL CAUSING IT TO GO INTO ALARM. ALL FIRE ALARM SIGNALING DEVICES TO SOUND CONTINUOUSLY UNTIL THE
SYSTEM IS MANUALLY RESET AT THE CONTROL PANEL. SPRINKLER SUPERVISED VALVE (TAMPER
il SWITCH) .
il 5 ELECTRICAL CONTRACTOR TO INCLUDE ALL COSTS ASSOCIATED WITH SETTING-UP, TESTING AND THE VERIFICATION [G]  DOOR HOLD OPEN DEVICE 374 Donald Street, First Floor
OF THE FIRE ALARM SYSTEM. THE MANUFACTURER WITH THE ASSISTANCE OF THE ELECTRICAL CONTRACTOR AND .
THE DEPARTMENTAL REPRESENTATIVE TO PERFORM A COMPLETE FIRE ALARM VERIFICATION AFTER THE INSTALLATION STROBE Winnipeg, MB R3B 2J2
HAS BEEN COMPLETED. A CERTIFICATE OF VERIFICATION AND A COMPLETE REPORT SHALL BE SENT TO THE
DEPARTMENTAL REPRESENTATIVE FOR REVIEW. THE ENTIRE FIRE ALARM SYSTEM AND INSTALLATION SHALL CARRY A CARBON MONOXDE DETECTOR
ONE (1) YEAR WARRANTY FROM THE DATE OF SUBSTANTIAL COMPLETION.
M T 204 989 0102
6. THE ENTIRE INSTALLATION TO BE TO THE FULL SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE. (S)  SMOKE ALARM
F 204 989 0094
EXISTING 7.  PROVIDE ALL REQUIRED TROUBLE INDICATION FOR TAMPER SWITCHES, LOW PRESSURE SWITCHES, FLOW SWITCHES, (1] ISOLATION MODULE . .
PRE—ACTION LOW PRESSURE SWITCHES AND PRE—ACTION HIGH PRESSURE SWITCHES. www.republlcarch|tecture.ca
8.  ALL SPRINKLER SUPERVISED ZONES SHALL BE CONNECTED TO A "LATCHING” TYPE SUPERVISED CIRCUIT IN FACP. HDK CONSULTING
THIRD FLOOR 9. CONFIRM CONFIGURATION OF FIRE ALARM SYSTEM AND UPGRADE TO SUIT. ¥ INCORPORATED
2633 Portage Avenue
Winnipeg, Manitoba
10. PROVIDE NEW FIRE ALARM BOOSTER PANEL FOR 4TH FLOOR RENOVATION. PROVIDE ALL REQUIRED MODULES AND Canada, R3J OP7
PROGRAMMING. T: 204.818.0390
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