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Part 1 General 

1.1 REFERENCES 

.1 ASTM International 

.1 ASTM A167-99(2009), Standard Specification for Stainless and Heat-Resisting 
Chromium-Nickel Steel Plate, Sheet, and Strip. 

.2 ASTM B456-03, Standard Specification for Electrodeposited Coatings of Copper 
Plus Nickel Plus Chromium and Nickel Plus Chromium. 

.3 ASTM A653/A653M-09, Standard Specification for Steel Sheet, Zinc-Coated 
(Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process. 

.4 ASTM A924/A924M-09, Standard Specification for General Requirements for 
Steel Sheet, Metallic-Coated by the Hot-Dip Process. 

.2 Canadian General Standards Board (CGSB) 

.1 CAN/CGSB-1.81-M90, Air Drying and Baking Alkyd Primer for Vehicles and 
Equipment. 

.2 CAN/CGSB-1.88-92, Gloss Alkyd Enamel, Air Drying and Baking. 

.3 CGSB 31-GP-107MA-90, Non-inhibited Phosphoric Acid Base Metal 
Conditioner and Rust Remover. 

.3 CSA International 

.1 CAN/CSA-B651-04, Accessible Design for the Built Environment. 

.2 CAN/CSA-G164-M92(R2003), Hot Dip Galvanizing of Irregularly Shaped 
Articles. 

1.2 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Provide submittals in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Shop Drawings: 

.1 Indicate size and description of components, base material, surface finish inside 
and out, hardware and locks, attachment devices, description of rough-in-frame, 
building-in details of anchors for grab bars. 

1.3 CLOSEOUT SUBMITTALS 

.1 Provide maintenance data for toilet and bath accessories for incorporation into manual 
specified in Section 01 78 00 - Closeout Submittals. 

1.4 MAINTENANCE MATERIAL SUBMITTALS 

.1 Tools: 

.1 Provide special tools required for assembly, disassembly or removal for toilet and 
bath accessories in accordance with requirements specified in Section 01 78 00 - 
Closeout Submittals. 

.2 Deliver special tools to Departmental Representative. 
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1.5 DELIVERY, STORAGE AND HANDLING 

.1 Delivery and Acceptance Requirements: deliver materials to site in original factory 
packaging, labelled with manufacturer's name and address. 

.2 Storage and Handling Requirements: 

.1 Store materials off ground, indoors, in dry location and in accordance with 
manufacturer's recommendations in clean, dry, well-ventilated area. 

.2 Store and protect toilet and bathroom accessories from nicks, scratches, and 
blemishes. 

.3 Replace defective or damaged materials with new. 

Part 2 Products 

2.1 MATERIALS 

.1 Grab bars (GB): 

.1 To be installed in washrooms as per National Building Code. 

.2 GB-1 – 914mm in length 

.3 GB-2 – 610mm in length 

.2 Mirrors (M): 

.1 Mirror back protected by shock absorbing material.  Back of mirror to be 
galvanized steel.  Mirror to have 6mm frame, anodized aluminum finish. 

.3 Coat Hook (CH-2): 

.1 Stainless steel finish, diam. 20mm x 60mm dimensions. 

.2 Acceptable materials: Richelieu Hook, Model 51128170, Finish 170 ‘Stainless 
Steel’. 

.4 Toilet Paper Dispenser (TPD): 

.1 Recessed Hinged Hood Stacking Rolls 

.2 Acceptable Product: 

.1 Bradley 5127, or approved other. 

.3 Locations: all washrooms 

.5 Paper Towel Dispenser (PTD): 

.1 Surface mounted stainless steel 

.2 Acceptable Manufacturer: 

.1 Bradley 252, or approved other 

.3 Locations: all sink locations 

.6 Soap Dispenser (SD): 

.1 Surface mounted stainless steel 

.2 Acceptable Manufacturer: 

.1 Bradley 6531, or approved other. 
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.3 Locations: all sink locations. 

 

Part 3 Execution 

3.1 INSTALLATION 

.1 Install and secure accessories rigidly in place as follows: 

.1 Stud walls: install steel back-plate to stud prior to plaster or drywall finish. 
Provide plate with threaded studs or plugs. 

.2 Hollow masonry units, existing plaster or drywall: use toggle bolts drilled into 
cell or wall cavity. 

.3 Solid masonry, marble, stone or concrete: use bolt with lead expansion sleeve set 
into drilled hole. 

.4 Toilet and shower compartments: use male to female through bolts. 

.2 Install grab bars on built-in anchors provided by bar manufacturer. 

.3 Use tamper proof screws/bolts for fasteners. 

.4 Fill units with necessary supplies shortly before final acceptance of building. 

.5 Install mirrors in accordance with Section 08 80 50 – Glazing. 

3.2 ADJUSTING 

.1 Adjust toilet and bathroom accessories components and systems for correct function and 
operation in accordance with manufacturer's written instructions. 

.2 Lubricate moving parts to operate smoothly and fit accurately. 

3.3 CLEANING 

.1 Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning. 

.1 Leave Work area clean at end of each day. 

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment 
in accordance with Section 01 74 11 - Cleaning. 

3.4 PROTECTION 

.1 Protect installed products and components from damage during construction. 

.2 Repair damage to adjacent materials caused by toilet and bathroom accessories 
installation. 

END OF SECTION 




