KEY NOTES

1. 100% RAKE OQUT AND REPOINTING OF EXPOSED
RAKE OUT JOINTS AS 1/S201. REPOINT JOINTS AS * Government Services Services gouvernementaux

2/5201. Canada Canada

2. FOR ROUNDED, WIDE JOINTS, IN EXCESS OF 20mm
WIDE, FINISH POINT JOINTS AS PER 10/5201.

3. WHERE CORNERS OF STONE ARE LOST, SEE DETAIL
11/S201, FOR GUIDELINE AS TO WHEN TO FINISHPOINT,
AND WHEN TO INSTALL DUTCHMAN REPAIR.
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@ REPAIR FRACTURED STCNE: Engineering Historic Buildings
DOWEL AND ADHERE FRACTURED STONE. SEE 346 QUEEN ST. FREDRICTION, NB
3/S201 FOR REPAIR IN-SITU AND 4/8201 FOR REPAIR
AFTER STONE REMOVED. (EACH REPAIR UNIT =300
LG. chw TWO PINS)

@ REPAIR OF STONE USING DUTCHMAN REPAIR. SEE
DETAIL 5 AND 6/5201. FOR PRICING ASSUME THE
FOLLOWING:

© SMALL DUTCHMAN. AVERAGE SIZE 200x100x100
DEEP (0.02m?)

(BN) MID SIZED DUTCHMAN. AVERAGE SIZE
300x200x250DEEP (0.06m?)

(BL) LARGE SIZED DUTCHMAN. AVERAGE SIZE
300x400x300 DEEP (0.12m?)

9 DUTCHMAN REPAIR WITH CARVED DETAIL: REPAIR
AS FOR LEGEND NOTE D. FINISH SURFACE TO
MATCH SURROUNDING CARVED DETAIL. AVERAGE
SIZE AS PER MID-SIZE DUTCHMAN.

@ REMOVE EXISTING STONE AND RESET: REMOVE,
RESET AND ANCHOR STONE AS 12/5201.
TO BACK-UP AND PIN TO ADJACENT STONE.
ASSUME AVERAGE STONE SIZE OF 300x1200x300mm
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\$303 NTs. \8303/ NTs. \$303 N7, \$30y N, \§303 NTs. \3303 NTs. \3303 NTs. (NS) REMOVE EXISTING STONE AND REPLACE WITH NEW

STONE. RESET AND ANCHOR AS FOR LEGEND NOTE

R FOR PRICING. ASSUME STONE IS 300mm
AVERAGE THICK UNLESS NOTED. AVERAGE NEW
D-2 STONE OF 300x1200x300TK.
NOTE: ALL FENCING, LIGHTS, @ SHARD REPAIRS, SEE DETAIL 9/8201. (EACH REPAIR
CONDUITS, SIGNAGE AND T 1 UNIT = 300x300 AREA)
OTHER DEVICES NOT T T
SHOWN. SEE PHOTOS. @ CONCRETE DELAMINATION REPAIR, SEE 13/S201.
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