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NOTES:
1. SEENOTES.
U SCALE:  NTS.
SERVICE RATED PANELBOARD, CSA 4X
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NOTES:

1. SEENOTES.

/2 METERING STATION ELECTRICAL LAYOUT

C

SCALE: N.T.S.

NEW /EXISTING
UTILITY SERVICE POLE
—

150 MINIMUM \

EXPANSION JOINT

RIGID PVC SERVICE HEAD
NEW UTILITY
i AERIAL SERVICE ‘\
T\ o
=:m DRIP LOOP

SERVICE ENTRANCE SLEEVE,
\ ALUMINUM TO COPPER (TYPICAL)
’\l POWER SERVICE WIRING IN RIGID PVC
F CONDUIT WITH MOUNTING CLAMPS
2400mm x 80mm FLARED ALUMINUM
/ CABLE GUARD
- ALUMINUM STRAP FOR 80mm
ALUMINUM CABLE GUARD

RIGID PVC N\

GROUND ROD CLAMP \

GROUND ROD
(MINIMUM #6)

— RIGID PVC 90° ELBOW (IF FIELD BEND,
THE RADIUS OF THE INNER EDGE OF
THE BEND TO BE MINIMUM 6 TIMES
CONDUIT INSIDE DIAMETER)

~= RIGID PVC CONDUIT. REFER TO TRENCH
SECTION FOR INSTALLATION DETAILS AND SIZES,

UTILITY SEREVICE POLE
\\~ // SCALE: NS,
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SNC+LAVALIN Inc.
Halifax, Nova Scotia, Canada

Member of the SNCe LAVALIN Group

| 7. PROVIDE OUTDOOR RATED LIGHT SWITCH.

NOTES:
1. COORDINATE WITH NSPI FOR NEW UTILITY METER.

2. ELECTRIC HEAT DESIGN TO MAINTAIN 10 °C.
3. METERING BASE 100A, 4 JAWS, 19, 3W, MINIMUM 3R.
4. EQUIPMENT STAND TO BE FENCED IN.

5. EQUIPMENT STAND AND CONCRETE PAD PROVIDED
BY OTHERS.

6. LIGHTING, HEATING (WHERE REQUIRED), AND
RECEPTACLE FINISHED BY HOT-BOX
MANUFACTURER.

8. PROVIDE OUTDOOR RATED FIXTURE LED, 120VAC, TO
MAINTAIN 50 LUX MINIMUM.
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